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Your reliable partner since 47 years

Metalworking
Drilling - Milling - Turning - Sawing - Grinding - Accessories

Sheet Metal Forming
Bending - Folding - Cutting - Water/Plasma/Laser - Press Brakes
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47 years of Epple Maschinen®

Now in the second generation, with more than 35 years of experience abroad 
Epple Maschinen® high quality metal and sheet metal working machines in an extraordinary good 

 
Since its foundation in 1976, the extensive product range consists of in-house developments and 

This makes it possible to manufacture products within a price-performance ratio in a quality that 
 

Decades of experience support the continuous development
The knowledge gained from decades of experience is used to continuously develop and 

As a result, Epple Maschinen®

Development and construction
During planning and development of new Epple Maschinen® 

This is how we have been holding our high position on 
the constantly changing, developing machine tool and 

In order to guarantee the product Epple Maschinen® 

Serial production - view into the production hall

®
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Production
Epple Maschinen® 

The quality of Epple Maschinen® is ensured by constant controls during production and outgoing 

Quality
Due to the quality standard and the very good price-performance ratio, 
Epple Maschinen® 

Epple Maschinen® are manufactured according to the relevant 

Consulting, sales departement and delivery
Consulting, sales and delivery of Epple Maschinen® is carried out in 
Germany and abroad through well-assorted retailers and regional 

Our sales representatives are available for consultation to all 

Retailers
Through our specialist dealer distribution network, you have a contact person close to you, who 

Partners abroad
Epple Maschinen® has high recognition on the German and European market thanks to 

Delivery capability
Epple Maschinen® has a large warehouse at the company headquarters in Wiesensteig, which 

which are not produced according to special, order-related customer requirements can be delivered 

Epple Maschinen® 

Epple Maschinen®
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47 Jahre Epple Maschinen® 

Since its foundation in 1976, the company culture of Epple Maschinen®

machines for your application, we have divided our Epple Maschinen® brand into three product ranges and 

Epple Maschinen®

which do not reach the quality standards of Epple Maschinen®

Epple Maschinen®

Choose the originals from Epple Maschinen®.

Product line Standard*
Machines from China/Taiwan for the price-conscious, professional craftsman and

Product line PREMIUM-Line 
All machines of the PREMIUM-Line series are manufactured by renowned western industrial 
manufacturers with decades of experience for the Epple Maschinen®

  in the catalogue (excerpt, not complete)



Frühjahr / Sommer Aktionsangebote

Seit 43 Jahren Ihr zuverlässiger Partner

MASCHINEN FÜR HANDWERK UND INDUSTRIE

Bohren  Fräsen  Drehen  Sägen  Schleifen  Zubehör

Metallbearbeitung

Biegen  Kanten  Schneiden  Wasser/Plasma/Laser

Blechbearbeitung

um Dünn- und Dickbleche zu formen und trennen / anwendungsbezogene Fachberatung

konventionelle Maschinen und NC-Maschinen für jede Werkstatt / jeden Betrieb 

Biegen  Kanten  Schneiden  Wasser/Plasma/Laser
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Main catalogue
Epple Maschinen®

Homepage

www.epple.com

Trade fairs and exhibitions
Epple Maschinen®

Epple Maschinen® 

Our global presence is constantly being expanded through a network of importers, specialist 

Advertising material

Special sale
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M I L L I N G

V H F M  9 5  /  V H F M  9 5  D I G I

U F M  1 0 0  D I G I
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S A W I N G
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M E T A L  F O R M I N G
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1 7 9  -  1 9 0
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F O L D I N G

E - A K B  1 . 0 2 0 - 4 , 5  H S / 1 . 5 2 0 - 3 , 5  H S / 2 . 5 2 0 - 2 , 5  H S  P . - L .

E - A K B - M  2 . 0 2 0 - 3 , 0  P R E M I U M - L I N E

M A K B  1 . 2 5 0 - 1 , 6  /  2 . 5 0 0 - 1 , 6  /  3 . 2 0 0 - 1 , 5

R O U N D  B E N D I N G  M A C H I N E S

R M  1 . 0 2 0 - 1 , 5  /  R M E  1 . 0 2 0 - 1 , 5

R M E  1 . 3 0 0 - 1 , 5

E - R B  1 . 0 5 0 - 2 , 0  /  E - R B  1 . 2 7 0 - 1 , 5  P R E M I U M - L I N E

E - R B  1 . 5 5 0 - 1 , 2  /  E - R B  2 . 0 5 0 - 1 , 0  P R E M I U M - L I N E

E - R M E  1 . 0 5 0 - 2 , 0  /  E - R M E  1 . 2 7 0 - 1 , 5  P R E M I U M - L I N E

E - R M E  1 . 5 5 0 - 1 , 2  /  E - R M E  2 . 0 5 0 - 1 , 0  P R E M I U M - L I N E

E - R B E  1 . 0 5 0 - 3 , 0  /  E - R B E  1 . 2 7 0 - 2 , 5  P R E M I U M - L I N E

E - R B E  1 . 5 5 0 - 2 , 0  /  E - R B E  2 . 0 5 0 - 1 , 5  P R E M I U M - L I N E

E - R B E - H  1 . 2 7 0 - 2 , 5  /  E - R B E - H  1 . 5 5 0 - 2 , 0  P R E M I U M - L I N E

E - R B E - H  2 . 0 5 0 - 1 , 5  P R E M I U M - L I N E

E - R B M  1 . 2 7 0 - 4 , 0  /  E - R B M  1 . 5 5 0 - 4 , 0 P R E M I U M - L I N E

E - R B M  2 . 0 5 0 - 3 , 0  P R E M I U M - L I N E

E - R B M - S  P R O  -  M O D E L S  P R E M I U M - L I N E

E - R B M - H  P R O  -  M O D E L S  P R E M I U M - L I N E

E - 3 R B M  P R O  H S  -  M O D E L S  P R E M I U M - L I N E

E - 3 R B M  P R O  U H S  -  M O D E L S  P R E M I U M - L I N E

E - 4 W B M - H  M O D E L S  P R E M I U M - L I N E

E - 4 R B M  H S  L I N E A R  -  M O D E L S  P R E M I U M - L I N E

E - 4 R B M - H  N C  -  M O D E L S  P R E M I U M - L I N E  ´

E - 4 R B M  P R O  H M S  -  M O D E L S  P R E M I U M - L I N E

E - 4 R B M  P R O  H S  -  M O D E L S  P R E M I U M - L I N E

E - 4 K R B - H  1 . 0 5 0 - 3 , 0  /  E - 4 K R B - H  1 . 0 5 0 - 4 , 0  P . - L .    

E - 4 R B M  P R O  H S S  -  M O D E L S  P R E M I U M - L I N E 

P W  1 0  M  /  P W  3 0  /  P W  3 0  H V

P W  4 0  H V  /  P W  5 0

R O L L E R  S E T S  P W  1 0  /  3 0  /  3 0  H V  /  4 0  H V  /  5 0
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R O U N D  B E N D I N G  M A C H I N E S

E - P W  3 1  F  /  E - P W  3 5  F  P R E M I U M - L I N E

E - P W  4 0  H  /  E - P W  5 0  H  /  E - P W  6 0  H  P R E M I U M - L I N E

E - P W  6 5  H  /  E - P W  8 0  H  P R E M I U M - L I N E

E - P W  1 0 0  H  /  E - P W  1 2 0  H  P R E M I U M - L I N E

E - P W  1 6 0  H  /  E - P W  1 8 0  H  P R E M I U M - L I N E

E - P W  2 0 0  H  P R E M I U M - L I N E

E - P W  2 4 0  H  /  E - P W  3 6 0  H  P R E M I U M - L I N E

R O L L E R  S E T S  F O R  E - P W  -  M O D E L S

E - 4 P W  7 0  H  P R E M I U M - L I N E

E - 4 P W  9 0  H  /  E - 4 P W  1 1 0  H  P R E M I U M - L I N E

R O L L E R  S E T S  F O R  E - 4 P W  -  M O D E L S

C U T T I N G

E K  1  /  E K  2  /  E K  3  /  E K  8 - E

E - A M  1 , 5  P  P R E M I U M - L I N E

A M  4 T  /  A M  4 T - 3 , 0  /  A M  4 P T  /  H A M - P  3 , 0

E - H A M  4  F  /  E - H A M  6  V P  P R E M I U M - L I N E

E - K S  1 , 8  M  P R E M I U M - L I N E

E - K S  3 , 5  /  E - K S  5  M  P R E M I U M - L I N E

H S  1 2 5  /  H S  1 5 0  /  H S  3 0 0  /  S P A R E  P L A T E

T F S  1 . 0 5 0 - 1 , 0

E - T F S  1 . 0 5 0 - 1 , 5  /  E - T F S  1 . 3 5 0 - 1 , 5  P R E M I U M - L I N E

E - M T S K  -  M O D E L S  P R E M I U M - L I N E

E - M T B S  -  M O D E L S  P R E M I U M - L I N E

E - W S A  -  M O D E L S  P R E M I U M - L I N E

O V E R V I E W  P L A S M A  A N D  L A S E R  C U T T I N G  S Y S T E M S

E - H P S  4 0  P R E M I U M - L I N E 

E - H P S  4 5  /  E - H P S  6 0  P R E M I U M - L I N E

E - H P S  5 5  /  E - H P S  6 5  P R E M I U M - L I N E

E - H P S  6 5  V  P R E M I U M - L I N E

E - H P S  8 5  /  E - H P S  1 1 5  /  E - H P S  1 7 5  P R E M I U M - L I N E

1 9 1  -  2 3 3

220

221

222

223

224

225

226

227 - 230

231

232

233

2 3 4  -  2 5 8

235

236

237

238

239

240

241

242

243

244 - 245

246 - 247

248 - 249

250

251

252

253

254

255
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C U T T I N G

T E C H N I C A L  D A T A  E - H P S  -  M O D E L S

E - H L S  3 0  /  E -  H L S  6 5  /  E - H L S  8 5  P R E M I U M - L I N E

E - H L S  1 1 5  /  E - H L S  1 7 5  P R E M I U M - L I N E

E - H L S  D P  -  M O D E L S  P R E M I U M - L I N E

P R E S S  B R A K E S  H O R I Z O N A T A L  A N D  V E R T I C A L

D D P  2  /  D D P  3  /  D D P  5

H W P  1 6  /  H W P - E  2 5

H A K P  4 8

E - H P C  4 0  P R E M I U M - L I N E

H W P  3 0  T  /  H W P - E  3 0  T  /  H W P - E  5 0  T

E - H W P  -  M O D E L S  P R E M I U M - L I N E

E - W P  -  M O D E L S  P R E M I U M - L I N E

E - W P K  -  M O D E L S  P R E M I U M - L I N E

E - W P R  -  M O D E L S  P R E M I U M - L I N E

E - U W P  -  M O D E L S  P R E M I U M - L I N E

E - U W P - H  -  M O D E L S  P R E M I U M - L I N E

E - A P  -  M O D E L S  P R E M I U M - L I N E

E - V P  -  M O D E L S  P R E M I U M - L I N E

E - G S P  C N C  -  M O D E L  P R E M I U M - L I N E

E - G S P - M O D E L S  P R E M I U M - L I N E

O V E R V I E W  P R E S S  B R A K E S

M O B I L E  A N D  S T A T I O N A R Y  D E V I C E S 

T O  F A C I L I T A T E  W E L D I N G  W O R K

A C C E S S O R I E S

M A C H I N E  /  M I L L I N G  V I C E S

C R O S S  T A B L E S  /  R O T A R Y  T A B L E S 

M A G N E T I C  C L A M P I N G  P L A T E S

D R I L L I N G  /  M I L L I N G  /  L A T H E  A C C E S S O R I E S

M A C H I N E  S T A N D S

D U S T  C O L L E C T O R S / R O L L E R  S T A N D S / L U B R I C A N T S

D I G I T A L  D I S P L A Y S / G R I N D I N G  B E L T S / S A W  B L A D E S

2 3 4  -  2 5 8

256

257

257

258

2 5 9  -  2 8 0

260

261

262

263

264

265 

268 - 269

270

271

272

273

274

275

276 - 277

278 - 279

280

2 8 1  -  2 8 6

2 8 7  -   3 1 5

288 - 293

294 

295

296 - 304

305

306 - 312

313 - 314
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Drilling
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M
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NE

S
D

R
IL

LI
NG

T B  2 3  /  S B S  2 3  /  S B S  3 2
B E N C H  A N D  C O L U M N  D R I L L I N G  M A C H I N E S
 M T  2  U P  T O  2 3  M M  /  M T  4  U P  T O  3 2  M M 

TB 23

23 mm

MT 2
-1

12

no

16 mm

±45°

56 kg

Description

drilling performance

sleeve travel

spindle taper

spindle speed

automatic drilling feed

working range

table size

drilling table swivel

column diameter

motor power

weight

400 V

4260364290028

210 0123

230 V

4260364290011

210 0023

EAN

Item no.

EAN

Item no.

T B  2 3 - 2 3 0  V  /  T B  2 3 - 4 0 0  V  / 
S B S  2 3 - 2 3 0  V  /  S B S  2 3 - 4 0 0  V  / 
S B S  3 2

» solid construction suitable for craftsmen users

   measured in the spindle sleeve
» belt housing in steel, locked cover with safety shutdown
» powerful, smooth running electric motor,
   aluminum body with cooling fins

» safety switch with low-voltage release and emergency stop
» rotating, tilting and inclinable massive working table
   with T-slots for 16 mm sliding blocks
» comfortable mechanical height adjustment of
   drilling table by toothed rack
» solid, large dimensioned base plate with T-slots,
   precise surface finishing
» LED working light
» quick-action drill chuck supplied 1-16 mm
» drill chuck guard
» drill depth stop

• Getriebe-Tischbohrmaschinen ab Seite 26
• weitere Tischbohrmaschinen ab Seite 18

• geared bench drills on page 20
• more bench drills on page 16

You can find detailed 
accessories on page 287.

400 V

4260364290066

215 0123

230 V

4260364290059

215 0023

400 V

4260364290073

210 0132

SBS 23

23 mm

MT 2
-1

12

no

16 mm

±45°

65 kg

SBS 32 

32 mm

MT 4
-1

12

no

255 mm

475 x 425 mm

3

±45°

1,1 kW

137 kg



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE
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TBH 24

24 mm

MT 2
-1

7

no

165 mm

14 mm

515 mm

kW

159 kg

TBH 24 Vario

24 mm

MT 2
-1

4

no

165 mm

14 mm

515 mm

159 kg

EAN

Item No.

TBH 24 

4260364290035

210 6024

T B H  2 4  /  T B H  2 4  V A R I O  /  S B H  2 8 
S B H  2 8  V A R I O  /  S B H  3 6  /  S B H  3 6  V A R I O  
S B H  3 6  N C  V A R I O
B E N C H  A N D  C O L U M N  D R I L L I N G  M A C H I N E S

SBH 28

MT 3
-1

16

no

14 mm

92 mm

kW

255 kg

Description

drilling cap in steel

sleeve travel

spindle taper

spindle speeds

automatic drilling feed

working range

table size

column diameter

motor power

weight

Technical Data SBH 28 Vario / SBH 36 / SBH 36 Vario / SBH 36 NC Vario on page 17.

TBH 24 Vario

4260364290042

210 6124

SBH 28 

4260364290080

215 6028
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S
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R
IL

LI
NGT B H  2 4  /  T B H  2 4  V A R I O 

S B H  2 8  /  S B H  2 8  V A R I O 
S B H  3 6  /  S B H  3 6  V A R I O  
S B H  3 6  N C  V A R I O
B E N C H  A N D  C O L U M N  D R I L L I N G  M A C H I N E S

» bench drill and drill press in raised execution for handcraft and industrial use

» belt cover out of metal with safety shutdown
» high-grade two step aluminium electric motor with cooling fins aluminium

   control via frequency converter

» high turning movement
» switch for clockwise/anticlockwise rotation

» precise surface processing, massive and stable work table, pivotable, slewable,
   inclinable with T-slots with 14 mm sliding blocks
» comfortable mechanical height adjustment for the table via rack
» large and massive base plate with T-slots, precise surface processing
» integrated establishment for coolant with coolant tank 
   (only model SBH 28 Vario, SBH 36 Vario and SBH 36 NC Vario
» LED working light
» with quick-release chuck supplied 1-16 mm as standard
» digital drilling depth display (only model SBH 36 and Vario-models
  

SBH 28 Vario

MT 3
-1

12

stepless

no

14 mm

92 mm

1,5 kW

255 kg

SBH 28 Vario

4260364290097

215 6128

SBH 36

34 mm

MT 4
-1

9

no

no

14 mm

115 mm

2,2 kW

SBH 36

4260364290103

215 6036

SBH 36 Vario

34 mm

MT 4
-1

9 

stepless

no

14 mm

115 mm

SBH 36 Vario

4260364290110

215 6136

SBH 36 NC Vario

34 mm

MT 4
-1

9

stepless

no

14 mm

115 mm

SBH 36 NC Vario

4260364295689

215 6236

EAN

Item No.

Description

drilling cap in steel

sleeve travel

spindle taper

spindle speeds

speed via potentiometer

automatic drilling feed

working range

table size

column diameter

distance spindle to table

motor power

weight

W I T H  D I S P L A Y

®

Models TBH and SBH suitable for flow drilling - flow drilling see page 297



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE

EAN

Item No.

S B  5 5  S V  /  S B  5 5  G S V
C O L U M N  D R I L L I N G  M A C H I N E

SB 55 SV

MT 4
-1

stepless

14 mm

±45°

Description

drilling cap in steel

sleeve travel

spindle taper

spindle speeds

speeds

automatic drilling feed

working range

table size

drilling table swivel

column diameter

motor power

weight

SB 55 SV

4260364290158

210 2055

EAN

Item No.

» with thread cutting device

SB 55 GSV

4260364294187

210 2155
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Description Item-No.

Quick Action Drill Chuck
RÖHM 1-13 mm

510 3013

Quick Action Drill Chuck
RÖHM 3-16 mm

510 3016

HSS Drill Bit Set 510 9013

MSE 75 121 0075

MSE 100 121 0100

MSE 125 121 0125

MSE 150 121 0150

MSI 100 121 2100

MSI 140 121 2140

MSI 200 121 2200

MS 100 120 0100

Description Item-No.

MS 125 120 0125

UPS 100 520 4010

Morse Taper Drill Case 1 510 1423

Morse Taper Drill Case 2 510 1430

Morse Taper -

Reducing Sleeves -

Extension Sleeves -

SB 55 SV / SB 55 GSV

» Column Drilling Machine in solid construction suitable for
   craftsmen and industrial use
» stability and smoothness by massive assemblies
» powerful, smooth running 2-step
   electric motor with cooling fins
» switch for clockwise / anticlockwise rotation
» complete speed range is obtained without belt change

   built in high quality steel with belt technology
» digital LED speed display
» auto spindle feed with 3 speeds
» integrated cone ejection, hardened for high longevity
» working table with precisely finished surface; rotating,
   tilting and inclinable; massive construction with
   T-slots for 14 mm sliding blocks
» rack on ball-bearing for easy table
   rotation around the column
» integrated cooling pump and coolant tank
» LED working light
» quick-action drill chuck supplied as standard 1-16 mm
» drill chuck guard
» drill depth stop
» LED working light
» 

Optional Accessories

You can find detailed accessories on page 287.



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE

T G B S  2 5  /  T G B S  2 5  G 
G E A R E D  B E N C H  D R I L L I N G  M A C H I N E S

TGBS 25 

25 mm

MT 3
-1

12

-

14 mm

2

Description

drilling performance

sleeve travel

spindle taper

spindle speed

automatic drilling feed

working range

table size

column diameter

distance spindle to table

distance spindle to foot 

motor power

dimensions 

weight

TGBS 25

4260657650201

215 1125

EAN

Item no.

TGBS 25 G

25 mm

MT 3
-1

12

-

14 mm

2

TGBS 25 G

4260657650232

215 1225

   TGBS 25 / TGBS 25 G

The TGBS 25 and TGBS 25 G are suitable 
for flow drilling - flow drilling see at page 
297

P I C :  T G B S  2 5

» sturdy geared bench drilling machine
» stable, rotating and swivelling worktable
» automatic gear lubrication  

» adjustable drilling depth stop with millimetre scale
» height-adjustable protective screen with microswitch
» strong base plate, precisely surface machined
» LED working light
» quick-action drill chuck as standard 1-16 mm
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G S B  3 2  G S V 
G E A R E D  H E A D  D R I L L I N G  M A C H I N E S

G S B  3 2  G S V

» heavy, solid cast iron design
» frequency converter
» digital speed display
» thread cutting device
» high concentricity due to hardened and ground main spindle 
» low maintenance gear with grease lubrication
» gear with PA6 gears
» wide speed range
» adjustable drilling depth stop with millimeter scale
» height-adjustable protective disk with microswitch against flying chips for 
   maximum protection
» user-friendly foil keyboard
» right-/left-handed rotation
» integrated ejector for easy tool change
» precisely machined drilling table with diagonally running T-slots and 
   circulating cooling water trough
» thick-walled cast column for high force absorption and stability
» LED working light
» solid base plate, large dimensioned and heavily ribbed on the back

Description

drilling performance

sleeve travel

spindle taper

spindle speed

automatic drilling feed

working range

table size

column diameter

distance spindle to table

distance spindle to foot 

motor power

dimensions 

weight

EAN

Item no.

GSB 32 GSV

4260657650737

215 1130

GSB 32 GSV

125 mm

MT 4
-1

4

14 mm

115 mm 

335 kg

The GSB 32 GSV is suitable for flow drilling - 
Flow drilling see on page 297

Optional Accessories

You can find detailed accessories on page 287.

Description Item no.

Morse Taper -

Extenstion Sleeves -

HSS Drill Bit Set 510 9013

Morse Taper Drill Case 1 510 1423

Morse Taper Drill Case 2 510 1430

Flow punch drilling
Starter set M10

511 0001

Coolant emulsion 5 litres 580 1030

Transmission oil AR 150 580 1150

Foot switch for switching between 
clockwise and counterclockwise 
rotation and for thread cutting
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G B  3 2  /  G B  3 3
G E A R E D  H E A D  D R I L L I N G  M A C H I N E S

 

GB 32

35 mm

MT 4
-1

16 mm

Description

drilling cap in steel

sleeve travel

spindle taper

spindle speeds

automatic drilling feed

working range

table size

column diameter

motor power

dimensions 

weight

GB 32

4260364290196

215 1132

EAN

Item No.

P I C :  G B  3 2
automatical mechanical feed

GB 33

35 mm

MT 4
-1

16 mm

GB 33

4260364290202

215 1133

P I C :  G B  3 3
electrical feed
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Description Item-No.

Quick Action Drill Chuck
RÖHM 1-13 mm

510 3013

Quick Action Drill Chuck
RÖHM 3-16 mm

510 3016

HSS Drill Bit Set 510 9013

MSE 75 121 0075

MSE 100 121 0100

MSE 125 121 0125

MSE 150 121 0150

MSI 100 121 2100

MSI 140 121 2140

MSI 200 121 2200

MS 100 120 0100

Description Item-No.

MS 125 120 0125

UPS 100 520 4010

Morse Taper Drill Case 1 510 1423

Morse Taper Drill Case 2 510 1430

Morse Taper -

Reducing Sleeves -

Extension Sleeves -

 GB 32 / GB 33

  » heavy construction
  » lockable main switch and motor protection switch

  » mechanical spindle feed with 2 speeds
  » automatic gear wheel lubrication
  » spindle locking with integrated drill ejection for easy tool change
  » height adjustable protective screen with micro switch providing for best protection
  » high concentricity precision due to hardened and ground main spindle
  » large dimensioned, thick walled cast column for smooth running
  » large working range

  » large and massive base plate with T-slots, precise surface finishing
  » integrated coolant system and coolant tank
  » adjustable drill depth stop with millimeter scale on the front panel
  » LED working light
  » quick-action drill chuck as standard 1 - 16 mm
  » thread cutting device (up to M32)

Optional Accessories

You can find detailed accessories on page 287.
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G B  4 0  N C  /  G B  5 0  N C  V A R I O
G E A R E D  H E A D  D R I L L I N G  M A C H I N E S

GB 50 NC Vario

MT 4
-1

stepless

14 mm

Description

drilling performance

sleeve travel

spindle taper

spindle speed

automatic drilling feed

working range

table size

column diameter

distance spindle to table

distance spindle to foot 

motor power

dimensions 

weight

GB 50 NC Vario 

4260657650317

215 2250

EAN

Item no.

GB 40 NC

MT 4
-1

12

14 mm

2,2 kW

GB 40 NC 

4260657650171

215 2240

 GB 40 NC  / GB 50 NC Vario

  » sturdy geared head drilling machines with large dimensioned, 
     thick-walled column
  » hardened and ground main spindle
  » automatic gear lubrication
  » thread cutting device
  » automatic feed by electromagnetic clutch
  » adjustable drill depth stop with millimeter scale on the front 
    panel
  » height-adjustable protective screen with microswitch
  » precise surface-treated, massive and stable 
    work table, rotatable and pivotable 
  » large and massive base plate, precise surface finishing
  » integrated coolant system and coolant tank
  » LED working light
  » quick-action drill chuck as standard 1 - 16 mm
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Description

drilling performance

sleeve travel

spindle taper

spindle speed

automatic drilling feed

working range

table size

column diameter

distance spindle to table

distance spindle to foot 

motor power

dimensions 

weight

EAN

Item no.

GBH 45

4260657650744

215 1140

GBH 45 V

4260657650751

215 1240

GBH 45

MT 4
-1

2

725 mm

2,2 kW

GBH 45 V

MT 4
-1

2

725 mm

2,2 kW

G B H  4 5  /  G B H  4 5  V

» heavy-duty design with stable, thick-walled column of 
   machined cast iron
» lockable main switch and motor protection switch

» thread cutting device

» automatic gear lubrication
» spindle locking with integrated drill ejection for easy tool change
» height adjustable protective screen with micro switch providing for 
   best protection
» high concentricity precision due to hardened and 
   ground main spindle
» large dimensioned, thick walled cast column
» large overhang
» massive tilting, rotating and inclinable work table

   with T-slots for 16 mm sliding blocks, heavily ribbed underside
» large and massive base plate with T-slots, precise surface finishing
» integrated coolant system and coolant tank
» adjustable drill depth stop with millimeter scale on the front panel
» LED working light
» quick-action drill chuck as standard 1 - 16 mm

O P T I O N A L 
A C C E S S O R I E S

Foot switch for switching 
between right and left rotation
and for thread cutting

G B H  4 5  /  G B H  4 5  V  
G E A R E D  H E A D  D R I L L I N G  M A C H I N E S

The GBH 45 and GBH 45 V are suitable for flow drilling - flow drilling see on page 297

P I C :  G B H  4 5
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Description

drilling cap in steel

thread cutting performance

sleeve travel

spindle taper

spindle speeds

automatic drilling feed

working range

table size

column diameter

motor power

dimension 

weight

EAN

Item No.

GB 50 V

MT 4
-1

12

14 mm

GB 50 V

4260364290219

215 1250

G B  5 0  V
G E A R E D  H E A D  D R I L L I N G  M A C H I N E
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Description Item-No.

Quick Action Drill Chuck
RÖHM 1-13 mm

510 3013

Quick Action Drill Chuck
RÖHM 3-16 mm

510 3016

HSS Drill Bit Set 510 9013

MSE 75 121 0075

MSE 100 121 0100

MSE 125 121 0125

MSE 150 121 0150

MSI 100 121 2100

MSI 140 121 2140

MSI 200 121 2200

MS 100 120 0100

Description Item-No.

MS 125 120 0125

UPS 100 520 4010

Morse Taper Drill Case 1 510 1423

Morse Taper Drill Case 2 510 1430

Morse Taper -

Reducing Sleeves -

Extension Sleeves -

  GB 50 V 

  » heavy construction
  » lockable main switch and motor protection switch

  » threading attachment
  » automatic gear wheel lubrication
  » spindle locking with integrated drill ejection for easy tool 
     change
  » automatic feed by electromagnetic coupling with 2 feed  
     speeds
  » height adjustable safety screen with micro switch providing 
     best protection
  » high concentricity precision due to hardened and ground 
     main spindle
  » large dimensioned, thick walled cast column for smooth
     running

  » large working range
  » massive tilting, rotating and inclinable work table with 
    T-slots for 16 mm sliding blocks, precise surface finishing
  » large and massive base plate with T-slots, precise surface 
     finishing
  » integrated coolant system and coolant tank
  » adjustable drill depth stop with millimeter scale on the front 
     panel
  » LED working light
  » quick-action drill chuck supplied as standard 
     1-16 mm

Optional Accessories

You can find detailed accessories on page 287.

The GB 50 V is suitable for flow drilling - flow drilling see on page 297
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G S A - P  9 0 0 - 1 2  /  G S A - P  9 0 0 - 1 2  H V

Pneumatically driven thread cutting machine for internal threads for thread cutting in through or blind holes from 

Scope of delivery:
» flexible articulated arm
» mounting flange for table or workbench
» air pressure motor
» quick change chuck

W I T H  O P T I O N A L 
C L A M P I N G  T A B L E

clamping table smallDescription

clamping area

for

clamping table large

EAN

Item no.

clamping table small

4260364297867

520 8050

clamping table large

4260364297874

520 9060

G S A - P  9 0 0 - 1 2  /  G S A - P  9 0 0 - 1 2  H V  
T H R E A D I N G  M A C H I N E S 

GSA-P 900-12

M3 - M12

vertical

-1

pneumatic

GSA-P 900-12 HV

M3 - M12

vertical and 
horizontal

-1

pneumatic

21 kg

GSA-P 900-12

4260364297713

215 0012

GSA-P 900-12 HV

4260364297737

215 0112

Description

cutting capacity

cutting direction

speeds

boom radius

drive

weight

EAN

Item no.
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W I T H  O P T I O N A L 
C L A M P I N G  T A B L E  A N D 
D I G I T A L  D I S P L A Y

GSA-E 1.000-16

M3 - M16

vertical

-1

electric

25 kg

GSA-E 1.000-16 HV

M3 - M16

vertical and
horizontal

-1

electric

26 kg

GSA-E 1.200-24

M6 - M24

vertical 

-1

electric

GSA-E 1.200-24 HV

M6 - M24

vertical and
horizontal

-1

electric

52 kg

GSA-E 1.000-16

4260364297744

215 1016

GSA-E 1.000-16 HV

4260364297751

215 1116

GSA-E 1.200-24

4260364297720

215 1024

GSA-E 1.200-24 HV

4260364297768

215 1124

O P T I O N A L 
A C C E S S O R I E S
» 

Mounting bracket set for 

G S A - E  1 . 0 0 0 - 1 6  /  G S A - E  1 . 0 0 0 - 1 6  H V 
G S A - E  1 . 2 0 0 - 2 4  /  G S A - E  1 . 2 0 0 - 2 4  H V
T H R E A D I N G  M A C H I N E S 

Description

cutting capacity

cutting direction

speeds

boom radius

drive

motor power

weight

EAN

Item no.

G S A - E  1 . 0 0 0 - 1 6  /  G S A - E  1 . 0 0 0 - 1 6  H V  /  G S A - E  1 . 2 0 0 -  2 4  /  G S A - E  1 . 2 0 0 - 2 4  H V

The digital display can be used to differentiate between automatic and manual mode: 

Scope of delivery:
» flexible articulated arm
» mounting flange for table or workbench
» electric motor
» quick-change chuck and 
   thread tap holders



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE

Other sizes of the machine on request, 
our sales engineers will be happy to 
advise you.

EAN

Item No.

RB 40

4260364298192

215 0040

R B  4 0
R A D I A L  D R I L L I N G  M A C H I N E

Description

drilling cap in steel

sleeve travel

spindle taper

spindle speeds

speeds

automatic drilling feed

working range

table size dice table

column diameter

distance spindle nose - table

motor power

dimension 

weight

RB 40

MT 4
-1

16

5 

22 mm

3 

R B  4 0

» grounded and strong column
» heavily ribbed boom
» dice table machined on both sides with t-slots
» control panel with function keys
» LED-working light
» thread cutting device (M5 - M20)



31

Milling

31



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE
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B F M  1 6  V A R I O  /  B F M  2 0  V A R I O
B F M  2 0  L  V A R I O  /  B F M  2 8  V A R I O 
D R I L L I N G - M I L L I N G  M A C H I N E S

Description

drilling cap in steel

milling cap cutter head

milling cap end mill cutter

working range

head rotation

spindle taper

motor

spindle speeds

sleeve travel

table size

right / left rotation

X-axis travel

Y-axis travel

Z-axis travel

motor power

weight

EAN

Item No.

BFM 16 Vario

175 mm

MT 2

variable speed
-1

no

3

BFM 20 Vario

MT 2

variable speed
-1

no

175 mm

12 mm

3

BFM 16 Vario

4260364290226

235 1116

BFM 20 Vario

4260364290233

235 1120

BFM 20 L Vario

MT 2

variable speed
-1

no

169 mm

12 mm

2

115 kg

BFM 20 L Vario

4260364290240

235 1125

BFM 28 Vario

MT 3

variable speed
-1

yes

155 mm

12 mm

3

BFM 28 Vario

4260657650294

235 1128

W I T H  O P T I O N A L  S T A N D



Bezeichnung Art.-Nr.

Schnellspannbohrfutter
RÖHM 1-13 mm

510 3013

Schnellspannbohrfutter
RÖHM 3-16 mm

510 3016

HSS Bohrersatz 510 9013

MSE 75 121 0075

MSE 100 121 0100

MSE 125 121 0125

MSE 150 121 0150

PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE
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O P T I O N A L  E Q U I P M E N T

» HSS-end mill cutter kit
» coolant system
» collet chuck: MT 2 / MT 3

» milling vices
» hand wheels with digital display

BFM - Models

» spindle sleeve feed for milling via handwheel
» stepless electronically controlled drive
» wide speed range
» digital LED speed display
» Safety device with emergency stop switch
» mechanical sleeve entry for drilling

» massive and precisely finished cross table, large
  dimensioned

» table feed with fast gear 
» travel is readable on scales
» adjustable wedges
» versatile use of the machine
» drilling/milling head rotating to the right 45°, 

» mechanical adjustable limit stops
» solid dovetail slideway, ensures highest
   stability and highest possible precision
» guiding protection by bellows 

EAN

Item No.

BFM 20 Vario / BFM 20 L Vario
stand

4260364293104

535 0020

W I T H  O P T I O N A L  S T A N D

BFM 35 Vario
stand

4260364293111

535 0035

BFM 35 Vario

MT 3

variable speed
-1

75 mm

425 mm

14 mm

2

BFM 35 Vario

4260364290257

235 1135

Description Item-No.

Quick Action Drill Chuck
RÖHM 1-13 mm

510 3013

Quick Action Drill Chuck
RÖHM 3-16 mm

510 3016

HSS Drill Bit Set 510 9013

MSE 75 121 0075

MSE 100 121 0100

MSE 125 121 0125

MSE 150 121 0150

Description

drilling cap in steel

milling cap cutter head

milling cap end mill cutter

working range

head rotation

spindle taper

motor

spindle speeds

sleeve travel

table size

X-axis travel

Y-axis travel

Z-axis travel

motor power

weight

EAN

Item No.

B F M  3 5  V A R I O
D R I L L I N G - M I L L I N G  M A C H I N E S



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE
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B F M  3 0  P G  /  B F M  4 5  P G 
B F M  4 5  P G  V A R I O  /  B F M  4 5  P G V 
G E A R E D  D R I L L I N G - M I L L I N G  M A C H I N E S

P I C :  B F M  4 5  P G 
O P T I O N A L  W I T H 
S T A N D 

Description

drilling cap in cast iron
drilling cap in steel
end mill cap

working range

head movement
spindle taper
motor

mechanic automatic drilling feed
spindle speeds
sleeve travel
height adjustable mill head
table size

motor power

weight

EAN
Item No.

BFM 45 PG

45 mm

M 12
265 mm

MT 4
2-steps
12
no

-1

14 mm
4

BFM 45 PGV

45 mm

M 12
265 mm

MT 4
2-steps
12
yes

-1

14 mm
4

BFM 45 PG Vario

45 mm

M 12
265 mm

MT 4
1-step
stepless
no

-1

14 mm
3

BFM 45 PG
4260364290264
235 1145

BFM 45 PG Vario
4260364294293
235 1245

BFM 45 PGV
4260364290271
235 2145

BFM 30 PG 

32 mm

16 mm

MT 3
2-steps
12
no

-1

12 mm
2

BFM 30 PG
4260657650300
235 1130



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE
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BFM 45 PGDV DIGI

45 mm
32 mm

M 12
265 mm

MT 4
2-steps
12
yes

-1

14 mm
3

BFM 45 PGDV DIGI
426036424316
235 3245

B F M  4 5  -  M O D E L S

D R I L L I N G  M A C H I N E

» heavy cast iron construction
» height of head adjustable via spindle
» sleeve feed via hand lever, fine adjustment via hand wheel
» large speed range
» variable speed control (BFM 45 PG Vario)
» 2-step motor

» clockwise / anticlockwise rotation
» safety device with emergency stop switch
» high accurate spindle running due to taper roller bearings
» mechanical feed of spindle sleeve for drilling via sleeve lever
» thread cutting device

» drill depth stop
» adjustable wedges

» electrical head and table feed (only for BFM 45 PGDV DIGI)
» coolant system (only for BFM 45 PGDV DIGI)
» LED-working light (only for BFM 45 PGDV DIGI)
» machine stand (only for BFM 45 PGDV DIGI)

O P T I O N A L  A C C E S S O R I E S

» LED working light
» HSS end mill cutter kit
» coolant system
» collet chuck MT 4
» clamp kit SPW 12
» milling vices
» universal stand 

BFM 45 PG : manual feed
BFM 45 PG Vario : manual feed
BFM 45 PGV : automatic feed

Description

drilling cap in cast iron
drilling cap in steel
end mill cap

working range

head movement
spindle taper
motor

mechanic automatic drilling feed
spindle speeds
sleeve travel
height adjustable mill head
table size
cross table movement

motor power

weight

EAN
Item No.

B F M  4 5  P G D V  D I G I
G E A R E D  D R I L L I N G - M I L L I N G  M A C H I N E S



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE
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B F M  5 0  P G
G E A R E D  D R I L L I N G - M I L L I N G  M A C H I N E

O P T I O N A L  A C C E S S O R I E S

» HSS end mill cutter kit

» clamp kit
» milling vices
» rotary tables

BFM 50 PG

35 mm

up to M 16

275 mm

2-steps

-1

+ additional overdrive

14 mm

4

Description

drilling cap in cast iron

drilling cap in steel

milling cap cutter head

end mill cap

working range

head rotation

spindle taper

motor

spindle speeds rpm

sleeve travel

height adjustable mill head

table feed speeds

table size

motor power

weight

BFM 50 PG

4260364290288

235 1150

EAN

Item No.

Cross Table rotable by 
45°to the left and right

Automatic feed for the X-axis 

B F M  5 0  P G

M A C H I N E  W I T H  T A B L E  F E E D , 
C O O L A N T  S Y S T E M , 

Dovetail slideway in all 3 axes, hand-scraped,                  

Universal precision drilling-milling machine - solid cast iron 

» quenched gearwheels immersed running in oil
» hollow spindle to clamp tools via M 16 drawbar
» sleeve feed for milling via handwheel
» large speed range

» clockwise / anticlockwise rotation
» safety device with emergency stop switch 
» high accurate spindle running due to taper roller
   bearings
» mechanical spindle feed for drilling via cross lever
» coupling for changeover of manual coarse feed in 
   hand-fine feed
» drill depth stop
» massive exact cross table, large dimensioned with
   precise surface finishing with adjustable wedges and
   rotable by 45° to the left and right
» standard with mechanical feed for the X-axis 

» coolant device
» LED working light

You can find detailed accessories on page 287.



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
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You can find detailed accessories on page 287.

B F M  6 0  D I G I
G E A R E D  D R I L L I N G - M I L L I N G  M A C H I N E

B F M  6 0  D I G I
P R O F E S S I O N A L  M I L L I N G  A N D 
D R I L L I N G  M A C H I N E  W I T H  T A B L E 
F E E D ,  C O O L A N T  S Y S T E M  A N D  L E D 

Universal precision drilling-milling machines, solid cast iron 

slideway, dovetail slideway in all 3 axes, hand-scraped, 

» quenched gearwheels immersed running in oil
» hollow spindle for tool clamping via M 16 drawbar

» large speed range

» high accurate spindle running due to taper roller
   bearings
» mechanical spindle feed for drilling via cross lever
» drive coupling for shifting between rough and fine
   feed
» drill depth stop
» easy operating safety switch with low-voltage release and 
   emergency stop
» massive exact cross table, large dimensioned with precise
   surface finishing
» cross table 45° to left and the right pivotable
» forward and reverse for threading

» cooling liquid facility
» LED working light

» standard mounted, clear and user-friendly digital LED 
   display for exact display and measurement of travel 

O P T I O N A L  A C C E S S O R I E S

» HSS end mill cutter kit

» clamp kit SPW 12
» milling vices
» rotary tables

Description

drilling cap in cast iron
drilling cap in steel
milling cap cutter head
end mill cap

working range

spindle head rotation
spindle taper
motor

spindle speeds rpm
sleeve travel
height adjustment cross table
table feed speeds
longitudinal table feed
table size
cross table movement

motor power

weight

EAN
Item No.

BFM 60 DIGI 

up to M 14

2-steps
5

-1

5 + overdrive

14 mm
5

BFM 60 DIGI
4260657650720
235 3340

Precision grinding hardened table
swivel from -45° to +45°



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE

F M  5 0  S  /  F M  5 0  S  D I G I
G E A R E D  D R I L L I N G - M I L L I N G  M A C H I N E

O P T I O N A L  E Q U I P M E N T

» HSS end mill cutter kit

» clamp kit SPW 12
» milling vices
» rotary tables

Description

drilling cap in cast iron
drilling cap in steel
milling cap cutter head
end mill cap

working range

spindle head rotation
spindle taper
motor

spindle speeds rpm
sleeve travel
height adjustment cross table
table feed speeds
longitudinal table feed
table size
cross table movement

motor power

weight

EAN
Item No.

Machine is available on 
request with longer table 
and larger longitudinal path.

FM 50 S

35 mm

up to M 16

2-steps

-1

14 mm
5

FM 50 S DIGI

35 mm

up to M 16

2-steps

-1

14 mm
5

FM 50 S
4260364290295
235 2350

FM 50 S DIGI
4260364290301
235 3350



Bezeichnung Art.-Nr.

Schaftfräserkassette 535 1020

Frässchraubstöcke 
FMS

-

Frässchraubstöcke 
FMSN

-

Frässchraubstöcke
FS 16

-

Konusbohrerkassette 1 510 1423

Konusbohrerkassette 2 510 1430

Bezeichnung Art.-Nr.

Parallelunterlegsatz 535 0028

Aufspannsätze -

Spannzangensätze -

Kegeldorne -

Reduzierhülsen -

-

PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE
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DIGI model with easy to operate LED display
for precise position readout and measurement

» drill depth stop
» easy operating safety switch with low-voltage release and 
   emergency stop
» massive exact cross table, large dimensioned with precise
   surface finishing
» cross table 45° to left and the right pivotable
» forward and reverse for threading

» cooling liquid facility
» LED working light

   clear and user-friendly digital LED display for exact display   

F M  5 0  S  /  F M  5 0  S  D I G I 
P R O F E S S I O N A L  M I L L I N G  A N D  D R I L L I N G
M A C H I N E  W I T H  T A B L E  F E E D ,  C O O L A N T 

Universal precision drilling-milling machines, solid cast iron 

slideway, dovetail slideway in all 3 axes, hand-scraped, 

» quenched gearwheels immersed running in oil
» hollow spindle for tool clamping via M 16 drawbar

» large speed range

» high accurate spindle running due to taper roller
   bearings
» mechanical spindle feed for drilling via cross lever
» drive coupling for shifting between rough and fine
   feed

You can find detailed accessories at page 287.

Description Item-No.

Shank Cutter Cartridge 535 1020

Milling vice
FMS

-

Milling vice
FMSN

-

Milling vice
FS

-

Morse Taper Drill Case 1 510 1423

Morse Taper Drill Case 2 510 1430

Description Item-No.

Precision parallels 535 0028

Mounting Set -

Collet Chucks and Collets -

Morse Taper -

Reducing Sleeves -

Extensions Sleeves -



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE

U F M  8 0  D I G I  /  U F M  8 0  L  D I G I

O P T I O N A L  A C C E S S O R I E S

» HSS end mill cutter kit

» clamp kit SPW 12
» milling vices
» rotary tables

UFM 80 DIGI

35 mm

132 mm

-1

-1

14 mm

5

Description

drilling cap in cast iron

drilling cap in steel

sleeve travel

working range

spindle head rotation

spindle taper

spindle speeds rpm

speed range horizontal spindle

height adjustment cross table

table feed speeds X-axis

table feed speeds Y-axis

table size

cross table movement X x Y x Z

motor power

weight

UFM 80 DIGI

4260364290318

235 3380

EAN

Item No.

UFM 80 L DIGI 

35 mm

-1

-1

14 mm

5

UFM 80 L DIGI

4260657650324

235 3480



Bezeichnung Art.-Nr.

Schaftfräserkassette 535 1020

Frässchraubstöcke 
FMS

-

Frässchraubstöcke 
FMSN

-

Frässchraubstöcke
FS 16

-

Konusbohrerkassette 1 510 1423

Konusbohrerkassette 2 510 1430

Bezeichnung Art.-Nr.

Parallelunterlegsatz 535 0028

Aufspannsätze -

Spannzangensätze -

Kegeldorne -

Reduzierhülsen -

-

PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE
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» drive coupling for shifting between rough and fine feed
» safety device with emergency stop switch
» cross table height adjustable by crank
» massive exact cross table, large dimensioned
   with precise surface finishing with adjustable wedges
» cross table 45° to left and the right pivotable

   Y-axis stepless adjustable + rapid speed
» cooling liquid facility
» LED working light

U F M  8 0  D I G I  /  U F M  8 0  L  D I G I
I N D U S T R I A L  M A C H I N E  F O R  S I N G L E  A N D 
S M A L L  B A T C H  P R O D U C T I O N

Professional drilling and milling machine with horizontal and

digital readout system, coolant system and halogen working

slideway in all 3 axes, hand-scraped, providing highest stability

» quenched gearwheels immersed running in oil
» hollow spindle for tool clamping by M 16 drawbar
» fine spindle crossfeed sleeve when milling
» large speed range

» mechanical spindle feed for drilling via cross lever

DIGI model with easy to operate LED display for
precise position readout and measurement of

cross table rotation 45° to the left and right

Y-axis with stepless feed control

Description Item No.

Shank Cutter Cartridge 535 1020

Milling vice
FMS

-

Milling vice
FMSN

-

Milling vice
FS

-

Morse Taper Drill Case 1 510 1423

Morse Taper Drill Case 2 510 1430

Description Item No.

Precision parallels 535 0028

Mounting Set -

Collet Chucks and Collets -

Morse Taper -

Reducing Sleeves -

Extensions Sleeves -

You can find detailed accessories on page 287.



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
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QUALITY PRODUCT RECOMMENDED RETAIL PRICE
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W F M   8 0  D I G I
T O O L  M I L L I N G  M A C H I N E

W F M  8 0  D I G I
T O O L  M I L L I N G  M A C H I N E
         
Professional milling machine with vertical and horizontal 
spindle, table feed in X- and Y-axis, as well as 3-axis digital 

Solid dovetail guide on the cross arm otherwise rectangular 

» worktable, vertical milling head and boom are made 
  of stress-free annealed quality cast iron, some with multiple
  ribs for better stability
» mechanical safety handwheels with scale ring in all axes 
» ball screw in all 3 axes
» automatic central lubrication

O P T I O N A L  A C C E S S O R I E S
» swivel table
» table covering

WFM 80 DIGI

-1
-1

14 mm

WFM 80 DIGI
4260364295702
245 3480

Description
table size
travel

table load

spindle head swivel range
spindle taper

speeds of vertical spindle
speeds of horizontal spindle

sleeve stroke
table height adjustment
feed speed X-axis
feed speed Y-axis
feed speed Z-axis

motor power

weight

EAN
Item No.

You can find detailed accessories on page 287.
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You can find detailed accessories on page 287.

DF 2 DIGI

12 speeds
-1
-1

14 mm
5

DF 2 DIGI
4260364297881
245 3475

DF 4 DIGI

-1
-1

14 mm
7

DF 4 DIGI
4260364297898
245 3490

P I C :  D F  4  D I G I

Description
table size
travel

table load

spindle head swivel range

spindle taper

speeds of vertical spindle
speeds of horizontal spindle
sleeve stroke
table height adjustment
feed speed X-axis

feed speed Y-axis
feed speed Z-axis

motor power

weight

EAN
Item No.

D F  2  D I G I  /  D F  4  D I G I
T O O L  M I L L I N G  M A C H I N E

D F  2  D I G I  /  D F  4  D I G I
T O O L  M I L L I N G  M A C H I N E
         
High quality and stable universal milling & 
drilling machine, with high precision, 
durability and maximum operating 

» vertical milling head with spindle taper 

» hardened guideways, ground,

» surface worktable ground with T-slots
» mechanical safety handwheels with

O P T I O N A L  A C C E S S O R I E S

» swivel table
» table covering

S T A N D A R D  A C C E S S O R I E S

» 3-axis-digital readout system
» cooling device
» LED working light



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE
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V F M  9 5  /  V F M  9 5  D I G I

VFM 95

12

Z: 23 - 625 mm/min

14
3

Description

working range
spindle taper
spindle speeds
speeds of vertical spindle
table feed speed 

table overdrive
table size

travel

motor power

weight

EAN
Item No.

VFM 95
4260364295719
235 2495

W I T H O U T  D R O

VFM 95  DIGI

12

Z: 23 - 625 mm/min

14
3

VFM 95 DIGI
4260364295726
235 3495

V F M  9 5  /  V F M  9 5  D I G I

         

» powerful vertical milling machine with 
   gearbox
» gear wheels hardened and grounded
» machine frame with particularly stable wide 
   guides in all axes

   head
» manual spindle sleeve feed with fine 
   adjustment
» stepless variable feeds and rapid traverse 
   at the table and console, standard with  
   LED working light, coolant device and 
   chip tray
» digital display with 3-axis 



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
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VHFM 95

12

Z: 23 - 625 mm/min

14
3

VHFM 95
4260364295733
235 2595

V H F M  9 5  /  V H F M  9 5  D I G I

Description

working range
spindle taper
spindle speeds
speeds of vertical spindle
table feed speed 

table overdrive
table size
travel

weight

EAN
Item No.

W I T H O U T  D R O

VHFM 95 DIGI

12

Z: 23 - 625 mm/min

14
3

VHFM 95 DIGI
4260364295740
235 3595

V H F M  9 5  /  V H F M  9 5  D I G I

     
    
» vertical milling machine with horizontal  
   spindle and vertical milling head
» gear with hardened and grounded gear 
   wheels
» machine frame with stable guides in all 
   axes
» table and consoles with stepless adjustable  
   feeds and rapid traverse, standard with 
   LED working light, coolant device and 
   chip tray
» digital display with 3-axis 
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U F M  1 0 0  D I G I

» cross table electrically and mechanically adjustable
» cross table with precise surface
   finishing with adjustable wedges
» large dimensioned handwheels for fine scale
   adjustment
» 2 table feeds as standard
» X- and Y-axis with 9 speeds with mechanical feeds
» cooling liquid facility
» LED working light
» central lubrication
» steady fixture for horizontal milling
» standard mounted, clearly arranged 
   and user-friendly digital LED display for exact 
   display and measurement of the traverse paths
» large chip tray

   2 levels can be swivelled in space

U F M  1 0 0  D I G I

Professional milling machine with universal horizontal and vertical 

heavy cast iron body for vibrationless operations; with accurate, 

Multifunctional universal milling machine for production factories, 

» massive cast iron construction
» milling head pivotable in any angle
» stable in value and low priced
» quenched gearwheels immersed running in oil
» toolclamping system with M16 screw
» right / left rotation
» safety device with emergency stop switch
» 11 speeds
» large, precise cross table to use for longer and 
   heavier work pieces

O P T I O N A L  A C C E S S O R I E S

» HSS end mill cutter kit

» clamp kit SPW 12
» milling vices
» rotary tables

You can find detailed accessories on page 287.

For technical data check page 47.
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small figures to the right:

X- and Y-axes with 9
table speeds

control panel for 11 spindle speeds

UFM 100 DIGI

125 mm

16 mm

11

-1

-1

14

3

(H: 750 W) (V: 500 W) (P: 100 W)

Description

horizontal mill cap

vertical mill cap

face mill cap

end mill cap

working range

distance spindle to table

swivel of milling head

spindle taper

vertical spindle speeds

horizontal spindle speeds

table size

cross table movement

motor power

weight

UFM 100 DIGI

4260364290325

235 3310

EAN

Item No.

DIGI model with easy to operate
LED display for precise position
readout and measurement of

You can find detailed accessories on page 287.



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE

U F M  2 0 0  D I G I

» cross table electrically and mechanically adjustable
» cross table with precise surface
   finishing with adjustable wedges
» large dimensioned handwheels for fine scale
   adjustment
» 3 table feeds as standard
» X- and Y-axis with 9 speeds with mechanical feeds
» cooling liquid facility
» LED working light
» central lubrication
» steady fixture for horizontal milling
» standard mounted, clearly arranged 
   and user-friendly digital LED display for 
   exact display and measurement of the traverse paths
» large chip tray

   2 levels can be swivelled in space

O P T I O N A L  E Q U I P M E N T

» servo drive for all 3 axes

U F M  2 0 0  D I G I

Professional milling machine with universal horizontal and vertical

3-axes digital readout system, coolant system, LED working

A precision milling machine for professional use at a very good 

» massive basic structure in heavy construction
» milling head can be rotated to any spatial angle
» stable in value and inexpensive
» gear drive running in oil bath
» hollow spindle around tool via M16 tightening rod to be clamped
» right / left rotation
» safety device with emergency stop switch
» 11 speeds
» large, precise cross table to use for longer and 
   heavier work pieces You can find detailed accessories on page 287.

For technical data check page 49.
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UFM 200 DIGI

12

14 mm

3

Description

horizontal mill cap

vertical mill cap

face mill cap

working range

distance spindle to table

swivel of milling head

spindle taper

vertical spindle speeds

horizontal spindle speeds

table size

cross table movement

motor power

weight

UFM 200 DIGI

4260364290332

235 3320

EAN

Item No.

small figures to the right:

control panel for 12 spindle speeds

DIGI model with easy to operate
LED display for precise position
readout and measurement of

table speeds



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE

U F M  2 6 0  D I G I  /  U F M  2 6 0 - L  D I G I

U F M  2 6 0  D I G I  /  U F M  2 6 0  L  D I G I

» universal swivel head, can be set at any spatial angle
» gear wheels hardened and ground
» large dovetail guides in the X-axis
» solid rectangular guides in Y- and Z-axis
» swivelling control panel
» infinitely variable feed speeds in all 3 axes
» 3-axis position display
» automatic central lubrication
» coolant system
» operating tool
» operating Instructions

PIC: central lubrication

PIC: gear shifting

PIC: control panel

You can find detailed accessories on page 287.
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UFM 260 DIGI

5

15 Nm

rev/min

45 - 745 mm

Description

table size

T-slots spacing

traverse path table X-axis

traverse path table Y-axis

traverse path table Z-axis

table feed X-axis

table feed Y-axis

table feed Z-axis

rapid traverse table X-axis

rapid traverse table Y-axis

rapid traverse table Z-axis

servo feed motor X- and Y-axis

servo feed motor Z-axis

distance table and spindle nose

universal milling head swivel range

spindle mount

spindle speeds

number of speeds

distance spindle center to column

motor power

dimensions 

weight

UFM 260 DIGI

4260657650331

235 3260

EAN

Item no.

UFM 260-L DIGI

5

15 Nm

rev/min

45 - 745 mm

UFM 260-L DIGI

4260657650348

235 4260

Description Item No.

Shank Cutter Cartridge 535 1020

Milling Vices 
FMSN

-

Milling Vice
FS 16-100

520 3050

Milling Vice
FS 16-160

520 3060

Descriotion Item No.

Clamp Kit -

Collet Chucks and Collets -

Transmission oil AR 150 580 1150

Coolant emulsion 5 litres 580 1030
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V F M  2 4 0  D I G I

VFM 240 DIGI

±

7,5 kW

12

rev/min

5

Description

working range

swivel of milling head

spindle taper

motor

vertical spindle speeds

quill stroke

table speeds

table overdrive

table size

travel

weight

EAN
Item No.

VFM 240 DIGI
4260364295764
235 3424

W I T H O U T  D R O

V F M  2 4 0  D I G I

B E D  U N D E R  T H E  C R O S S  T A B L E

lower vibrations lead to more precision with high table 

» gear drive with 12 speeds
» handwheels for exact adjustment with fine scaling
» feed in X-, Y- and Z-axis and rapid traverse standard
» coolant device
» LED working light

measuring system for exact display of the travel 
including possibilities of the coordinate specification, 
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V F M  2 1 5 0  S E R V O
B E D - T Y P E  M I L L I N G  M A C H I N E

Description

table dimensions

number of T-slots

dimension of the T-slots

travel

spindle

rotation speed

vertical head angle adjustment

distance spindle - column surface

distance spindle - worktable

longitudinal - cross feed

horizontal feed

fast longitudinal cross feed

fast horizontal feed

motor

coolant pump motor

weight

EAN
Item No.

VFM 2150 Servo
4260657652120
235 2150

V F M  2 1 5 0  S E R V O
B E D - T Y P E  M I L L I N G  M A C H I N E

dimensioned heavy cast frame and column with 

Hardened and ground guides in all axis guides 

» ball screw drive on all axles
» universal swivel head swivels easily into a horizontal 
   position
» electronic handwheels in all axes enable precise 
   adjustment with fine scaling
» servo motors in all axes, stepless feed, rapid traverse  
   and speed control
» coolant device
» LED working light

VFM 2150 Servo

4

2 stepped
U/min

11 kW
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RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE

H F M  1 5 6 0  /  H F M  2 0 6 0
H F M  2 5 8 0  /  H F M  3 0 8 0
B E D - T Y P E  M I L L I N G  M A C H I N E S

NEW

HFM 2060

7,5 kW

6

±35°

stepless

stepless

2,2 kW

22 mm

5

Description

max distance spindle table

spindle taper

motor

speeds 

spindle swivelling

vertical feed

horizontal milling head travel

table speeds

rapid traverse

table drive

table size

travel

weight

HFM 1560

7,5 kW

6

±35°

stepless

stepless

2,2 kW

22 mm

5

HFM 2580

7,5 kW

6

±35°

stepless

stepless

2,2 kW

22 mm

5

EAN
Item No.

HFM 2060
4260364298215
235 2060

HFM 1560
4260364298208
235 1560

HFM 2580
4260364298222
235 2580

HFM 3080

7,5 kW

6

±35°

stepless

stepless

2,2 kW

22 mm

5

HFM 3080
4260364298239
235 3080

H F M  1 5 6 0  /  H F M  2 0 6 0  /  H F M  2 5 8 0  /  H F M  3 0 8 0
B E D - T Y P E  M I L L I N G  M A C H I N E

Milling machine with mechanical gear, horizontal milling spindle and large work table for machining heavy 

O P T I O N A L  A C C E S S O R I E S

» digital readout system   » coolant device
» machine vice    » clamping device

54
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Turning

55
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T D  1 8 0 3  V A R I O  /  T D  2 0 0 4  V A R I O
S T E P L E S S  L A T H E  M A C H I N E S 

TD 1803 Vario

Ø 

Ø 

Ø 21 mm

MT 3

 mm
-1

55 mm

75 mm

Gg/1"

stepless

MT 2

44 kg

Description

turning ø over machine bed

turning ø over compound sleds

centre width

centre height

spindle bore

spindle taper

3-jaw chuck

spindle speed

top slide - travel

compound slide - travel

pitch - metric

pitch - inch

speeds

tailstock sleeve travel

tailstock taper absorption

motor power

weight

TD 2004 Vario

Ø 21 mm

MT 3

 mm
-1

55 mm

Gg/1"

stepless

MT 2

TD 2004 Vario

4260364295801

246 2014

EAN

Item No.

TD 1803 Vario

4260364295795

246 1813

O P T I O N A L  S T A N D

T D  1 8 0 3  V A R I O  /  T D  2 0 0 4  V A R I O

» series in a modern design
» stepless speed adjustment and digital speed display
» hardened spindle nose

   spindle nose
» wide bed, inductively hardened
» lead screw cover for a long lifespan
» emergency stop with undervoltage release
» standard with right/left rotation switch
» handwheels with fine scaling

I N C L U D E D

» 3-jaw chuck 100 mm
» 2 solid tips
» operating tool
» chip tray
» spray tank
» 4-fold steel holder
» change gear set
» lathe chuck protection

Epple Maschinen®
THE ORIGINAL 
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T D  2 4 0 6  /  T D  2 4 0 6  V A R I O  
T D  2 5 0 6  /  T D  2 5 0 6  V A R I O
S T E P L E S S  L A T H E  M A C H I N E S

Description

turning ø over machine bed

turning ø over compound sleds

centre width

centre height

spindle bore

spindle taper

3-jaw chuck

spindle speed

top slide - travel

compound slide - travel

pitch - metric

pitch - inch

speeds

tailstock sleeve travel

tailstock taper absorption

motor power

weight

EAN

Item No.

O P T I O N A L  S T A N D

T D  2 4 0 6  /  T D  2 4 0 6  V A R I O
T D  2 5 0 6  /  T D  2 5 0 6  V A R I O

» series in a modern design
» stepless speed adjustment and digital speed display

» hardened spindle nose

   spindle nose
» wide bed, inductively hardened
» automatic longitudinal feed 0,07 - 0,4 mm
   (only with TD 2506 and TD 2506 Vario)
» lead screw cover for a long lifespan
» emergency stop with undervoltage release
» standard with right/left rotation switch
» handwheels with fine scaling
» speed dependent on belt position

I N C L U D E D

» 3-jaw chuck 125 mm
» 2 solid tips
» operating tool
» chip tray
» splashback
» 4-fold steel holder
» change gear set
» lathe chuck protection

Epple Maschinen®

TD 2406

Ø 

Ø 

125 mm

Ø 26 mm

MT 4

Ø 125 mm
-1

115 mm

Gg/1"

-

MT 2

TD 2406 Vario

Ø 

Ø 

125 mm

Ø 26 mm

MT 4

Ø 125 mm
-1

115 mm

Gg/1"

stepless

MT 2

TD 2406 Vario

4260364295825

246 2416

TD 2406

4260364295818

246 2406

TD 2506 Vario

Ø 

Ø 

Ø 26 mm

MT 4

Ø 125 mm
-1

Gg/1"

stepless

MT 2

TD 2506 Vario

4260364295849

246 2516

TD 2506

4260364295832

246 2506

TD 2506

Ø 

Ø 

Ø 26 mm

MT 4

Ø 125 mm
-1

Gg/1"

-

MT 2

THE ORIGINAL 
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RELEVANT CE STANDARDS
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T D  2 8 0 7  /  T D  2 8 0 7  V A R I O
S T E P L E S S  L A T H E  M A C H I N E S

TD 2807

Ø 26 mm

MT 4

Ø 125 mm

min-1

Gg/1"

-

MT 2

Description

turning- Ø over machine bed

turning-Ø over compound sleds

centre width

centre height

spindle bore

spindle taper

3-jaw chuck

spindle speed

top slide - travel

compound slide - travel

pitch - metric

pitch - inch

pinole diameter

tailstock sleeve travel

tailstock taper absorption

motor power

weight

TD 2807 Vario

Ø 175 mm

145 mm

Ø 26 mm

MT 4

Ø 125 mm

min-1

Gg/1"

stepless

MT 2

TD 2807 Vario

4260364295849

246 2516

EAN

Item No.

TD 2807

4260364295832

246 2506

W I T H  O P T I O N A L  S T A N D

T D  2 8 0 7  /  T D  2 8 0 7  V A R I O

» series in a modern design
» stepless speed adjustment and digital speed display
» hardened spindle nose

   spindle nose
» wide bed, inductively hardened

» lead screw cover for a long lifespan
» emergency stop with undervoltage release
» standard with right/left rotation switch
» handwheels with fine scaling

I N C L U D E D

» 3-jaw chuck 125 mm, centrically exciting
» 2 solid tips
» operating tool
» chip tray
» splashback
» 4-fold steel holder
» change gear set
» lathe chuck protection

Epple Maschinen®
THE ORIGINAL
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T D  3 0 1 8  /  T D  3 0 1 8  V A R I O
S T E P L E S S  L A T H E  M A C H I N E S

W I T H  O P T I O N A L  S T A N D

T D  3 0 1 8  /  T D  3 0 1 8  V A R I O

» stable construction of the machine body made of
   grey cast iron
» hardened and ground bed guides
» guides with adjustable wedge strips
» automatic longitudinal / cross feeds
» guide and feed spindle with plain bearings made of    
   sintered metal
» guide and feed spindle with chip protection coating
» clockwise / anticlockwise rotation switchable
» guaranteed true running accuracy less than 

» adjustable tailstock for taper turningh
» hand wheels with adjustable fine scaling

I N C L U D E D

» 3-jaw chuck 160 mm, centrically exciting
» 2 solid tips
» operating tool
» chip tray
» splashback

» change gear set

Epple Maschinen®

TD 3018

Ø 

Ø 

mm

MT 5

 mm
-1

65 mm

mm/rev

-

MT 3

Description

turning- Ø over machine bed

turning-Ø over compound sleds

centre width

centre height

spindle bore

spindle taper

3-jaw chuck

spindle speed

top slide - travel

compound slide - travel

pitch - metric

pitch - inch

pinole diameter

tailstock sleeve travel

tailstock taper absorption

motor power

weight

TD 3018  Vario

Ø 

Ø 

 mm

MT 5

 mm
-1

65 mm

mm/rev

stepless

MT 3

TD 3018 Vario

4260364295887

246 3018

EAN

Item No.

TD 3018

4260364295870

246 3008

THE ORIGINAL 



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE

T D  3 2 0 9  V A R I O  /  T D  3 2 0 9  V A R I O  D I G I
S T E P L E S S  L A T H E  M A C H I N E S

W I T H  O P T I O N A L  B A S E

T D  3 2 0 9  V A R I O  / 
T D  3 2 0 9  V A R I O  D I G I

» stable construction of the machine body made of
   grey cast iron
» precision lathe with variable speed   
   speed through inverter drive
» extremely quiet, vibration-free operation

» overload clutch to feed shaft, micro stop  
   is available
» dedicated feed shaft for longitudinal and transverse   
   cross feed
» H/L gearboxes allow maximum torque 
   at lower speeds
» hardened and ground bed guideways
» right/left rotation switchable on the control panel
» adjustable tailstock for turning tapers
» handwheels with adjustable fine scaling

I N C L U D E D

» 3-jaw chuck, diameter 160 mm
» 2 centering points
» splash protection wall
» chip tray
» thread dial indicator
» flexible LED machine light
» 4-way indexing toolpost
» operating tools

   LED display

EAN

Item No.

TD 3209 Vario / TD 3209 Vario DIGI

4260657652083 / 4260657652090

246 3209           / 246 3210

Discription

turning- Ø over machine bed

turning-Ø over compound sleds

centre height

centre width

spindle nose

spindle hole

spindle taper

tailstock taper

3-jaw chuck, diameter

speeds

top slide - travel

compound slide - travel

longitudinal feed

cross feed

metric - thread

inch - thread

quill - travel

motor power

weight

TD 3209 Vario / TD 3209 Vario DIGI

Ø 

Ø 

 mm

D 1-4

mm

MT 5

MT 3

 mm

min-1

165 mm

mm/rev

mm/rev

mm/rev

O P T I O N A L  E Q U I P M E N T

» quick change tool holder

» levelling feet M12
» coolant device
» turning steel assortment 16 mm with inserts 
» base

You can find detailed accessories on page 287.

Frequency motor 
drive Fast shifting gears 

Safety cover of the upper 
support
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M D  3 0 0 - 9 1 0  /  M D  3 0 0 - 9 1 0  D I G I
P R E C I S I O N  G E A R E D  L A T H E  M A C H I N E

M D  3 0 0 - 9 0 0  /  M D  3 0 0 - 9 1 0  D I G I

C R A F T S M E N

» hardened and precisely ground guideways
» camlock spindle holder D 1-4"
» precision gearbox lathe running in oil bath - gear drive
   feed shaft, lead shaft and stem
» smooth running by hardened and precision-ground gear,
   running in precision bearings in oil bath
» smooth-running gear shaft, running in oil bath

» emergency stop and motor protection
» cover for leading spindel
» instep protector at the top slide
» apron wheels running in oil bath
» main spindle with D 1-4" absorption,

   with precision tapered roller bearings
» smooth running main spindle gearwheels

» stabile, heavy ripped prismatic bed, double prism
   guide, bed out of grey iron
» neoprene strips to protect the guideways
» right and left rotation shift able at the
   lathe slide by stem

LED  L I G H T N I N G ,
C O O L A N T  S Y S T E M

O P T I O N A L  A C C E S S O R I E S

» leveling feet M12 
» coolant emulsion
» turning tool 12 mm

I N C L U D E D

» flexible LED machine light
» coolant system
» 3-jaw chuck, diameter 160 mm
» 4-jaw chuck, diameter 200 mm,
   jaws individually adjustable

» fixed steady rest
» travelling steady rest
» thread dial indicator
» 2 centering points
» chip tray
» splash protection wall at the back and bottom
» rear splash guard
» operating tools
» foot brake
» substructure
» removable bridge
» electrically pulse button
» jaw chuck with security switch
» 4-way indexing toolpost
» changewheels

Description

turning- Ø over machine bed

turning-Ø over compound sleds

centre width

centre height

max swing in gap

spindle hole

spindle taper

tailstock taper

speeds

speed

longitudinal feed

cross feed

metric - thread

inch - thread

top slide - travel

compound slide - travel

3-jaw chuck, diameter

4-jaw chuck, diameter

face plate, diameter

motor power

weight

MD 300-910

165 mm

215 mm

MT 5

MT 3

-1

mm/rev

255 mm

MD 300-910 DIGI

165 mm

215 mm

MT 5

MT 3

-1

mm/rev

255 mm

MD 300-910

4260364290394

245 0300

EAN

Item No.

MD 300-910 DIGI

4260364290400

245 1300

» quick change toolpost “type B” 
   (5-pcs.)
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62

M D  3 6 0 - 1 . 0 0 0  /  M D  3 6 0 - 1 . 0 0 0  D I G I
M D  3 6 0 - 1 . 0 0 0  S  D I G I
P R E C I S I O N  L A T H E  M A C H I N E S

Description

turning- Ø over machine bed

turning-Ø over compound sleds

centre width

centre height

max swing in gap

spindle hole

spindle taper

tailstock taper

speeds

speed

longitudinal feed

cross feed

metric - thread

inch - thread

diametric threads

module threads

top slide - travel

compound slide - travel

3-jaw chuck, diameter

4-jaw chuck, diameter

face plate, diameter

motor power

weight

MD 360-1.000

MT 5

MT 4

16
-1

mm/rev

mm/rev

mm/rev

95 mm

MD 360-1.000 DIGI

MT 5

MT 4

16
-1

mm/rev

mm/rev

mm/rev

95 mm

EAN

Item No.

MD 360-1.000

4260364290417

245 0180

MD 360-1.000 DIGI

4260364290424

245 1180

MD 360-1.000 S DIGI

MT 5

MT 4

stepless
-1 

-1

mm/rev

mm/rev

mm/rev

95 mm

MD 360-1.000 S DIGI

4260364290431

245 2180



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE

63

C
UT

TI
NG

 /
PR

ES
SI

NG
O

TH
ER

 
M

AC
HI

NE
S

MD 360-1.000 / MD 360-1.000 DIGI /
MD 360-1.000 S DIGI

Ideally suited for production, workshops, repair shops,

Modern, high quality precision gear lathe,

» hardened and precise ground guideways
» camlock spindle socket D 1-5“

I N C L U D E D

» coolant system
» halogen work light
» installed machine base
» installed splash guards
» change gear set
» removeable bridge
» foot brake
» jaw chuck shelter with safety switch

» fixed steady rest
» travelling steady rest
» threading gauge for multi blade thread
» fixing center point MT 4, rotating center point MT 4, adapter
   sleeve MT 5 to MT 4
» 4-fold steel holder
» operating tool

O P T I O N A L  E Q U I P M E N T

» quick change toolpost “type C” 
   (5-pcs.)
» machine feet M12
» coolant emulsion
» turning tool assortment 16 mm   
   with inserts

» smooth running by hardened and precision-ground gear,
   hardened and grounded gearwheels and shafts, running in
   precision bearings in oil bath
» smooth-running gearshift, running in oil bath

» changewheels in lock case running in oil bath

   with 2 high precision adjustable precision tapered bearings
» smooth running main spindle gear wheel

» stabile, heavy ripped prismatic bed, double prism guide, bed out
   of grey iron, hardened and grounded
» scrapers to protect the guideways
» right and left rotation shift able at the lathe slide by stem
» emergency stop, lockable main switch and motor protection
» lead screw protection
» halogen working light
» mechanical foot brake
» control report
» model: MD 360-1.000 S DIGI with variable speed adjustment

P I C :  D I G I T A L  R E A D O U T  S Y S T E M

You can find detailed accessories on page 287.
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T D  4 2 1 0  /  T D  4 2 1 0  D I G I

TD 4210 DIGI

Ø 255 mm

Ø 52 mm

MT 6

MT 4

16
-1

2 - 72 Gg/1"

EAN

Item No.

I N C L U D E D

» 3-jaw chuck 200 mm
» quick-change toolpost 
  “type B” mounted (5-pcs.)
» 4-jaw chuck 300 mm,
   jaws individually adjustable

» reducing sleeve MT 6 / MT 4
» 2 fixing centres MT 4
» steady and follow rest
» spindle brake
» coolant system with dosage
» LED work light
» machine base
» splash guard
» chuck guard with safety switch
» thread clock
» set of changewheels
» operation tools

TD 4210 

4260364295894

245 0421

TD 4210  DIGI 

4260364295900

245 2420

TD 4210 

Ø 255 mm

Ø 52 mm

MT 6

MT 4

16
-1

2 - 72 Gg/1"

Description

turning- Ø over machine bed

turning-Ø over compound sleds

centre width

centre height

max swing in gap

spindle hole

spindle taper

tailstock taper

speeds

speed

longitudinal feed

cross feed

metric - thread

inch - thread

diametric thread

module thread

top slide - travel

compound slide - travel

3-jaw chuck, diameter

4-jaw chuck, diameter

face plate, diameter

motor power

weight
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TD 4210 / TD 4210 DIGI

» strong and warp resistant construction of the stand and machine bed, made of one piece from cast iron, 
  vibration-absorbing
» 2-step-motor
» hardened and ground bed slideways
» large dimensioned machine bed
» all guides are provided with adjustable wedge strips
» central lubrication in bed slide
» right / left rotation shiftable at bed slide
» detachable bed insert for machining of large work pieces
» adjustable tailstock for taper turning

» closed feed gear
» gear wheels and shafts are hardened and ground
» clearly arranged control panel with a strong selection levers for speed selection
» changewheel gears in oil bath with hardened and ground toothed gear wheels
» hand wheels with adjustable fine scale
» main spindle hardened and ground, running on taper bearings in oil bath
» mechanical spindle foot brake
» lead screw cover
» control report

Incl. Quick Change Tool Holder "type B" mounted (5-pcs.)

O P T I O N A L  A C C E S S O R I E S

» machine feet M16 industrial version
» coolant emulsion

Description Item No.

Turning Tool 10 mm 545 0210

Turning Tool 12 mm 545 0212

Turning Tool 10 mm 545 1210

Turning Tool 12 mm 545 1212

Turning Tool 12 mm 545 2212

Description Item No.

Turning Tool 16 mm 545 2216

Transmission oil AR 150 580 1150

Coolant emulsion 5 litres 580 1030

Life Center -
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T D  4 6 1 0  /  T D  4 6 1 0  D I G I
T D  4 6 1 5  /  T D  4 6 1 5  D I G I

P I C :  T D  4 6 1 5  D I G I

Description

turning- Ø over machine bed

turning-Ø over compound sleds

centre width

centre height

spindle hole

tailstock taper

speeds

speed

longitudinal feed

cross feed

metric - thread

inch - thread

diametric threads

module threads

top slide - travel

compound slide - travel

3-jaw chuck, diameter

4-jaw chuck, diameter

motor power

weight

TD 4610

MT 4

1 - 6"

12
-1

2 - 112 Gg/1"

adjustable jaws

TD 4610 DIGI

MT 4

1 - 6"

12
-1

2 - 112 Gg/1"

adjustable jaws

TD 4615

MT 4

1 - 6"

12
-1

2 - 112 Gg/1"

adjustable jaws

TD 4615 DIGI

MT 4

1 - 6"

12
-1

2 - 112 Gg/1"

adjustable jaws

TD 4615 DIGI

4260364295948

245 2465

TD 4615

4260364295931

245 0463

TD 4610 DIGI

4260364295924

245 2460

TD 4610

4260364295917

245 0462

EAN new design

Item No. new design
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T D  4 6 1 0  /  T D  4 6 1 0  D I G I
T D  4 6 1 5  /  T D  4 6 1 5  D I G I

Center lathe in heavy-duty design with extensive standard 

» strong and warp resistant construction of the stand and
   machine bed, made of one-piece vibration free cast iron
» hardened and ground bed slideway
» large dimensioned machine bed

» central lubrication in bed slide
» right / left spindle rotation shiftable at bed slide
» detachable bed insert for machining of large work piece 
   diameters
» adjustable tailstock for producing tapers

» enclosed gear feed, gear wheels and shafts hardened and
   grounded
» clearly arranged control panel with a strong lever for speed
   selection
» oil bath changewheel gears with hardened and ground
   toothed gear wheels
» hand wheels with adjustable fine scale
» main spindle hardened and ground, running on taper
   bearings in oil bath

I N C L U D E D  E X T R A S

» 3-jaw chuck 250 mm
» quick-change toolpost “type C” 
   mounted (5-pcs.)
» 4-jaw chuck 300 mm

» reducing sleeve MT 6 / MT 4
» 2 fixing centres MT 4
» fixed and rotating steady rest
» spindle brake
» coolant system
» LED working light
» machine stand
» splash guard
» chuck guard with safety switch
» thread clock
» set of changewheels
» operation tools

» longitudinal feed, disengageable by
   4 adjustable cams
» mechanical spindle foot brake
» lead screw cover
» acceptance report

Optional Accessories

You can find detailed accessories on page 287.

Description Item No.

Quick Change Tool Holder On 
Request

Quick Change Tool Holder 545 2203

Turning Tool 10 mm 545 0210

Turning Tool 12 mm 545 0212

Turning Tool 10 mm 545 1210

Turning Tool 12 mm 545 1212

Turning Tool 12 mm 545 2212

Description Item No.

Turning Tool 16 mm 545 2216

Mounting Set 545 1112
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RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE

T D  5 6 1 5  D I G I  /  T D  5 6 2 0  D I G I 
T D  5 6 3 0  D I G I

Description

turning- Ø over machine bed

turning-Ø over compound sleds

centre width

centre height

spindle hole

tailstock taper

speeds

speed

longitudinal feed

cross feed

metric - threads

inch - threads

diametric threads

module threads

top slide - travel

compound slide - travel

3-jaw chuck, diameter

4-jaw chuck, diameter

motor power

weight

TD 5615 DIGI

Ø 355 mm

MT 5

1 - 7"

12
-1

mm/rev

mm/rev

mm/rev

2 - 112 Gg/1"

-

-

316 mm

315 mm

adjustable jaws

TD 5620 DIGI

Ø 355 mm

MT 5

1 - 7"

12
-1

mm/rev

mm/rev

mm/rev

2 - 112 Gg/1"

-

-

316 mm

315 mm

adjustable jaws

EAN new design

Item No. new design

TD 5615 DIGI

4260364295955

245 2560

TD 5620 DIGI

4260364295962

245 2565

P I C :  E X A M P L E  I L L U S T R A T I O N 
T D  5 6 1 5  M A C H I N E  D E S I G N  M A Y  D I F F E R 
I N  C O L O U R

TD 5630 DIGI

Ø 355 mm

MT 5

1 - 7"

12
-1

mm/rev

mm/rev

mm/rev

2 - 112 Gg/1"

-

-

316 mm

315 mm

adjustable jaws

TD 5630 DIGI

4260364295979

245 2562
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T D  5 6 1 5  D I G I  /  T D  5 6 2 0  D I G I
T D  5 6 3 0  D I G I

» strong and warp resistant construction of the stand and
   machine bed, made of one-piece vibration free cast iron
» hardened and ground bed slideway
» large dimensioned machine bed
» guideways with adjustable wedge strips
» central lubrication in bed slide
» right / left spindle rotation shiftable at bed slide
» detachable bed insert for machining of large work piece 
   diameters
» adjustable tailstock for producing tapers

» enclosed gear feed, gear wheels and shafts hardened and
   grounded
» clearly arranged control panel with a strong lever for speed
   selection
» oil bath changewheel gears with hardened and ground
   toothed gear wheels
» hand wheels with adjustable fine scale
» main spindle hardened and ground, running on taper
   bearings in oil bath

I N C L U D E D  E X T R A S

» 3-jaw chuck 315 mm
» quick-change toolpost “type C” 
   mounted
» 4-jaw chuck 400 mm
» reducing sleeve MT 5 / MT 4
» 2 fixing centres MT 4
» steady and follow rest
» spindle brake
» coolant system with stopcock
» LED working light
» machine stand
» splash guard
» chuck guard with safety switch
» thread clock
» set of changewheels
» operation tools

» longitudinal feed, disengageable by
   4 adjustable cams
» mechanical spindle foot brake
» lead screw cover
» acceptance report

Optional Accessories

You can find detailed accessories on page 287.

Center lathe in heavy-duty design with extensive standard 

Description Item No.

Quick Change Tool Holder 545 2203

Quick Change Tool Holder On 
Request

Turning Tool 10 mm 545 0210

Turning Tool 12 mm 545 0212

Turning Tool 10 mm 545 1210

Turning Tool 12 mm 545 1212

Turning Tool 12 mm 545 2212

Description Item No.

Turning Tool 16 mm 545 2216

Mounting Set 545 1112

O P T I O N A L  A C C E S S O R I E S

» lathe jaw chuck in different size



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
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TD 6615 DIGI

Ø 455 mm

MT 5

16
-1

mm/rev

mm/rev

mm/rev

2 - 112 Gg/1"

355 mm

315 mm

TD 6620 DIGI

Ø 455 mm

MT 5

16
-1

mm/rev

mm/rev

mm/rev

2 - 112 Gg/1"

355 mm

315 mm

TD 6615 DIGI

4260364295986

245 2661

TD 6620 DIGI

4260364295993

245 2662

Description

turning- Ø over machine bed

turning-Ø over compound sleds

centre width

centre height

spindle hole

tailstock taper

speeds

speed

longitudinal feed

cross feed

metric - threads

inch - threads

diametric threads

module threads

top slide - travel

compound slide - travel

3-jaw chuck, diameter

4-jaw chuck, diameter

motor power

weight

EAN new design

Item No. new design

TD 6630 DIGI

Ø 455 mm

MT 5

16
-1

mm/rev

mm/rev

mm/rev

2 - 112 Gg/1"

355 mm

315 mm

TD 6630 DIGI

4260364296006

245 2663

P I C :  T D  6 6 1 5  D I G I  -  D I G I T A L  D I S P L A Y 
N O T  S H O W N
M A C H I N E  D E S I G N  M A Y  D I F F E R 
I N  C O L O U R

T D  6 6 1 5  D I G I  /  T D  6 6 2 0  D I G I 
T D  6 6 3 0  D I G I
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T D  6 6 1 5  D I G I  /  T D  6 6 2 0  D I G I
T D  6 6 3 0  D I G I

» strong and warp resistant construction
» substructure of vibration-absorbing cast iron
» hardened and ground bed slideway
» large dimensioned machine bed
» guideways with adjustable wedge strips
» central lubrication in bed slide
» right / left spindle rotation shiftable at bed slide
» detachable bed insert for machining of large work piece 
   diameters
» adjustable tailstock for producing tapers

» enclosed gear feed, gear wheels and shafts hardened and
   grounded
» clearly arranged control panel with a strong lever for speed
   selection
» oil bath changewheel gears with hardened and ground
   toothed gear wheels
» hand wheels with adjustable fine scale
» main spindle hardened and ground, running on taper
   bearings in oil bath

I N C L U D E D  E X T R A S

» 3-jaw chuck 315 mm
» quick-change toolpost “type C” 
   mounted
» 4-jaw chuck 400 mm
» reducing sleeve MT 5 / MT 4
» 2 fixing centres MT 4
» steady and follow rest
» spindle brake
» coolant system
» LED working light
» machine stand
» splash guard
» chuck guard with safety switch
» thread clock
» set of changewheels
» operation tools

» longitudinal feed, disengageable by
   4 adjustable cam
» mechanical spindle foot brake
» lead screw cover
» acceptance report

Optional Accessories

You can find detailed accessories on page 287.

Center lathe in heavy-duty design with extensive standard 

Description Item No.

Quick Change Tool Holder 545 2203

Quick Change Tool Holder On 
Request

Turning Tool 10 mm 545 0210

Turning Tool 12 mm 545 0212

Turning Tool 10 mm 545 1210

Turning Tool 12 mm 545 1212

Turning Tool 12 mm 545 2212

Description Item No.

Turning Tool 16 mm 545 2216

Mounting Set 545 1112

O P T I O N A L  A C C E S S O R I E S

» lathe jaw chuck in different size



72
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T D  8 0 2 0  D I G I  /  T D  8 0 3 0  D I G I 
T D  8 0 4 0  D I G I

D I G I T A L  D I S P L A Y

T D  8 0 2 0  D I G I  /  T D  8 0 3 0  D I G I  /  T D  8 0 4 0  D I G I

Deviating from the usual equipment standard for Epple machines, accessories such as lathe chuck are 

O P T I O N A L  A C C E S S O R I E S
» lathe jaw chuck in different size

TD 8020 DIGI 

16
-1

mm/rev

mm/rev

MT 5

Description

turning- Ø over machine bed

turning-Ø over compound sleds

turning-Ø without bridge
centre width

centre height

bridge width 

spindle bore

main shaft

speeds

diametric threads

module threads

tailstock

motor power

weight

TD 8030 DIGI 

16
-1

mm/rev

mm/rev

MT 5

EAN

Item No.

TD 8020 DIGI 

4260657651406

245 2802

TD 8030 DIGI 

4260657651413

245 2803

TD 8040 DIGI 

16
-1

mm/rev

mm/rev

MT 5

TD 8040 DIGI 

4260657651420

245 2804

72



73

Sawing

73
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Product video-QR on

B S  1 2 5  G S
M E T A L  B A N D  S A W

B S  1 2 5  G S

» smooth and vibrationless running
» ergonomically shaped, comfortable handle
» transport locking
» high production quality and performance
» stepless adjustment of cutting speed
» swivel saw arm
» material stop
» flexible use for horizontal and vertical
   sawing

Improved construction
With strongly ribbed arm, improved scale,

Description

cutting range 45°

mitre

cutting speed

saw band length

motor power

weight

BS 125 GS

round 125 mm

square

square
round 35 mm

square 35 mm

21 kg

EAN

Item No.

BS 125 GS

4260364290509

230 1125

Epple Maschinen®
THE ORIGINAL
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B S  1 2 8  D G
M E T A L  B A N D  S A W

B S  1 2 8  D G

» stepless, hydraulic lowering of the saw bow
» automatic limit stop
» manual bandsaw with swivel arm
» 3 different cutting speeds possible via belt adjustment

» quick - release chuck vice
» transportable stand and transport handle

Description

cutting capacity circular

cutting capacity square
cutting range at 45°

mitre

cutting speed

saw band length

motor power

inlet height

weight

BS 128 DG

round 65 mm,

round 45 mm,

You can find detailed accessories on page 287.

EAN

Item No.

BS 128 DG

4260364290516

129 0128
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B S  1 5 1  G S
M E T A L  B A N D  S A W

Description

cutting range round

cutting range square

mitre

mitre cutting circular

mitre cutting square

cutting speed

saw blade length

motor power

weight

BS 151 GS

77 kg

B S  1 5 1  G S

» stepless, hydraulic lowering of the saw bow
» manual bandsaw with swivel arm

» material dead stop 
» manual bandsaw with swivel arm
» solid undercarriage for hard daily use included

You can find detailed accessories on page 287.

EAN

Item No.

BS 151 GS

4260364290523

230 1151

Machine only available without stand 
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B S  1 8 0  /  B S  1 8 0  G
M E T A L  B A N D  S A W S

Description

cutting capacity circular

cutting capacity square

mitre

mitre circular

mitre cut square

cutting speed

saw band length

motor power

weight

BS 180

+45°

127 mm

22 / 34 / 49 / 64 m/min with change belt

EAN

Item No.

BS 180 

4260364296013

130 0180

BS 180 G

+45° 

125 mm

175 kg

BS 180 G

4260364296020

130 1180

B S  1 8 0  /  B S  1 8 0  G

» high processing quality and equipment
» gear in box wheels hardened and ground
» mitre swivel range up to right 45°
» coolant collecting tank and cooling device
» material stop
» robust undercarriage for hard everyday use
» mitre adjustment through angular position of the vice jaws
   You can find detailed accessories on page 287.
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B S  2 1 0  G  /  B S  2 1 0  G F
M E T A L  B A N D  S A W S

B S  2 1 0  G  /  B S  2 1 0  G F

» gear with hardened and ground worm shaft

» coolant sump and coolant device
» stepless cutting speed / 

» stepless, hydraulic lowering of the saw bow
» swivel saw arm
» automatic limit stop
» material dead stop
» quick - release chuck vice
» control panel
» thermal fuse and low voltage release
» material plating
» robust stand for hard daily
   insert is included in the scope of supply

Description

cutting capacity circular

cutting capacity square

mitre

mitre circular

mitre cutting square

cutting speed

saw band length

motor power

infeed height

weight

BS 210 G

45°

125 mm

152 kg

BS 210 GF

You can find detailed accessories on page 287.

EAN

Item No.

BS 210 G

4260364290530

230 0210

BS 210 GF

4260364290547

230 1210
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B S  2 3 0  V  /  B S  2 3 0  V G
M E T A L  B A N D  S A W S

S A W  B O W

B S  2 3 0  V  /  B S  2 3 0  V G

» smooth and vibrationless running
» high converting quality and equipment
» precise cutting - no run of band because of stable 
  cast iron construction and ball bedded 4 point saw 
  band guidance over 4 guidance dual ball bearings
» gear wheels hardened and ground, running in oil bath
» variable speed control
» high electrical safety equipment and with lockable   
   main current caste
» stepless, hydraulic lowering of the saw bow

» mitre swivel range up to 45° on the right 

   with hydraulic cylinder
» tape tension attachment with scale for an ideal tape   
   tension
» chip brush
» automatic limit stop
» material dead stop
» cooling liquid tank and coolant system 
» fill level display of cooling liquid case
» clearly arranged, ergonomic control panel at bow
» length dead stop 
» robust stand for hard daily insert is included in the   
   scope of supply
   

Description

cutting range circular

cutting range square

cutting range at 45° circular

cutting range at 45° square

speeds

blade dimensions

motor power

inlet height

weight

BS 230 V

229 mm

1,5 kW

EAN

Item No.

BS 230 V 

4260364290578

130 0230

BS 230 VG

229 mm

1,5 kW

BS 230 VG

4260364290585

130 1230



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
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B S P  2 0 0
M E T A L  B A N D  S A W

B S P  2 0 0

Description

cutting capacity circular

cutting capacity square

cutting speed

saw band length

motor power

inlet height

weight

BSP 200

645 mm

EAN

Item No.

BSP 200

4260657650355

230 2200

» hydraulic vice
» coolant system
» LED machine light
» saw blade

O P T I O N A L  A C C E S S O R I E S

» roller conveyor without stop
» roller conveyor with stop
» minimum quantity lubrication system
» replacement saw bands
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B S  2 6 2  D G
M E T A L  B A N D  S A W

» hydraulic vice
» coolant system
» LED machine light
» saw blade

BS 262 DG

circular 155 mm,
rectangular 125 x 125 mm

466 kg

EAN
Item No.

BS 262 DG

4260657652106
230 0262

Description

cutting capacity circular

cutting capacity square

mitre cut at 45°

mitres

cutting speed
saw blade length
motor power

weight

B S  2 6 2  D G

» high quality of workmanship and equipment

» saw frame on both sides
» quick-action vice
» belt drive, 4 cutting speeds
» clear, ergonomic control panel

» hydraulic feed, with variable speed
» coolant collecting tray and coolant device 
» material stop
» robust base frame for tough everyday use
» mitre adjustment by angular position of the vice jaws



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE

B S  2 7 5  G  /  B S  2 7 5  G S  STEPLESS

B S  2 7 5  G F  
M E T A L  B A N D  S A W S

B S  2 7 5  G  /  B S  2 7 5  G S  /  B S  2 7 5  G F

» gearing with hardened and
   ground worm gear shaft

» stepless adjustment of

» stepless, hydraulic lowering of the saw bow
» saw bow operable by dint of grab handle
» mitre swiveling saw bow
» automatic limit stop
» material dead stop
» cooling liquid tank and coolant system
» coolant system serial with lever tap and plug
» quick - release chuck vice
» clearly arranged, ergonomic control panel
» thermal fuse and low voltage release
» material plating
» robust stand for hard daily
   insert is included in the scope of supply
» chip brush

P I C :  B S  2 7 5  G

Description

cutting capacity circular

cutting capacity 
square

mitre cut at 45°

mitre

cutting speed

saw band length

motor power

inlet height

weight

BS 275 G

225 mm

square

square

BS 275 GS

225 mm

square  

BS 275 GF

225 mm

square 

You can find detailed accessories on page 287.

EAN

Item No.

BS 275 G

4260364290592

230 1275

BS 275 GS

4260364290608

230 2275

BS 275 GF

4260364290615

230 3275



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE
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B S  2 8 0  D G S  /  B S  2 8 0  D G F 
M E T A L  B A N D  S A W S

B S  2 8 0  D G S  /  B S  2 8 0  D G F 

» variable speed control

» cooling liquid tank and coolant system
» lowering device saw arm stepless adjustable

   to the left 45°
» material dead stop
» analogue saw band - electric tension display for
   ideal cutting for protection of the saw band
» coolant system serial with lever tap and plug
» quick - release chuck vice
» clearly arranged, ergonomic control panel
» robust stand for hard daily insert
» automatic end switch

clear ergonomic control panel

Description

cutting capacity circular
cutting capacity square

mitre cut at 45°

mitre

cutting speed
saw band length
motor power

inlet height
weight

BS 280 DGS

225 mm

square

square

BS 280 DGF

225 mm

square

square

You can find detailed accessories on page 287.

EAN
Item No.

BS 280 DGS
4260364290622
230 1280

BS 280 DGF
4260364290639
230 2280



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE

B S  3 0 0  D G H  /  B S  3 0 0  D G H F 
M E T A L  B A N D  S A W S

B S  3 0 0  D G H  /  B S  3 0 0  D G H F

»  material stop with scaling
»  lowering device saw arm stepless adjustable
»  saw arm swiveling to

»  analogue saw band - electric tension display
»  with bi-metal saw blade as standard
»  chip brush
»  coolant system serial with lever tap and plug
»  vice with quick adjustment 
»  clearly arranged, ergonomic control panel
»  hard metal and ball bearing guides
»  good readable angle scale
»  semi-automatic saw operation and limit stop
    

Description

cutting capacity circular

cutting capacity square

mitre cut at 

mitre cut at  +45° 

mitre cut at  -45° 

mitre
cutting speed
saw band length
motor power

inlet height
weight

BS 300 DGH
255 mm

circular 125 mm,
rectangular

circular 195 mm,
rectangular
195 x 195 mm
circular
rectangular 

1,5 kW

BS 300 DGHF
255 mm

circular 125 mm,
rectangular

circular 195 mm,
rectangular
195 x 195 mm
circular
rectangular 

1,5 kW

EAN
Item No.

BS 300 DGH
4260657650362
230 2300

BS 300 DGHF
4260657650379
230 3300



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE
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B S  3 5 0  D G  /  B S  3 5 0  D G H  S E M I - A U T O M A T I C

B S  3 5 0  D G H F  
M E T A L  B A N D  S A W S

blade tension device

Rotatable and ergonomic
designed control panel

You can find detailed accessories on page 287.

B S  3 5 0  D G  /  B S  3 5 0  D G H 
B S  3 5 0  D G H F

» 2-speed motor 

» material dead stop with scale
» lowering device saw arm stepless 
   adjustable
» mitre swivel range from left -45° to 

» analogue saw band-electric tension  
   display for ideal cutting for protection 
   of the saw band
» serially with bi-metal saw band
» chip brush
» material dead stop
» coolant system with lever tap and plug
» cooling liquid tank and coolant system
» hydraulic vice, self-locking 

» control panel pivotable
» clearly arranged, ergonomic control panel
» hard metal and ball bearing guides
» good readable angle scale
» semi-automatic saw operation and limit 

Description
cutting capacity circular
cutting capacity 
square

mitre cut at +45° 

mitre cut at -45° 

mitre
cutting speed
saw band length
motor power

inlet height
weight

BS 350 DG

circular
square

circular
square

circular
square

36 - 72 m/min

1,9 kW

BS 350 DGH

circular
square

circular
square

circular
square

36 - 72 m/min

1,9 kW

BS 350 DGHF

circular
square

circular
square

circular
square

36 - 72 m/min

1,9 kW

EAN
Item No.

BS 350 DG
4260364290646
230 1350

BS 350 DGH
4260364290653
230 2350

BS 350 DGHF
4260364290660
230 3350



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE

B S  3 6 0  D G H  /  B S  3 6 0  D G H F 
M E T A L  B A N D  S A W S

B S  3 6 0  D G H  /  B S  3 6 0  D G H F

» material stop with scaling
» lowering device saw arm stepless adjustable
» saw arm swiveling to

» analogue saw band - electric tension display
» with bi-metal saw blade as standard
» chip brush
» coolant system serial with lever tap and plug

» clearly arranged, ergonomic control panel
» hard metal and ball bearing guides
» good readable angle scale
» semi-automatic saw operation and limit stop
    

Description

cutting capacity circular

cutting capacity square

mitre cut at 

mitre cut at  +45° 

mitre cut at  -45° 

mitre
cutting speed
saw band length
motor power

inlet height
weight

BS 360 DGH
355 mm

circular
square

circular 355 mm,
square

circular
square

2,2 kW

BS 360 DGHF
355 mm

circular
square

circular 355 mm,
square

circular
square

2,2 kW

665 kg 

EAN
Item No.

BS 360 DGH
4260657650386
230 2360

BS 360 DGHF
4260657650393
230 3360



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE
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E - B S  2 3 0  D G  /  E - B S  2 3 0  D G H
E - B S  2 3 0  V
M E T A L  B A N D  S A W S

E - B S  2 3 0  D G  /  E - B S  2 3 0  D G H  /  E - B S  2 3 0  V 

» f

Description

cutting capacity circular

cutting capacity square

mitre cut at 45° 

mitre

cutting speed

saw band length

motor power

inlet height

weight

E-BS 230 DG 

square

square

415 kg

E-BS 230 DGH 

square

square

EAN

Item No.

E-BS 230 DG 

4260364290677

330 0230

E-BS 230 DGH 

4260364290684

330 1230

E-BS 230 V 

-

miterless

-

E-BS 230 V 

4260364296037

330 2230

PREMIUM-LINE

O P T I O N A L  A C C E S S O R I E S

» stepless cutting speed
» inverter  
» roller track
» micro lubrication device



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE

E - B S  2 7 0  D G  /  E - B S  2 7 0  D G H
M E T A L  B A N D  S A W S

E - B S  2 7 0  D G  /  E - B S  2 7 0  D G H 

» semi-automatic machine

Description

cutting capacity circular

cutting capacity square

mitre cut at 45° circular

                          square

                          square

mitre

cutting speed

saw band length

motor power

inlet height

weight

E-BS 270 DG E-BS 270 DGH 

525 kg

EAN

Item No.

E-BS 270 DG 

4260364290691

330 0270

E-BS 270 DGH 

4260364290707

330 1270      

PREMIUM-LINE



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE
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E-BS 320 H 

-

-

up to 45°

E-BS 320 V 

-

-

-

-

E-BS 320 H 
4260364290721
330 1320

E-BS 320 V 
4260364290738
330 2320

E - B S  3 2 0  H  /  E - B S  3 2 0  V  /  E - B S  3 2 0  D G H
M E T A L  B A N D  S A W S

Description
cutting capacity circular 

cutting capacity square
mitre cut at 45° circular 

                          square

                          square

                           square
mitre
cutting speed
saw band length
motor power

inlet height
weight

EAN
Item No.

E - B S  3 2 0  -  M O D E L S

» micro lubrication device
» mitre adjustment via the 
   clamping jaws

no mitre cuts possible
   (only limited recommendation 

O P T I O N A L  A C C E S S O R I E S

» roller track
» micro lubrication device
» servo feed

E-BS 320 DGH 

E-BS 320 V 
4260657651437
330 8320

» inverter for stepless speed control 

» full automatic model 

» semi automatic model 

» hydraulic vice



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE

E - B S  3 2 0  H L  /  E - B S  3 2 0  V L 
M E T A L  B A N D  S A W S

E - B S  3 2 0  -  M O D E L S

» micro lubrication device
» mitre adjustment via the clamping jaws

no mitre cuts possible

» 
» 
» hydraulic vice

Description
cutting capacity circular

cutting capacity square
mitre cut at 45° circular

                          square
mitre
cutting speed
saw band length
motor power

inlet height
weight

E-BS 320 HL 

up to +45°

773 kg

E-BS 320 VL 

-

-

EAN
Item No.

E-BS 320 HL 
4260364290752
330 1321

E-BS 320 VL 
4260364290769
330 2321

 P I C :  B A C K S I D E

O P T I O N A L  A C C E S S O R I E S

» roller track
» micro lubrication device
» servo feed



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE
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E - B S  3 2 0  G V  P L C  F U L L Y  A U T O M A T I C

E - B S  3 2 0  G V L  P L C  F U L L Y  A U T O M A T I C

M E T A L  B A N D  S A W S PREMIUM-LINE

O P T I O N A L

Description

cutting capacity

mitre cut at 45°

mitre cut at 75°

mitre

cutting speed

saw band length

motor power

inlet height

weight

E-BS 320 GV 

square

square

square

square

square

75°

E-BS 320 GVL 

square

square 225 x 225 mm

square

square

square

75°

EAN

Item No.

E-BS 320 GV 

4260364290776

330 3320

E-BS 320 GVL 

4260364290783

330 3321

E - B S  3 2 0  G V  /  E - B S  3 2 0  G V L 
  
» fully automatic
» micro lubrication device
» inverter for stepless speed control 

» hydraulic vice
» digital angle display
» hydraulic clamping of the saw arm, 
   manual turning of saw arm

S T A N D A R D



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE

92

E - B S  3 2 0  V E
M E T A L  B A N D  S A W

E - B S  3 2 0  V E

» fully automatic
» roller feed with encoder and NC control
» 
   of a button cut at the touch of a button
» suitable model for multi-part cuts
» i

n
» coolant device
» height adjustment via sensor strip with limit switch
» hydraulic vice

Description
cutting capacity circular

cutting capacity square
cutting speed
saw band length
motor power

inlet height
weight

EAN
Item No.

E-BS 320 VE
4260657652441
330 4320

O P T I O N A L  A C C E S S O R I E S

» roller conveyor
» micro lubrication device
» servo feed

E-BS 320 VE 



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE
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E - B S P  3 3 0  N C
M E T A L  B A N D  S A W

EAN
Item No.

E-BSP 330 NC 
4260364297348
330 2330

Bezeichnung
cutting capacity circular

cutting capacity square
cutting speed
saw band length
motor power

inlet height
weight

E - B S P  3 3 0  N C

» band saw with servo drives
» user-friendly on-screen PLC control
» hydromechanical band tensioning
» chip brush
» split hydraulic vice
» chip conveyor
» servo-driven feeds

O P T I O N A L  A C C E S S O R I E S

» hydraulic belt tensioning
» hexagon bundle vice
» microspray coolant system
» material roller conveyor
» 4 kW motor

S T A N D A R D
E-BSP 330 NC 



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE

94

E - B S  3 5 0  V 

      

» fully automatic mitre band saw with an excellent  

  solid material in steel and other metals

» manually swivelling saw frame with hydraulic 
  clamping for optimum mitre adjustment 
» mitre angle digitally readable on mobile control panel
» hydraulic clamping of the horizontal vice
» automatic saw frame lifting after end of cut
» 
» belt guidance via carbide plates and rollers
» chip brush driven via impeller

E - B S  3 5 0  V
M E T A L  B A N D  S A W

Description

mitre cut at 45°

mitre

cutting speed

saw band length

motor power

inlet height

weight

EAN

Item No.

E-BS 350 V

4260657652113

330 0351

E-BS 350 V

square

square 

square

up to 45°

O P T I O N A L

S T A N D A R D

PREMIUM-LINE

You can find detailed accessories on page 287.

NEW



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE
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E - B S  3 6 0  D G H  E C O
M E T A L  B A N D  S A W

Description

mitre cut at +45° / -45°

mitre

cutting speed

saw band length

motor power

working height

weight

E-BS 360 DGH ECO

square 

square

square

square

square

EAN

Item No.

E-BS 360 DGH ECO

4260364296068

330 2361

PREMIUM-LINE

You can find detailed accessories on page 287.

E - B S  3 6 0  D G H  E C O 
    

» semi-automatic double miter band saw in excellent 
   price-performance ratio for sawing profiles and solid 
   material in steel and other metals
» robustly constructed monoblock saw frame
» manual swiveling saw frame with hydraulic clamping to the 
   optimum swivel adjustment
» mitre angle can be read digitally on mobile control panel
» hydraulic clamping of the horizontal clamping block
» automatic saw frame lifting after cutting

» hydraulic mechanical tensioning
» tape guide on hard metal plates and rolls
» thermal overload protection and undervoltage release
» automatic switch off after cutting
» automatic belt breakage protection
» chip brush driven by impeller

O P T I O N A L

S T A N D A R D



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE

96

PREMIUM-LINE

E - B S  3 6 0  D G H  /  E - B S  4 4 0  D G H 
M E T A L  B A N D  S A W S

Description

mitre cut at +45° / -45°

mitre

cutting speed

saw band length

motor power

inlet height

weight

E-BS 360 DGH 

square

square

square

square

E-BS 440 DGH 

square

square

square

square

EAN

Item No.

E-BS 360 DGH 

4260364290806

330 2360

E-BS 440 DGH 

4260364290813

330 2440



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE
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E - B S  3 6 0  D G H  /  E - B S  4 4 0  D G H 

» semi-automatic machine
» double mitre
» inverter equipped: stepless driving speed adjustment 

» hydraulic vice
» digital display for angle adjustment
» hydraulic clamping of the saw arm, saw arm turning by hand

» stepless adjustable lowering speed of the saw arm
   by manometer to read the lowering speed
» hydraulic balancing system to generate always the same
   sawing pressure and thereby reduce vibrations
» slant toothed, conical heavy duty gearbox
» hydraulic vice clamping across the entire clamping area

» hydro mechanical strip tension readable on manometer
» mobile control panel
» high-quality hydraulic components
» driven chip brush
» stand and arm are heavy welded construction

You can find detailed accessories on page 287.

S T A N D A R D

O P T I O N A L

G E N E R A L  I N F O R M A T I O N   

Our band saw machines with letter H

following working cycle:

After starting, the saw bow lowers to the lowest point,

On machines with a hydraulic vice, the first thing that 
happens is that the vice closes, then the cycle
mentioned above takes place and then the vice opens 



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE

PREMIUM-LINE

E - B S  4 4 0  V
M E T A L  B A N D  S A W

Description

cutting capacity circular

cutting capacity square

motor power main driver

power of the hydraulic pump

motor power of the coolant pump

band speed, stepless

saw band dimensions

height of the working surface

length

depth

height

weight

E-BS 440 V

3 kW

735 mm

EAN

Item No.

E-BS 440 V

4260364296082

330 2441

You can find detailed accessories on page 287.



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE
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E - B S  4 4 0  V 

» fully automatic band saw for sawing thick-walled solid material, pipes and other profiles
» roller feed of the material the front "tensioning rollers" are driven by a worm gear by means of an 
   electric motor
» the feed length of the material is preselected manually via an adjustable microswitch
» the number of pieces to be cut is "controlled" by a piece counter
» torsion-free welded construction with stable saw frame made of high-quality cast iron, made from one
   piece, guarantees smooth running, high cutting performance and long service life of the saw bands
» infinitely variable belt speed
» hydraulic mechanical tensioning
» tape guide on hard metal plates and rolls
» thermal overload protection and undervoltage release
» automatic shutdown after cutting
» infinitely variable overpressure control via hydraulic cylinder
» automatic belt breakage protection

S T A N D A R D

O P T I O N A L



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE

E - B S P  3 2 5  G H  /  E - B S P  3 2 5  G V
M E T A L  B A N D  S A W S

Description

mitre cut at +45°

mitre

cutting speed

saw band length

motor power

inlet height

weight

E-BSP 325 GV

circular 325 mm

square 325 mm

circular 325 mm

square 325 mm

square

circular 195 mm

square 195 mm

655 mm

EAN

Item No.

E-BSP 325 GV

4260364290790

330 2325

E-BSP 325 GH

circular 325 mm 

square

circular 325 mm 

square

square

square

E-BSP 325 GH

4260364296051

330 1325

PREMIUM-LINE



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE
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E - B S P  3 2 5  G H  /  E - B S P  3 2 5  G V

» semi-automatic (E-BSP 325 GH)
» fully-automatic (E-BSP 325 GV)
» mitre

» hydraulic vice
» digital readout for angle display
» hydraulic clamping of the saw arm, manual turning of saw arm
» saw band ilted for 3°
» due to sensors there is automatic saw speed adjustment
» saw mill is made of solid steel
» synchronization of tape guide and vise
» angular toothed conical heavy-duty gearbox
» hydraulic vice clamping over the entire clamping range
» hydromechanical tape tension is readable via manometer
» mobile control panel
» high-quality hydraulic components
» powered chip brush
» substructure and arm are a heavy welding construction
» vertical movement with high-precision linear guides

S T A N D A R D

O P T I O N A L

The E-BSP 325 GH is a semi-automatic metal band saw in two-column design, which is suitable in the medium 

The basic equipment of this machine includes a full stroke clamping cylinder as well as a continuously 



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE

PREMIUM-LINE

E - B S P  3 6 0  G V  /  E - B S P  4 4 0  G V  
M E T A L  B A N D  S A W S

E-BSP 360 GV 

square

square

square

circular 325 mm

square

E-BSP 440 GV 

square 425 x 425 mm

square 425 x 425 mm

square 425 x 425 mm

square

E-BSP 360 GV 

4260364290820

330 3360

E-BSP 440 GV 

4260364290837

330 3440

Description

cutting capacity +45°

mitre

cutting speed

saw band length

motor power

inlet height

weight

EAN

Item No.



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE
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E - B S P  3 6 0  G V  /  E - B S P  4 4 0  G V

» fully automatic machine
» 
» hydraulic vice
» digital display for angle display
» saw bow inclined by 3° 
» due to sensors automatic saw speed adjustment
» 
   programmable gives a total of up to 6 m of material length
» 
» hydraulic vice clamp over the entire clamping range  
» 
» heavy duty gearbox with helical gearing
» 
» mobile control panel
» high-quality hydraulic components
» powered chip brush
» stand and arm are heavy welding construction
» 
» double-sided feed clamping

S T A N D A R D



NEW

PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE

PREMIUM-LINE

E - B S P  3 6 0  D G H  /  E - B S P  4 4 0  D G H 
E - B S P  4 4 0  D G - N C
M E T A L  B A N D  S A W S 

Description

mitre cut at +45° / -45°

mitre

cutting speed

saw band length

motor power

inlet height

weight

E-BSP 440 DGH 

square

square

square

square

E-BSP 440 DGH 

4260364290844

330 4440

EAN

Item No.

You can find detailed accessories on page 287.

E-BSP 360 DGH 

square

square

square

square

E-BSP 360 DGH 

4260364298277

330 1361



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE
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E - B S P  3 6 0  D G H  /  E - B S P  4 4 0  D G H
E - B S P  4 4 0  D G - N C

» full automatic
» double mitre

» hydraulic vice
» digital display for angle display
» hydraulic clamping of the saw arm, 

» saw band inclined by 3°
» automatic saw speed adaption by sensors
» synchronization of strip guide and vice, saw bow made of solid steel
» slant toothed, conical heavy duty gearbox
» hydraulic vice clamping across the entire clamping area

» hydro mechanical strip tension readable on manometer
» mobile control panel
» high-quality hydraulic components
» driven chip brush
» stand and arm are heavy welded construction
» profile rail is adjusted by linear technique for highly precise movement

S T A N D A R D

EAN

Item No.

E-BSP 440 DG-NC

4260657651796

330 4441

You can find detailed accessories on page 287.

O P T I O N A L
» micro cooling system
» hydraulic sheet tension

Description

cutting capacity

cutting capacity +45°

cutting capacity

cutting capacity

cutting capacity -45°

mitre

cutting speed

saw band length

motor power

inlet height

weight

E-BSP 440 DG NC

rund 325 mm

vierkant 325 mm

rund 425 mm

vierkant 425 mm

NEW



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE

E - B S P  5 4 0  G H
M E T A L  B A N D  S A W

Description

mitre cut at +45°

mitre

cutting speed

saw band length

motor power

inlet height

weight

E-BSP 540 GH 

square

square

square

square

695 mm

EAN

Item No.

E-BSP 540 GH 

4260364290851

330 1540

PREMIUM-LINE

You can find detailed accessories on page 287.



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE
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hydraulic blade tensioning 

micro cooling system

E - B S P  5 4 0  G H 

» semi-automatic machine
» mitre

» hydraulic vice
» digital display for angular display
» hydraulic clamping of the saw arm, saw arm turning by hand
» saw band inclined by 3°
» automatic saw speed adaption via sensors
» synchronisation of belt guide and vice 
» saw bow made of solid steel
» diagonal teethed and tapered heavy duty gear
» hydraulic vice clamping over the entire clamping range

» hydromechanic tape tension readable via manometer
» mobile control panel
» high quality hydraulic components
» driven chip brush
» fundament and arm are massive welded constructions
» vertical movement with high-precision linear guides

S T A N D A R D O P T I O N A L



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE

E - B S P  5 6 0  D G H 
M E T A L  B A N D  S A W

Desciption

mitre cut at -45°

mitre cut at +45°

mitre

cutting speed

saw band length

motor power

inlet height

weight

E-BSP 560 DGH 

square

square

square

square

square

square

E-BSP 560 DGH 

4260364294361

330 1560

EAN

Item No.

PREMIUM-LINE



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE
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E - B S P  5 6 0  D G H 

» semi-automatic machine
» mitre

» hydraulic vice
» digital display for angular display
» hydraulic clamping of the saw arm, saw arm turning by hand
» saw band inclined by 3°
» automatic saw speed adaption via sensors
» synchronisation of belt guide and vice
» saw bow made of solid steel
» diagonal teethed and tapered heavy duty gear
» hydraulic vice clamping over the entire clamping range
» hydromechanic tape tension readable via manometer
» mobile control panel
» high quality hydraulic components
» driven chip brush
» fundament and arm are massive welded constructions
» vertical movement with high-precision linear guides

You can find detailed accessories on page 287.

O P T I O N A L



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE

E - B S P  5 7 0  C N C
M E T A L  B A N D  S A W

Description

cutting capacity

hydraulic pump

hydraulic pump motor

chip conveyor

servomotor power supply

feed per stroke

cutting speed

saw blade length

motor power

inlet height

weight

E-BSP 570 CNC

square

2,2 kW

2 kW

E-BSP 570 CNC 

4260364297355

330 2570

EAN

Item No.



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE
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E - B S P  5 7 0  C N C 

» intelligent cutting and user-friendly touch screen with Omron CNC cutting program

» cutting-parameter are CNC-controlled for optimal processing of the workpiece
» manual input of cutting parameters

» the guide arm moves on a linear guideway and moves in coordination with the movable vice jaw
» hydraulically operated carbide blade guides
» motion detector and automatic deflection sensor
» vibration-free cutting with 3 linear paths
» motorized chip brush

You can find detailed accessories on page 287.

O P T I O N A L

» Hydraulic Top-Clamping
» 15 kW Motor

Optional microspray-coolant systemOptional hexagonal vice 
for bundling pipes



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE

112

E - B S P  6 5 0  D G H  N C  /  E - B S P  7 5 0  D G H - N C 
M E T A L  B A N D  S A W S

Description

mitre cut at +45° / -45°

mitre

cutting speed

saw band length

motor power

inlet height

weight

E-BSP 650 DGH NC 

square

square

square

square

EAN

Item No.

E-BSP 650 DGH-NC 

4260364290868

330 5650

PREMIUM-LINE

E-BSP 750 DGH-NC 

square

square

square

square

E-BSP 750 DGH-NC 

4260364299694

330 5750



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE
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» semi-automatic machine
» double mitre

» hydraulic vice
» hydraulic strip clamping

» saw band inclined by 5°
» stepless adjustable lowering speed
» motor driven chip conveyor
» motor driven chip brush
» rapid sensor controlled positioning of the saw bow to the material
» synchronization of the band guide and the vice
» slant toothed, conical heavy duty gearbox

» saw bow made of solid steel
» high-quality hydraulic components
» profile rail in linear technique for precise adjustments

You can find detailed accessories on page 287.

O P T I O N A L

S T A N D A R D



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE

114

E - B S P  8 1 0  G H 
M E T A L  B A N D  S A W

E - B S P  8 1 0  G H

» semi-automatic machine
» mitre
» inverter equipped: stepless

» hydraulic vice
» digital readout for angle display
» hydraulic clamping of the saw arm, manual
   turning of saw arm
» saw blade inclined by 2° in cutting direction
» automatic saw speed adaption by sensors
» synchronization of strip guide and vice, saw bow
   made of solid steel
» slant toothed, conical heavy duty gearbox
» hydraulic strip clamping

» hydromechanical tape tension readable via
   manometer
» high-quality hydraulic components
» powered chip brush
» stand and arm made of heavy welded construction
» vertical movement with high-precision linear
   guides

Description

mitre cut at +45°

mitre

cutting speed

saw band length

motor power

inlet height

weight

E-BSP 810 GH

square

square

square

square

725 mm

EAN

Item No.

E-BSP 810 GH

4260364290875

330 1810

PREMIUM-LINE



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE
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E - B S P  8 2 0  H  /  E - B S P  8 2 0  V 
M E T A L  B A N D  S A W

Description

cutting capacity circular

cutting capacity square

mitre cut at +45°

motor power main driver

power of the hydraulic pump

motor power of the coolant pump

band speed, stepless

saw band dimensions

height of the working surface

weight

length

depth

height

E-BSP 820 H

square

7,5 kW

1,5 kW

EAN

Item No.

E-BSP 820 H

4260364290905

330 1820

The E-BSP 820 H 

Also available as fully automatic machine (E-BSP 820 V). 

PREMIUM-LINE

Saw blades see page
122 - 125, coolant 
emulsion see on page 312.

NEW

E-BSP 820 V

miterless

7,5 kW

1,5 kW

E-BSP 820 V

4260364296099

330 2820



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE

116

E - B S P  1 . 0 2 0  H
M E T A L  B A N D  S A W

Description

mitre cut at +45°

mitre

cutting speed

saw band length

motor power

inlet height

weight

E-BSP 1.020 H

square

circular 675 mm

square 675 mm

up to +45°

535 mm

EAN

Item No.

E-BSP 1.020 H

4260364294378

330 1020



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE
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E - B S P  1 . 0 2 0  H

» hydraulic vice
» digital display for angle display
» substructure and arm heavy welding   
   construction
» synchronization of tape guide and vice
» sawframe made of solid steel
» mobile control panel
» high-quality hydraulic components
» mitre settings via the vice jaws

S T A N D A R D

» inverter
» hydraulic saw band tension
» pressure adjustable
» optical height adjustment
» material transport rollers front/rear

P I C :  O P T I O N A L :  

O P T I O N A L  A C C E S S O R I E S

» chip conveyor
» micro lubrication system
» 3 m Material roll table
» 3 m motorized roller table

P I C :  C O N T R O L  P A N E L



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE

E - B S P  1 . 1 1 0  H  /  E - B S P  1 . 1 1 0  H L
M E T A L  B A N D  S A W S

Description

cutting capacity circular

cutting capacity square

motor power main driver

power of the hydraulic pump

motor power of the coolant pump

band speed, stepless

saw band dimensions

height of the working surface

height

length

width

weight

E-BSP 1.110 H

11 kW

4 kW

545 mm

EAN

Item No.

E-BSP 1.110 H

4260364296105

330 1110

E-BSP 1.110 HL

11 kW

7,5 kW

545 mm

E-BSP 1.110 HL

4260364296112

330 1113

PREMIUM-LINE



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE
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The E-BSP 1.110 H and E-BSP 1.110 HL are semi-automatic machines in two-column construction, which are

O P T I O N A L

S T A N D A R D



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE

E - B S P  1 . 3 1 3  H  /  E - B S P  1 . 5 1 5  H
M E T A L  B A N D  S A W S

Description

cutting capacity circular

cutting capacity square

motor power main driver

power of the hydraulic pump

motor power of the coolant pump

band speed, stepless

saw band dimensions

height of the working surface

height

length

depth

weight

E-BSP 1.313 H

11 kW

7,5 kW

545 mm

EAN

Item No.

E-BSP 1.313 H

4260364296129

330 1300

E-BSP 1.515 H

15 kW

7,5 kW

545 mm

E-BSP 1.515 H

4260364296136

330 1515

PREMIUM-LINE



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE
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NGE-BSP 1.313 H and E-BSP 1.515 H are semi-automatic machines in torsion-resistant steel construction with 

O P T I O N A L

S T A N D A R D



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE

122

Example: saw blade with variable tooth pitch

S A W I N G  T U B E S  A N D  P R O I L E S

Example: saw blade with constant tooth pitch

T O O T H  P I T C H

Here the contact length of the blade in the work piece is

Because of variable toothing, larger material cross section are

S external pipe diameter (mm) / tooth division Tz in ZpZ

mm 20 40 60 80 100 120 150 200 300

2 14 14 14 14 14 14

3 14 14

4 14 14

5 14

6 14

14 4-6

 4-6 4-6

12  4-6 4-6 4-6

15  4-6 4-6 4-6 3-4

   4-6 4-6 4-6 3-4 3-4

   4-6 4-6 4-6 3-4 3-4 3-4

     3-4 3-4 3-4 2-3

75        2-3 2-3

        2-3

constant tooth division engagement length (mm)

ZpZ up to

14  15

15

6

4

3

variable tooth division engagement length (mm)

ZpZ up to

 

25

35

4-6

4-5

3-4

2-3

1,4-2

A S S I S TA N C E  F O R  T HE  C O R RE C T  S EL EC T IO N 
AN D  H AN DL I N G  O F  S AW  BA N D S
E S P E C I A L LY  A DA P T E D  T O  O U R  M E TA L  B A N D  S AWS



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE
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1 3

R U N N I N G  -  I N  S AW  B A N D S

constant

B I  -  M E T A L  S AW  B A N D S 
Sharp cutting edges with extremely small edge radiuses are the

to achieve an ideal service life, we recommend you to use the

and the feed depending on the material and the dimension of

avoided that damages occur due to extremely sharp tooth cut-

B A N D W I D T H 
With horizontal machines the band width is specified by the

contour cuts the smallest radius to be cut is the limiting factor

New saw bands can tend to vibrate and make noises by

processing large workpieces, we recommend to retract over a

T O O T H  P I T C H

constant tooth pitch with uniform tooth spacing and variable
tooth pitch with different tooth spacing within a toothing

16 mm;  r =   95

13 mm;  r =   65

 6 mm;  r =    16

 3 mm;  r =     3

variable

2



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE

124

B I - M E T ALL  C O M B I
S A W  B A N D S

M I N I M U M  P U R CH A S E  3  P C S .            M O R E  S AW  B A N D S  O N  R E Q U E S T .

Description Dimensions EAN Item No.

for BS 125 GS 4260364293814 533 1250
for BS 125 GS 4260364293821 533 1245
for BS 125 GS 4260364293838 531 1250
for BS 125 GS 4260364293845 532 1250

4260364293852 532 2814
4260364293869 533 2810

for BS 151 GS - old length 4260364293876 532 1514
for BS 151 GS - old length 4260364293883 533 1445
for BS 151 GS - new length 4260364293937 536 1503
for BS 151 GS - old length 4260364293890 533 1450
for BS 151 GS - new length 4260364293968 536 1506
for BS 151 GS - new length 4260364294088 536 1508
for BS 151 GS - old length 4260364293920 533 1510
for BS 151 GS - new length 4260364294170 536 1514

4260364293944 533 1812
4260364293951 533 1810
4260364293975 533 1910
4260364293982 533 1920
4260364294217 536 1920 
4260364293999 533 1930
4260364297270 536 1930 
4260364294002 532 1710
4260364297287 536 1710
4260364294019 533 1715
4260364297294 536 1715
4260364294033 533 2304
4260364297317 533 2305
4260364297324 533 2306
4260364294026 533 2308
4260364294040 533 2310
4260364294057 531 2310
4260364294064 532 2310
4260364294071 533 2300
4260364294095 533 2730 
4260364294101 533 2758
4260364294118 533 2740 
4260364294125 531 2708
4260364294132 533 2710

for BS 279 G / GF 4260364294156 532 2610
for BS 279 G / GF 4260364294163 533 2615

4260364294224 533 3500 
4260364294231 533 3502 
4260364294248 533 3504
4260364294255 531 3504
4260364294262 533 3512
4260657652458 533 3608
4260657652465 533 3610

for 4260364295351 632 3006
for 4260364295368 632 3010
for 4260364295375 632 3014
for 4260364295382 632 7006
for 4260364295399 632 7010
for 4260364295405 633 7014



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE
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M I N I M U M  P U R CH A S E  3  P C S .           M O R E  S AW  B A N D S  O N  R E Q U E S T .

Description Dimensions EAN Item No.

for 4260364294873 632 2006
for 4260364294880 632 2008
for 4260364294897 632 2010
for 4260364294903 632 2014
for 4260364294958 632 2106
for 4260364294965 632 2108
for 4260364294972 632 2110
for 4260364294910 633 2006
for 4260364294927 633 2008
for 4260364294934 633 2010
for 4260364294996 633 2106
for 4260364295002 633 2108
for 4260364295019 633 2110
for 4260364295033 632 2306
for 4260364295040 632 2308
for 4260364295057 632 2310
for 4260364295118 632 2406
for 4260364295125 632 2408
for 4260364295132 632 2410
for 4260364295194 632 3406
for 4260364295200 632 3408
for 4260364295217 632 3410
for 4260364295071 633 2306
for 4260364295088 633 2308
for 4260364295095 633 2310
for 4260364295412 632 4006
for 4260364295429 632 4010
for 4260364295443 632 6006
for 4260364295450 632 6010
for 4260364295156 633 2406
for 4260364295163 633 2403
for 4260364295170 633 2404
for 4260364295187 633 2405
for 4260364295231 633 3406
for 4260364295245 633 3403
for 4260364295252 633 3404
for 4260364295269 633 3405
for 4260364295276 632 5603
for 4260364295283 632 5604
for 4260364295290 632 5606
for 4260364295313 633 5606
for 4260364295320 633 5603
for 4260364295337 633 5604
for 4260364295344 633 5605
for 4260364297263 633 2202
for 4260364297270 633 2203
for 4260364297287 633 2204
for 4260364297300 633 3502
for 4260364297317 633 3503
for 4260364297324 633 3504
for 4260364297348 633 6502
for 4260364297355 633 6503
for 4260364297362 633 6504
for 4260364297294 633 6603
for 4260364297331 633 6602 
for 4260364297379 633 6601

B I - M E T ALL  C O M B I
S A W  B A N D S
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P I C :  K K S  3 1 5  S A
S E M I - A U T O M A T I C 
C O L D  C I R C U L A R  S A W

K K S  3 1 5  L  /  K K S  3 1 5  S A
C I R C U L A R  C O L D  S A W S

O P T I O N A L  A C C E S S O R I E S

» coolant emulsion 

K K S  3 1 5  L  /  K K S  3 1 5  S A

» 2-step motor
» electric coolant pump

» automatically opening safety saw blade 
   protection cover
» vice with parallel tensioning and
   four separately adjustable vice jaws
» vice jaws horizontally adjustable for the best
   possible material clamping during mitre cuts
» base with integrated coolant device

PIC: head for slitting 

Description

blade size

saw blade hole

head rotation

cutting range at 45° circular

cutting range at 45° square

vice opened

speed

motor power

inlet height

weight

KKS 315 L

145 mm

-1

227 kg

EAN

Item No.

KKS 315 L

4260364290882

240 1315

KKS 315 SA

-1

KKS 315 SA

4260364290899

240 2315

P I C :  K K S  3 1 5  L

Model KKS 350 L on request       
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E - M K S  3 1 5  /  E - M K S  3 1 5  P  /
E - M K S  3 1 5  S A  N C
M E T A L  C I R C U L A R  S A W S

Description

blade size

saw blade hole

head rotation

cutting range at 45° circular

cutting range at 45° square

vice opened

speed

motor power

inlet height

weight

E-MKS 315

315 mm 

32 mm

±45°

-1

1,5 / 1,9 kW

EAN

Item No.

E-MKS 315

4260364298246

340 1315

E-MKS 315 SA NC

315 mm

32 mm

±45°

-1

1,5 / 1,9 kW

E-MKS 315 SA NC

4260364298260

340 2315

E-MKS 315 P

315 mm

32 mm

±45°

-1

1,5 / 1,9 kW

E-MKS 315 P

4260364298253

340 3315

O P T I O N A L  A C C E S S O R I E S

» speed range lower
» coolant emulsion
» coolant system with tank
» concentrate for coolant system
» roller conveyor
» saw blades

E - M K S  3 1 5  
E - M K S  3 1 5  P  ( M A N U A L  M A C H I N E  W I T H

E - M K S  3 1 5  S A  N C  ( S E M I - A U T O M A T I C 

» 2-step motor

» gearhead can be swivelled by ±45° 
» automatically opening safety saw blade protective hood
» substructure

PREMIUM-LINE
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E - K K S - M Z  3 1 5  N C
C I R C U L A R  S A W  W I T H  A U T O M A T I C 

M A T E R I A L  F E E D  A N D  P L C - C O N T R O L
PREMIUM-LINE

NEW

E-KKS-MZ 315 NC

4260364298529

340 0315

EAN

Item No.

Description

saw blade diameter

saw blade bore

speeds

motor power

weight

E-KKS-MZ 315 NC

315 mm

32 mm

-1

E - K K S - M Z  3 1 5  N C

» machine for straight saw cuts with 
   servo-controlled material feed
» hydropneumatic operation of saw head 
   allows a smooth lowering for an optimal cut
» two speeds
» PLC-control
» coloured touch screen
» up to four cutting lengths per part
»
» coolant tank and pump included

O P T I O N A L  A C C E S S O R I E S

» roller block
» saw blade
» roller conveyors

W I T H  F E E D  A N D  D I G I T A L  D I S P L A Y

Saw blade is not included in scope of delivery.
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Saw blade is not included in scope of delivery.

NEW

PREMIUM-LINE

E - K K S - M Z  3 5 0  V
C I R C U L A R  S A W  W I T H  A U T O M A T I C 

M A T E R I A L  F E E D  A N D  P L C - C O N T R O L

E-KKS-MZ 350 V

4260657651444

340 0350

EAN

Item No.

Description

saw blade diameter

saw blade bore

speeds

motor power

weight

E-KKS-MZ 350 V

32 mm

-1

E - K K S - M Z  3 5 0  V

» machine for straight saw cuts with servo-
   controlled material feed
» hydropneumatic operation of saw head 
   allows a smooth lowering for an optimal cut
» speed range is stepless
»
» coloured touch screen
» up to four cutting lengths per part
»
» coolant tank and pump included

O P T I O N A L  A C C E S S O R I E S

» bundle loading device
» roller block
» saw blade
» roller conveyors

P I C :  O P T I O N A L  D E G R A D I N G  M A C H I N E 
W I T H  D I G I T A L  D I S P L A Y  O N  R E Q U E S T
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E - V K K S  3 5 0  /  E - V K K S  4 0 0

S A W  H E A D

E - V K K S  3 5 0  /  E - V K K S  4 0 0

» semi-automatic vertical circular saw 
» hardened vertical guides
» hydropneumatic feed for even saw cut
» foot pedal
» saw head with heavy-duty worm gearbox
» stepless speed adjustment

» 
» with coolant device and chip container

E-VKKS 350

4260364298505

340 1350

EAN

Item No.

Description

saw blade diameter

saw blade bore

cutting capacity 45° circular

cutting capacity 45° square

cutting capacity 45° 

speeds

motor power

weight

E-VKKS 350

32 mm

36 / 72 min-1

Saw blade is not included in scope of delivery.

E-VKKS 400

4260364298512

340 1400

E-VKKS 400

-1

O P T I O N A L 
A C C E S S O R I E S

» roller blocks 

» roller conveyors

» saw blades
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E - K K S  3 5 0 - 8 0  V  /  E - K K S  3 6 0 - 1 0 0  V
F U L L Y  A U T O M A T I C  C I R C L E  S A W S

E - K K S  3 5 0 - 8 0  V  /  E - K K S  3 6 0 - 1 0 0  V
» sawing head with very stable vertical guide, prevents vibration of the saw blade

» transmission design for maximum service life sawing
» material feed is designed for slight parallelism to compensate
» intuitive and user-friendly operation with touch screen
» possibility to program several cutting lengths per part
» safety covers for maximum operator protection and comfort

Description

cutting performance circular

opening vice

saw blade speed 

saw blade diameter

working height

motor power

servo motor Feed

weight

E-KKS 350-80 V

5,5 kW

EAN

Item No.

E-KKS 360-100 V

11 kW

E-KKS 350-80 V

4260364296174

340 2350

E-KKS 360-100 V

4260364299939

340 2360

O P T I O N A L 
A C C E S S O R I E S

» The material feed 
   table enables 
   continuous cutting

E-KKS 460-150 V

11 kW

E-KKS 360-100 V

4260364299939

340 2360
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A K S  4 0 0
A L U M I N U M  C I R C U L A R  S A W        

A K S  4 0 0

» semi-automatic cutting machine for cutting 
   of aluminum and aluminum alloys: 
   solid material and profiles
» stable and strong construction
» simple and easy operation
» precise cut

» 2 pneumatic quick action vices with PTFE coated jaws

Description

blade size

head rotation

cutting range at 45° circular

cutting range at 45° square

cutting range at 45° 

speed

motor power

weight

AKS 400

-45° up to +45°

-1

275 kg

R I G H T  O P T I O N A L

AKS 400

4260364290929

241 0400

EAN

Item No.

Roller Conveyor for AKS 400
left / right

4260364297300

532 0403

EAN

Item No.
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Description

blade size

head rotation

cutting range at 45° circular

cutting range at 45° square

cutting range at 45° 

speed

motor power

weight

EAN

Item No.

E-UAKS 450

-45° up to +45°

-1

E-UAKS 450

4260364298536

340 0450

E-UAKS 550

-45° up to +45°

155 mm

155 x 155 mm

-1

E-UAKS 550

4260364298543

340 0550

E - U A K S  4 0 0  /  E - U A K S  4 5 0  
E - U A K S  5 5 0
A L U M I N U M  C I R C U L A R  S A W S       

E - U A K S  4 0 0  /  E - U A K S  4 5 0
E - U A K S  5 5 0

» semi-automatic machine for the cutting of

   light alloys
» stable and strong construction
» simple and easy operation
» precise cut
» mitre in both directions
» 2 pneumatic quick action vices with PTFE 
   coated jaws
» with pneumatic saw feed
» coolant unit for cutting aluminum and 
   thermosetting plastics

O P T I O N A L  A C C E S S O R I E S

» material support with measuring system 

» roller and measuring track system with  

» horizontal workpiece clamps

E-UAKS 400

-45° up to +45°

-1

132 kg

E-UAKS 400

4260364298284

340 0400



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE

134

E - A K S  2 L - 4 2 0  /  E - A K S  2 L - 4 5 0 
E - A K S  2 L - 5 0 0
D O U B L E  M I T R E  A L U M I N U M  C I R C U L A R  S A W S

Description

blade size

head rotation

cutting range at 45° circular

cutting range at 45° square

speed

motor power

weight

E-AKS 2L-500

-45° up to +45°

-1

EAN

Item No.

E-AKS 2L-500

4260364298567

340 2500

E - A K S  2 L - 4 2 0  /  E - A K S  2 L - 4 5 0  /  E - A K S  2 L - 5 0 0

PREMIUM-LINE

E-AKS 2L-420

-45° up to +45°

-1

E-AKS 2L-420

4260364298550

340 2420

E-AKS 2L-450

-45° up to +45°

135 mm

135 x 135 mm

-1

E-AKS 2L-450

4260364297850

340 2450
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T M  3 5 0  /  E - T M  3 5 0  P R O F I
C U T T I N G  M A C H I N E S

T M  3 5 0  /  E - T M  3 5 0  P R O F I

» stationary cutting machine with cutting disc for 
   solid materials and profiles
» solid and forceful construction
» easy to operate
» turnable saw head 45° to the left & right
» main switch and load protection
» control handle with security switch

   model Profi for rough workshop operation

Description

head rotation

cutting range at 45° circular

cutting range at 45° square

vice opened

speed

motor power

inlet height

weight

TM 350

±45°

-1

EAN

Item-No.

TM 350

4260364290912

241 0350

O P T I O N A L  A C C E S S O R I E S

» roller stand
» roller conveyor

E-TM 350 PROFI

4260364298574

341 0350

E-TM 350 PROFI

±45°

-1
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E - V B S  4 6 0  D G V

» coolant device
» hydraulic vice
» driven movable guide arm
» hydraulic vertical vices for bundle clamping
» shut-off at end of material
» motor-driven chip brush
» robust machine base
» infinitely variable speed adjustment
» saw bow made of solid steel
» high-quality hydraulic components

Optional accessories are available on request.

E - V B S  4 6 0  D G V
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EAN

Artikel-Nummer

Description

cutting range at

cutting range at 

cutting range at +45° / -45°

cutting range at

cutting range at
*with optional top tensioning device

mitre

cutting speed

saw band length

motor power

inlet height

weight

E-VBS 460 DGV

E-VBS 460 DGV

4260657652472

340 3460
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V B S  3 0 0  /  V B S  4 0 0 
V B S  5 0 0  /  V B S  5 8 5

VBS 500

min-1

3 - 16 mm

Description

table size

space between stand-saw band

cutting speed

saw band length

sawband height

motor power

weight

VBS 585

336 mm

min-1

6 - 19 mm

555 kg

EAN

Item No.

VBS 500

4260364296150

241 0500

VBS 585

4260364296167

241 0585

VBS 400

min-1

3 - 16 mm

VBS 400

4260364296143

241 1400

» user-friendly vertical band saw for metal
» table swivelable -45° to the right and -15° 
   to the left
» infinitely variable cutting speed
» adjustable tape guide
» tape cutting device
» tape welding device
» tape grinding machine
» LED working light

VBS 300

min-1

3 - 16 mm

275 kg

VBS 300

4260657651932

241 1300
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Grinding

139
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D S  1 5 0  /  D S  1 7 5  /  D S  2 0 0
D O U B L E  E N D E D  G R I N D E R S

D S  1 5 0  /  D S  1 7 5  /  D S  2 0 0

» solid quality double ended grinder for the 
   professional machining of work parts of metal
» adequate for long-term work
» massive stable construction with
   maintenance free electro motors
» aluminium casting body

» high smoothness and longevity by
   balanced rotor with quality ball bearings
» protection of flying sparks by 2 makrolon covers
» adjustable and massive work part plating
» scope of supply: 2 universal aluminium oxide abrasive   
   wheel

P I C :  D S  1 7 5

Description

dimensions of grinding disk / bore

speed

motor power

weight

DS 150

ø ø 32 mm

-1

16 kg

DS 175

ø 175 x 25 mm, ø 32 mm

-1

DS 200

ø ø 32 mm

-1

27 kg

EAN

Item No.

DS 150

4260364290936

226 2150

DS 175

4260364290943

226 2175

DS 200

4260364290950

226 2200
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GSA-E 1.200-24 HV

Zu allen Modellen ist optional 
ein fahrbnarer Aufspanntisch 

I S M  2 5 0  /  I S M  2 5 0  F  /  I S M  5 0 8  T
C O M B I N E D  G R I N D I N G  M A C H I N E S

Description

dimensions of grinding belt

dimensions grinding disc

speed

gradient of work table

motor power

weight

ISM 250 F

-1

-

I S M  2 5 0  /  I S M  2 5 0  F  /  I S M  5 0 8  T

» stepless speed adjustment
» 
» powerful pulling power due to powerful motor
» uncomplicated, tool-free grinding belt replacement
» substructure with lockable door
» tool compartment included in scope of delivery
» individually swivelling grinding arm with suction connection
» 

EAN

Item No.

ISM 250 F

4260364294385

225 9000

ISM 250

-1

-

75 kg

ISM 250 

4260364297775

225 9001

ISM 508 T

-1

down 45°

252 kg

ISM 508 T

4260657652489

225 9002
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NEW

Description

grinding wheel dimension

table dimension

stand

slope of worktable

speed

motor power  

weight

EAN

Item No.

TS 508 

45° downwards

rpm

1,5 kW

155 kg

TS 508

Disc grinding machine is suitable for surface finishing of metals, 
 

 
» with adjustable speeds, for many requirements 
» simple bevel adjustment via handwheel vertically up to 45  
» with practical connection for all workshop vacuums  
» a stable base ensures precise grinding

TS 508 V

4260657652496

225 0508

P I C :  M I L L I M E T R E  S C A L E

T S  5 0 8 
D I S C  G R I N D E R
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Description

belt size

contact wheel

belt speed

grinding rest

motor power

weight

BSM 75

34 m/sec

75 mm continous

BSM 75-2

17 m/sec / 34 m/sec

75 mm continous

EAN

Item No.

BSM 75

4260364290967

225 5075

BSM 75-2

4260364290974

225 6075

TBSM 100-2

-

9,5 m/sec / 19 m/sec

44 kg

TBSM 100-2

4260364296181

225 5102

Description

EAN

Item No.

Stand for TBSM 100-2

4260364296075

525 0102

BSM 75 A

4260657650409

225 7075

P I C :  B S M  7 5  A 
W I T H  I N T E G R A T E D  D U S T 
C O L L E C T O R

BSM 75 A

33 m/sec

75 mm continous

TBSM 100-2 / BSM 75 / BSM 75-2 / BSM 75 A 

» 2 speed motor BSM 75-2 
» vibration free running
» quick adjustment into horizontal / vertical position
» continuously surface grinding area by opening the cover
» quick sanding belt tension
» powerful motor 3 kW
» fast tension for the grinding belt
» time-safing deburring

T B S M  1 0 0 - 2  W I T H  2 - S P E E D  M O T O R 
B S M  7 5  /  B S M  7 5 - 2 W I T H  2 - S P E E D  M O T O R  /  B S M  7 5  A
M E T A L  B E L T  G R I N D E R S



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE

144

B S M  1 5 0  /  B S M  1 5 0 - 2  2  B E L T  S P E E D S 
B S M  1 5 0  A  /  B S M  2 2 0
M E T A L  B E L T  G R I N D E R S

BSM 150 / BSM 150-2 / BSM 150 A / BSM 220

» vibration free running
» quick adjustment into horizontal / vertical position
» continuously surface grinding area by opening the
   cover

BSM 150

37 m/sec

BSM 150

4260364290981

225 5150

BSM 220

29 m/s

BSM 220

4260364296198

225 5220

Description

belt size

contact wheel

belt speed

grinding rest

motor power

weight

EAN

Item No.

» quick sanding belt tension
» powerful motor
» fast tension for the grinding belt

BSM 150 A

33 m/sec

135 kg

BSM 150 A

4260657650416

225 7150

BSM 150-2

2,3 kW / 3 kW

BSM 150-2

4260364290998

225 6150
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E - H B S M  7 5
B A N D  G R I N D I N G  M A C H I N E S

P I C :  E - H B S M  7 5

E - H B S M  7 5

» 3 interchangeable rollers allow to grind contours
» high belt speed
» vibrationless operation 
» surfaces and contours can be grinded by a 
   combination of sanding belt and different 
   deflection rollers 

Description

band dimension

motor power

weight

EAN

Item No.

E-HBSM 75

1,1 kW

E-HBSM 75

4260657651475

325 5075

P I C :  G R I N D I N G  S T A T I O N  1

P I C :  G R I N D I N G  S T A T I O N  2
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KRBS 100

-1

KRBS 100

4260364294408

225 7202

K R B S  1 0 0
T U B E  G R I N D I N G  M A C H I N E

K R B S  1 0 0

» for grinding tubes and profiles on the front side, face grinding on the
   upper side and burring grinding on the back

» quick change between pipe grinding and band grinding
» a powerful clamping device guarantees excellent grinding results
» standard grinding belt with 36 grit
» powerful motor
» nearly all adjustments accomplishable without tool
» with integrated grinding roll holder for optionally available grinding rolls
   with different diameters
» with pivotable protection glass
» tool for maintenance included in scope of delivery
» two belt speeds - for grinding steel and stainless steel
» with two chip trays
» integrated connecting piece for metal exhausters
» easily removeable chip trays
 
Scope of delivery KRBS 100

» 1x standard grinding band with graining K 36
» 2x chip trays
» 1x screw wrench
» 

Description

belt size

belt speed

grindable diameter

adjustable grinding angle

motor power

speed

weight

EAN

Item No.

Roller Sets

ø 26 mm

ø 32 mm

ø 42 mm

ø 76 mm

Item No.

625 6020

625 6026

625 6032

625 6042

625 6048

625 6060

625 6076
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E - K R B S  1 0 0 - 9 0  /  E - K R B S  1 0 0 - 1 7 0

Conveniently operated pipe and profile grinding machine

» quick clamping device
» easy to change rollers for different grinding 
   diameter
» standard grinding belt with grain size K36
» powerful motor
 
Scope of delivery

» 
» 6

E-KRBS 100-90

E-KRBS 100-90

4260364298581

325 9010

Description

belt size

grindable diameter

adjustable grinding angle

motor power

weight

EAN

Item No.

E-KRBS 100-170

E-KRBS 100-170

4260364298598

325 1710

      C L O S E D  A N D  O P E N E D

PREMIUM-LINE

E - K R B S  1 0 0 - 9 0  /  E - K R B S  1 0 0 - 1 7 0
T U B E  G R I N D I N G  M A C H I N E
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E - R S M  1 1 4
P I P E - G R I N D I N G  A N D  P O L I S H I N G  M A C H I N E

PREMIUM-LINE

P I C :  E - R S M  1 1 4

Description

tube diameter

belt speed

belt size

motor power

weight

EAN

Item No.

E - R S M  1 1 4

» for grinding round and oval pipes,
   rectangular tubes only with the E-RSM 114
» stepless adjustable speed of grinding belt
» foot pedal to control the rotation head
» profile is fed with hand wheel in feed unit 
   stretched
» feed unit with rubber rollers ensures a safe  
   transport of the workpiece
» uniform deburring, cleaning or polishing of tubes
» automatic feed

P I C :  F E E D  U N I T

E-RSM 114

2

355 mm

3 - 22 m/s

E-RSM 114

4260364296204

354 1114

P I C :  W I T H O U T 
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E - P B S M  3 0 0  S B
G R I N D I N G  A N D  P O L I S H I N G  M A C H I N E

E - P B S M  3 0 0  S B

» suitable for grinding, deburring and finishing metals with a flat surface 
   flat surfaces such as stainless steel, steel, aluminium, brass, copper,

» rubber-coated contact wheels provide optimum surface 
   quality during wet grinding of profile and surface parts
» possibility of wet or dry grinding
» adjustable pressure and height setting
» high surface quality even on soft materials such as aluminium, 
   with speed control
» speed adjustable conveyor system
» electronic oscillation of the sanding belt

Scope of delivery

» grinding belt
» grinding brush

E-PBSM 300 SB

3 - 15 m/s

min-1

analog

E-PBSM 300 SB

4260657652502

325 5300

Description

working width

workpiece height

brush running speed 

grinding belt length S

operator interface

motor power S

motor power B

weight

EAN

Item No.

P I C :  G R I N D I N G  B E L T
A N D  B R U S H  U N I T 

B - Grinding brush unit

S - Grinding belt unit
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E - P B S M  3 0 0  S 
E - P B S M  3 0 0  2 S  /  E - P B S M  3 S
G R I N D I N G  A N D  P O L I S H I N G  M A C H I N E

Description

working width

workpiece height

grinding belt dimensions

belt speed 

conveyor belt motor power

user interface

motor power 

weight

EAN

Item No.

E-PBSM 300 S

3 - 15 m/s

analog

E-PBSM 300 S

4260657652519

325 5301

E-PBSM 300 2S

3 - 15 m/s

analog

E-PBSM 300 2S

4260657652526

325 5302

E-PBSM 300 3S

3 - 15 m/s

1,1 kW

analog

E-PBSM 300 3S

4260657652533

325 5303

» suitable for grinding, deburring and finishing 
   of metals with flat surfaces such as stainless steel, 

» rubber-coated contact wheels provide an optimum 
   surface quality when wet grinding of profile and 
   surface parts
» possibility of wet or dry grinding
» adjustable pressure and height setting
» high surface quality even on soft materials 
   such as aluminium, with speed control
» speed adjustable conveyor system
» electronic oscillation of the sanding belt
» standard with one, two or three grinding

Scope of delivery
» 1 / 2 / 3x 

B - Grinding brush unit

S - Grinding belt unit
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E - M B S M  1 . 1 0 0  2 S  /  E - M B S M  1 . 3 5 0  2 S
A U T O M A T I C  M E T A L  B E L T  G R I N D E R

P I C :  T W O  G R I N D I N G  B E L T  U N I T S 

Description

working width

workpiece height

grinding belt dimensions

belt speed 

carrier belt feed

working pressure

conveyor belt feed

motor power 

weight

EAN

Item No.

E-MBSM 1.100 2S

3 - 15 m/s

adjustable speed

6 bar

1,5 kW

E-MBSM 1.100 2S

4260657652540

325 5112

E-MBSM  1.350 2S

3 - 15 m/s

adjustable speed

6 bar

2,2 kW

E-MBSM 1.350 2S

4260657652557

325 5132

» 
» variable feed motor, for adjustable feed speed 
   feed rate
» automatic grinding belt centring
» easy operation via NC control with touch screen
» motorised height adjustment of the work table
» large work surface and abrasion-resistant 
   conveyor belt
» electronic oscillation of the sanding belt

» fields of application: Deburring, surface grinding 
   and finish grinding

Scope of delivery
» 2x 

B - Grinding brush unit

S - Grinding belt unit

PREMIUM-LINE

NEW
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E - M B S M  1 . 3 5 0  S B
A U T O M A T I C  M E T A L  B E L T  G R I N D E R

B - Grinding brush unit

S - Grinding belt unit

E - M B S M  1 . 3 5 0

» 
» variable feed motor, for adjustable feed speed
» automatic grinding belt centring
» easy operation via NC control with touch screen
» motorised height adjustment of the work table

» electronic oscillation of the sanding belt

» fields of application: Deburring, edge rounding, surface grinding 
   and finish grinding

Scope of delivery

» 
» 

E-MBSM 1.350 SB

2

3 - 15 m/s

min-1

Ø 115 mm / 
borehole 25 mm 

E-MBSM 1.350 SB

4260657652564

325 5135

Description

working width

workpiece height

brush running speed 

grinding belt length S

brush dimension B

motor power S

motor power B

weight

EAN

Item No.

P I C :  B R U S H  U N I T  
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H F S M  4 0 2 0  /  H F S M  5 0 2 5  /  H F S M  6 0 3 0  /  H F S M  8 0 4 0

With standard accessories grinding wheel flange, balancing mandrel, coolant container, working lamp, 

H F S M  4 0 2 0  /  H F S M  5 0 2 5  /
H F S M  6 0 3 0  /  H F S M  8 0 4 0
F L A T -  A N D  S U R F A C E  G R I N D I N G  M A C H I N E

» parallel dresser
» grinding wheel flange
» magnetic separator

O P T I O N A L  A C C E S S O R I E S

» extraction device
» coolant device with filter belt
» balancing scale

Description

table size

distance: table and spindle

vertical feed

table feed

grinding wheel size

spindle speeds

motor power

weight

HFSM 4020

manual

manual

-1

1,2 kW

EAN

Item No.

HFSM 4020

4260364297669

227 0402

HFSM 5025

275 mm

automatic 6 steps

automatic 7 - 23 m/min

-1

2,2 kW

HFSM 5025

4260364297676

227 1502

HFSM 6030

765 mm

automatic 6 steps

automatic 7 - 23 m/min

-1

5,5 kW

HFSM 6030

4260364297683

227 1603

HFSM 8040

automatic 6 steps

automatic 7 - 23 m/min

-1

5,5 kW

HFSM 8040

4260364297690

227 1804
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E - V F S M  1 5 0 
M A N U A L  S U R F A C E  G R I N D I N G  M A C H I N E

W I T H  E L E C T R O M A G N E T I C  C L A M P I N G  P L A T E

Description

max distance grinding 
wheel - table

grinding wheel

vertical feed value

spindle taper

table size

motor power

motor speed

weight

E-VFSM 150

» stable construction for high rigidity
» coolant system
» grinding head is moved manually 
» height adjustment by hand wheel
» magnetic clamping plate

O P T I O N A L  A C C E S S O R I E S
 
» permanent magnet clamping plate
» rotating plate with magnet
» LED machine light

NEW

PREMIUM-LINE

-
M A G N E T I C  C L A M P I N G  P L A T E

E-VFSM 150

-1

EAN

Item No.

E-VFSM 150

4260657650102

325 7315

P I C :  M O D E  O F 
O P E R A T I O N
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Description

belt size

material thickness

speed

table size

working pressure 

motor power 

weight

E-ZB BSM 2.100 

6 bar

EAN

Item No.

E-ZB BSM 2.100 

4260364294392

340 5210

E-ZB BSM 2.100

surfaces, compensation of unevenness, 

steel, stainless steel and 

Large components can be fed from the front and 

control cabinets, housings, hoods, 
furniture parts, frame parts in automotive and 
aircraft construction, apparatus housings, 
lamp housings, waste containers, 

» manually adjustable table
» high work safety through 
   self-contained system
» LED work light
» pneumatic control system
» rubber roller pressing system

Other lengths available on request.

E - Z B  B S M  2 . 1 0 0
D O U B L E  B E L T  G R I N D E R
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Sheet Metal 
Forming Machines
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WB 100

» stable construction to mount directly onto the
   workbench
» stepless adjustable bending stop
» with eccentric quick tension for rational working

» high repeat precision through bending angle stop
» ideal for plumbers and repair workshops   

UBM

» to bend angles, strips, round - and square materials
» ideal for workshops and modelmakers
» suitable to repair doors,
   balcony fence, steel brass and copper

UB 40

» to bend flat, square and round material
» economic turn of usual shapes and bends
» easily transportable, suitable for installation in service vehicles

UB 40

15 mm

13 x 13 mm

23 kg

UB 40

4260364291117

225 0004

Description

round steel

square steel

angle steel

round steel

square steel

angle steel

weight

WB  100

29 kg

EAN

Item No.

WB 100

4260364291124

225 0010

Description

strip steel - radius bend

strip steel - sharp bend

round steel

square steel

reinforced steel

working height

baseplate dimensions

distance mounting holes

weight

UBM

16 mm

6 x 16 mm

12 mm

195 x 195 mm

35 kg

EAN

Item No.

UBM

4260364291131

225 0100

P I C :  U B M

U B  4 0  /  W B  1 0 0  /  U B M

Description

bending capacity - strip steel

bending capacity - round steel

bending capacity - square steel

weight

EAN

Item No.
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R B  1 0  T  /  R B E  1 0  T

» with folding bend frame for rational working
» including 6 pulley sets 1/ 2”, 3/ 4”, 1”, 1 1/ 4”, 1 1/ 2” and 2”
» universal applications for water, gas and boiler pipes
» tripod stand for safe working

» also suitable for copper and annealed pipes

R B E  1 0  T

» electric version 

Description

bending capacity

piston pressure

stroke length

weight

RB 10 T

1/2“ - 2“

42 kg

RBE 10 T

1/2“ - 2“

53 kg

EAN

Item No.

RB 10 T

4260364291148

225 0122

RBE 10 T

4260364291155

225 1122

R B  1 0  T  /  R B E  1 0  T 
H Y D R A U L I C  P I P E  B E N D I N G  M A C H I N E S
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EAN

Item No.

HCP 40

4260657651864

262 0040

HCP 50 NC

4260657651925 

262 0050

NEW

H C P  4 0  /  H C P  5 0  N C  /  H C P  8 0  N C
P I P E  B E N D I N G  M A C H I N E S

HCP 80 NC

4260657652779

262 0080

HCP 40  /  HCP 50 NC / HCP 80 NC

» for bending low-carbon round tubes, stainless steel tubes, square tubes and round steel
» solid, stable construction for high efficiency

   as well as program recall for mass production

   as well as program recall for mass production

S T A N D A R D

M A T R I C E S  S E T

Description

pipe diameter

wall thickness

bending radius

motor power

weight

HCP 40

1 - 3 mm

Dx3/4

1,5 kW

HCP 50 NC

16 - 51 mm

1 - 5 mm

2,2 kW

HCP 80 NC

1 - 9 mm

5,5 kW
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EAN

Item No.

E-MRB 42

1,3 U/min

1,5 kW

E-MRB 42

4260657650430

362 0042

E-MRB 42 / E-MRB 60 

» tube bending machines for mobile or stationary use with PLC control

» 5 bends can be stored per part 
» automatic return to reference point
» included in delivery is a pipe-forming tool with holder

E-MRB 60

1,25 - 2,5 U/min

3,5 kW

E-MRB 60

4260657650454

362 0060

P I C :  E - M R B  4 2

O P T I O N A L  A C C E S S O R I E S

» various forming tools
» stand 

E - M R B  4 2  /  E - M R B  6 0 
P I P E  B E N D I N G  M A C H I N E S

Description

bending speed

motor power

weight

D I G I T A L  C O N T R O L N

P I C :  E X A M P L E  O F 
A P P L I C A T I O N
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» drive system: with gear
» ideal for industry and handcraft
» high-quality machine

E-FFM 12-4,0

6 m/min

465 kg

E-FFM 12-4,0

4260364294637

354 3140

E-FFM 12-4,1

6 m/min

465 kg

E-FFM 12-4,1

4260364294644

354 3141

7  S T A T I O N S  F O L D I N G  M A C H I N E S

9  S T A T I O N  F O L D I N G  M A C H I N E

fold forms 1 = E-FFM 12-4,0

fold forms 2 = E-FFM 12-4,1

Please specify fold forms (types 1-4):

Description

operating speed

motor power

weight

EAN

Item No.

E - F F M  1 2 - 4 , 0  /  E - F F M  1 2 - 4 , 1
F O L D I N G  M A C H I N E S

Further machine versions on request.
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E - P F M  1 3  P N E U M A T I C 
E - M F M  1 3  M O T O R I S E D

» gear-driven clamping system
» easy operation due to pneumatic pressure piston
» clamping and rotation controlled by foot pedal
» protection of the pneumatic system by air filter 
» 
» hardened folding rollers
» sliding system with ball bearing
» construction according to EMC safety specifications 
   according to CE

Description

seam length

operating pressure

pressure output

motor power

weight

E-PFM 13 

1,2 mm

P I C :  E - P F M  1 3  P N E U M A T I C

EAN

Item No.

E-PFM 13 

4260364294620

354 3013

PREMIUM-LINE

E-MFM 13

1,2 mm

-

E-MFM 13

4260657652571

354 3113

E - P F M  1 3  /  E - M F M  1 3
L O C K  S E A M I N G  M A C H I N E S

P I C :  E - P F M  1 3  M O T O R I S E D

E X A M P L E  O F  A P P L I C A T I O N
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E - M F M  2 0
M O T O R I S E D  L O C K  S E A M E R  M A C H I N E

E - M F M  2 0

» gear-driven clamping system
» 
» manually adjustable pressure
» stroke adjustment
» hardened folding rollers
» sliding system with ball bearing
» available with optional light barrier
» construction according to EMC safety specifications 
   according to CE

Description

seam length

motor power

weight

E-MFM 20

1,2 mm

EAN

Item No.

E-MFM 20

4260657652588

354 3120E X A M P L E S  O F  U S E
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164

Description

bending capacity tubes

radius min

radius max

bending of full material

bending of square pipe

bending speed

motor power

weight

E-TBM 60 NC

3x tube diameter

3 m/min

2,2 kW

E-TBM 76 NC

St 76 x 3 mm / Alu 76 x 6 mm

3x tube diameter

45 mm

7 m/min

3 kW

EAN

Item No.

E-TBM 60 NC

4260364296228

351 3060

E-TBM 76 NC

4260364296235

351 3076

E - T B M  6 0  N C  /  E - T B M  7 6  N C
T U B E  B E N D I N G  M A C H I N E S

E - T B M  6 0  N C  / 
E - T B M  7 6  N C

» solid welded construction

» workbench with boreholes for 
   holding tools
» NC control with display

» standard accessories: roller 
   burnishingtool

O P T I O N A L  A C C E S S O R I E S

» 
   pipe diameters
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Description

enlarged diameter

reduction diameter

motor power 

weight

EAN

Item No.

E-RFM-H 60-1

E-RFM-H 60-1

4260657652595

362 4601

PREMIUM-LINE

NEW

E-RFM-H 60-1 / E-RFM-H 90-1 

Hydraulic tube end forming machine in high quality 
design, enables a powerful and reliable bending 

» for expanding and reducing pipe ends 
» with a tube end tool as standard
» quick and easy tool changing system
» movable foot pedal enables positioning of the 
   workpiece with both hands

O P T I O N A L
» various pipe end tools on request available

E-RFM-H 90-1

E-RFM-H 90-1

4260657652601

362 4901

E X A M P L E S  O F  U S E

P I C :  T O O L  C H A N G I N G  S Y S T E M

E - R F M - H  6 0 - 1  /  E - R F M - H  9 0 - 1
H Y D R A U L I C  P I P E  E N D  F O R M I N G  M A C H I N E
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PREMIUM-LINE

NEW

P I C :  T O O L  C H A N G I N G  S Y S T E M

Description

enlarged diameter

reduction diameter

motor power 

weight

EAN

Item No.

E-RFM-H 60-2

E-RFM-H 60-2

4260657652618

362 4602

E-RFM-H 90-2

E-RFM-H 90-2

4260657652625

362 4902

E-RFM-H 60-2 / E-RFM-H 90-2 

Hydraulic tube end forming machine in high 
quality design, enables a powerful and reliable 
bending process in every workshop

» 2 workstations for fast work with high cycle times
» for expanding and reducing pipe ends
» with two pipe end tools as standard
» quick and easy tool changing system
» 2 pistons
» movable foot pedal enables the positioning 
   of the workpiece with both hands

O P T I O N A L
» various pipe end tools on request available

E - R F M - H  6 0 - 2  /  E - R F M - H  9 0 - 2
H Y D R A U L I C  P I P E  E N D  F O R M I N G  M A C H I N E
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E - R D B M  3 2  M  /  E - R D B M  3 2  H D 
T U B E  B E N D I N G  M A C H I N E S  W I T H  M A N D R E L

Description

working lenght

motor power

weight

EAN

Item No.

E - R D B M  3 2  M  /  E - R D B M  3 2  H D

Mandrel bending machines in high quality for individual production up to medium lot sizes of thin-walled steel tubes, 

» with a die as standard
» mobile foot pedal with emergency stop switch

E-RDBM 32 M

32 x 3 mm

elektrisch

2,2 kW

E-RDBM 32 M

4260657650485

351 3132

E-RDBM 32 HD

32 x 3 mm

3,7 kW

E-RDBM 32 HD

4260657651789

351 5132

» square mounting

O P T I O N A L
» die sets in the desired size

P I C :  4 , 7 "  T F T 
T O U C H S C R E E N  D I S P L A Y

P I C :  M A N U A L  S C A L E  W I T H 
A N G L E  S E T T I N G S



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE

E - R D B M  N C - M O D E L S
P I P E  B E N D I N G  M A C H I N E S  W I T H  M A N D R E L

E - R D B M  N C - M O D E L S

 A C C E S S O R I E S

» machine offers the possibility to bend with or without mandrel
» NC control for 99 storable programs 
» operation automatically or manually possible

» quantity evaluation in the controller 
» mobiles foot pedal with emergency stop
» bending angle is measured via encoder 

» bending process hydraulic
» hydraulic material clamping 
» control panel with key switch
» overload protection

O P T I O N A L E  A C C E S S O R I E S

» additional tools
» manual feed with display
» feed with servo drive

» laser light cut-off
» mandrel lubrication system
» oil preheating device 
» mandrel in different length



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE
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Description

mandrel length

motor power

weight  

EAN

Item No.

E-RDBM 38 NC

3 mm

7,5 kW

E-RDBM 38 NC

4260657650508

351 3238

E-RDBM 51 NC

51 mm

3 mm

E-RDBM 51 NC

4260657650515

351 3251

E-RDBM 65 NC

65 mm

4 mm

16 kW

E-RDBM 65 NC

4260657650522

351 3265

E-RDBM 90 NC

4 mm

E-RDBM 90 NC

4260657650539

351 3290

Description

mandrel length

motor power

weight  

EAN

Item No.

bending unit

hydraulic mandrel

pipe feed

E-RDBM 76 NC

76 mm

4 mm

16 kW

E-RDBM 76 NC

4260657650492

351 3276



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE

E - R D B M  C N C - M O D E L S
P I P E  B E N D I N G  M A C H I N E S  W I T H  M A N D R E L

E - R D B M  C N C - M O D E L S

A C C E S S O R I E S

» feed and bending movement via servo motor
» mobile control panel with 21" touch screen
» control with 3D simulation
» workpiece length calculation
» remote diagnosis
» machine offers the possibility to work with or without mandrel to bend
» NC control for 99 storable programs
» operation automatically or manually possible

» quantity evaluation according to time in the control 
» mobile foot pedal with emergency stop
» bending angle is measured via encoder 

» bending process hydraulic
» hydraulic material clamping
» control panel with key switch
» overload protection
» oil cooler 
» cooling system for the electrical system
  
 

O P T I O N A L  A C C E S S O R I E S 

» additional tools
» manual feed with display
» feed with servo drive

» laser light cut-off
» mandrel lubrication system
» oil preheating device 
» mandrel in different length

PREMIUM-LINE

P I C :  E - R D B M  4 2  C N C
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QUALITY PRODUCT RECOMMENDED RETAIL PRICE
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Description

mandrel length

motor power

EAN

Item No.

E-RDBM 38 CNC

3 mm

7,5 kW

E-RDBM 38 CNC

4260657650553

351 3338

E-RDBM 51 CNC

51 mm

3 mm

13,5 kW

E-RDBM 51 CNC

4260657650577

351 3351

E-RDBM 65 CNC

65 mm

4 mm

15,5 kW

E-RDBM 65 CNC

4260657650584

351 3365

E-RDBM 90 CNC

4 mm

27,5 kW

E-RDBM 90 CNC

4260657650591

351 3390

Description

mandrel length

motor power

EAN

Item No.

pipe feed bending unit

hydraulic mandrel 3D Simulation on screen

E-RDBM 76 CNC

76 mm

4 mm

23,5 kW

E-RDBM 76 CNC

4260657650560

351 3376



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE

172

S M  0 8

» special steel shaft
» to carry easily
» heavy duty cast iron construction
» adjustable bottom shaft
» in order to produce of different pipe connections
» swiveling machine body with table clamp device
» standard with 6 different roll sets

E X A M P L E  O F  U S E

standard roller sets

Description

distance between roll centres

working range

depth

length

height

weight

SM 08

515 mm

22 kg

EAN

Item No.

SM 08

4260364291162

225 1008

S M  0 8
D E B U R R I N G  M A C H I N E  M A N U A L
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E - S M  1 2
D E B U R R I N G  M A C H I N E  M A N U A L

E - S M  1 2

» heavy duty cast iron construction
» portable and easy to transport

» special steel shaft
» adjustable upper shaft

Description

wave length

roller diameter

roller speed

working radius

motor power

weight

EAN

Item No.

E X A M P L E  O F  U S E

S T A N D A R D

E-SM 12

1,2 mm

62 mm

-

manual

E-SM 12

4260364291179

354 1210

O P T I O N A L



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE

174

E - S M  1 2  M P

» heavy duty cast iron construction
» substructure
» foot pedal

» adjustable bottom shaft
» self-braking motor

E - S M  1 2  M P 
E L E CT R I CA L  D E B U R RI N G  M A C H I N ES

E X A M P L E  O F  U S E

O P T I O N A L

S T A N D A R D

Description

wavelength

roller diameter

roller speed

working radius

motor power

weight

EAN

Item No.

E-SM 12 MP

1,2 mm

62 mm

32 min-1

135 kg

E-SM 12 MP

4260364291186

354 1200

PREMIUM-LINE

O P T I O N A L 
M O D E L  E - S M  1 2 - 4  M P

» -1
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RELEVANT CE STANDARDS
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E - S M  2 5  M P
D E B U R RI N G  M A C H I N E S 

Description

wavelengts

roller diameter

roller speed

working range

motor power

weight

EAN

Item No.

E-SM 25 MP 

2,5 mm

96 mm

5 m/min

E-SM 25 MP 

4260364296266

354 2500

P I C :  E - S M  2 5  M PP I C :  D I A M E T E R  2 , 5

S T A N D A R D - R O L L E R S 
F O R  E - S M  2 5  M P

E - S M  2 5  M P 

» heavy duty cast iron construction
» base frame and base cabinet
» freely movable foot pedal, thus remains free hands 
   for material guidance
» 4 standard roll sets
» forward and backward adjustment
» self-braking motor

PREMIUM-LINE

O P T I O N A L - R O L L E R S 
F O R  E - S M  2 5  M P



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE

176

E - S M  4 0  M P
D E B U R R I N G  M A C H I N E

Description

wavelength

roller diameter

roller speed

working range

motor power

weight

EAN

Item No.

E-SM 40 MP 

126 mm

5 m/min

E-SM 40 MP 

4260364296273

354 4000

E - S M  4 0  M P 

» heavy duty cast iron construction
» base frame and base cabinet
» freely movable foot pedal, thus remains free hands 
   for material guidance
» steel tool shank with bronze bearing
» 4 standard roll sets
» forward and backward adjustment
» self-braking motor

O P T I O N A L - R O L L E R S S T A N D A R D - R O L L E R S 

PREMIUM-LINE

O P T I O N A L  A C C E S S O R I E S

» digital Readout System for upper tools
» roller sets for different profiles 

» hydraulic infeed for the top roller



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE
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R O L L  S E T S
D E B U R R I N G  M A C H I N E S

E - S M  1 2  /  E - S M  1 2  M P

S T A N D A R D O P T I O N A L

E - S M  2 5  M P

S T A N D A R D O P T I O N A L

S T A N D A R D O P T I O N A L



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE

E - B K S  6  /  E - B K S  8
F L A N G I N G  M A C H I N E S 

Description

sheet thickness

motor power

weight

E-BKS 6 

35 mm

E-BKS 8 

EAN

Item No.

E-BKS 6 

4260364294545

353 4006

E-BKS 8 

4260364294552

353 4008

PREMIUM-LINE

O P T I O N A L  A C C E S S O R I E S

» 
» extra set of cutting blades

E - B K S  6  /  E - B K S  8

» extreme solid and robust cast-iron construction
» blade made of special steel K2379, in bronze
   bearing
» blades are hardened, adjustable and regrindable
» gear motor with brake system
» cutting and flanging with one head
» excellent price-performance ratio
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Bending Machines
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PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE

A K B  1 . 0 2 0 - 2 , 0  /  A K B  1 . 2 7 0 - 2 , 0
B E N D I N G  M A C H I N E S

AKB 1.020-2,0

AKB 1.020-2,0

4260364291193

125 0220

Description

working length

sheet thickness 

bending angle

spindle hole

weight

EAN

Item No.

A K B  1 . 0 2 0 - 2 , 0  /  A K B  1 . 2 7 0 - 2 , 0

W I T H  S E G M E N T S  ( U P P E R  A N D  L O W E R 

» ideal for industry and handcraft
» high quality in a modern design
» foot operated upper beam which gives you free hands for the working material
» self-lubricated bearings
» hardened segments that can be removed at the top and bottom as standard

» bending angle adjustment manual with scale 

Epple Maschinen®

» bending performance data  
   refer to 24 kg/m²
   sheet bending limit
» sheet thickness for stainless   
   steel: factor 0,5
» sheet thickness for aluminum:  
   factor 1,2

Hardened segments on upper and lower cheek as standard.

AKB 1.270-2,0

AKB 1.270-2,0

4260657650607

125 0127

THE ORIGINAL 

Product video on



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
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A K B  1 . 0 2 0 - 2 , 0  G

W I T H  S E G M E N T S  ( U P P E R  A N D  L O W E R 

» ideal for industry and handcraft
» high quality in a modern design
» foot operated upper beam which gives you free hands for the working material
» self-lubricated bearings
» standard with three segment rows, one above, two below

» bending angle adjustment manual with scale
    

AKB 1.020-2,0 G

AKB 1.020-2,0 G

4260364291209

125 1220

EAN

Item No.

Hardened segments on upper and lower cheek as standard.

A K B  1 . 0 2 0 - 2 , 0  G
B E N D I N G  M A C H I N E

Description

working length

sheet thickness 

bending angle

spindle hole

weight

» bending performance data  
   refer to 24 kg/m²
   sheet bending limit
» sheet thickness for stainless   
   steel: factor 0,5
» sheet thickness for aluminum:  
   factor 1,2

Product video on



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE

A K B  2 . 0 2 0 - 2 , 0
B E N D I N G  M A C H I N E

A K B  2 . 0 2 0 - 2 , 0

W I T H  S E G M E N T S  ( U P P E R  A N D  L O W E R 

» ideal for industry and handcraft
» high quality in a modern design
» foot operated upper beam which gives you free hands for 
   the working material
» self-lubricated bearings
» standard with top and bottom removable segments
» spring-loaded dampers, which makes it easier to bend 

» opening between the upper- and lower beams can 

» bending angle adjustment manual with scale

Description

working length

sheet thickness 

bending angle

spindle hole

weight

EAN

Item No.

AKB 2.020-2,0

AKB 2.020-2,0

4260364291216

125 0320

» bending performance data  
   refer to 24 kg/m² sheet bending limit
» sheet thickness for stainless   
   steel: factor 0,5
» sheet thickness for aluminum:  
   factor 1,2



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
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PREMIUM-LINE

NEW

E - A K B  2 . 5 2 0 - 1 , 5 
E - A K B  3 . 0 2 0 - 1 , 2

Heavy duty bending machine for the workshop 

» high-quality welded steel construction
» top segmented bending device with easy 
   adjustment
» easy handling
» with angle mounting system as standard
» adjustable bending segments

Description

working length

sheet thickness 

bending angle

weight

E-AKB 2.520-1,5 

1,5 mm

135 mm

EAN

Item No.

E-AKB 2.520-1,5

426065765+2632

325 1520

E-AKB 3.020-1,2

1,2 mm

135 mm

E-AKB 3.020-1,2

4260657652410

325 1302

E - A K B  2 . 5 2 0 - 1 , 5  /  E - A K B  3 . 0 2 0 - 1 , 2 
B E N D I N G  M A C H I N E S 



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE

E - A K B - S  2 . 0 4 0 - 0 , 8  /  E - A K B - S  2 . 5 4 0 - 0 , 8  /  E - A K B - S  3 . 0 4 0 - 0 , 8

E - A K B - S  2 . 0 4 0 - 0 , 8  /  E - A K B - S  2 . 5 4 0 - 0 , 8 
E - A K B - S  3 . 0 4 0 - 0 , 8 
M A N U A L  B E N D I N G  M A C H I N E S  W I T H  R O L L E R  S H E A R S

E-AKB-S 2.040-0,8

E-AKB-S 2.040-0,8

4260364298314

325 0204

EAN

Item No.

Description

working length

sheet thickness
(hardness 

bending angle

weight

E-AKB-S 2.540-0,8

E-AKB-S 2.540-0,8

4260364298321

325 0254

E-AKB-S 3.040-0,8

E-AKB-S 3.040-0,8

4260364298338

325 0304

NEW PREMIUM-LINE

P I C :  C U T T I N G  U N I T
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E - A K B - H  1 . 2 6 0 - 2 , 0
B E N D I N G  M A C H I N E S  W I T H  H Y D R A U L I C  S U P P O R T

Description

working length

sheet thickness 

bending angle

motor power pressing

weight

EAN

Item No.

E-AKB-H 1.260-2,0

E-AKB-H 1.260-2,0

4260657650195

325 1126

E-AKB-H 1.260-2,0

Stable swivel bending machine based on a manual bending bench but with hydraulic support of the bending 

» segments on the upper beam
» the workpiece is clamped manually
» bending is performed hydraulically by an 
   electric pump using up and down buttons on 
   the control panel, which is connected to the    

» the control panel has an additional 
   emergency stop button
» bending angle adjustment manual with scale



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE

A K B  2 . 0 2 0 - 1 , 5  E  /  A K B  2 . 0 2 0 - 1 , 5  E S
A K B  2 . 5 2 0 - 1 , 0  E  /  A K B  2 . 5 2 0 - 1 , 0  E S
A K B  3 . 0 2 0 - 1 , 0  E  /  A K B  3 . 0 2 0 - 1 , 0  E S
B E N D I N G  M A C H I N E S  W I T H  M O T O R S

Description

working length

sheet thickness 

bending angle

spindle hole

motor power pressing

motor power edging

motor power

weight

AKB 2.020-1,5 E

925 kg

AKB 2.020-1,5 ES

965 kg

AKB 2.520-1,0 E

EAN

Item No.

AKB 2.020-1,5 E

4260364291223

125 2202

AKB 2.020-1,5 ES

4260364291230

125 3202

AKB 2.520-1,0 E

4260364291247

125 2252

For more technical data check page 187.

» bending performance data refer to 24 kg/m²
   sheet bending limit
» sheet thickness for stainless steel: factor 0,5
» sheet thickness for aluminum: factor 1,2
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B E N D I N G  M A C H I N E S

» ideal for industry and handcraft
» high quality in a modern design
» operation via selector switch and foot pedal
» foot operated upper beam which gives you free hands for 
   the working material
» self-lubricated bearings

» bending angle adjustment via scale ring with sensor

E   = electrical adjustment of the upper beam and 
         pivoting of the lower beam

ES = additional upper cheek segmented

AKB 2.520-1,0 ES AKB 3.020-1,0 E AKB 3.020-1,0 ES

AKB 2.520-1,0 ES

4260364291254

125 3252

AKB 3.020-1,0 E

4260364291261

125 2302

AKB 3.020-1,0 ES

4260364291278

125 3302

Description

working length

sheet thickness 

bending angle

spindle hole

motor power pressing

motor power edging

weight

EAN

Item No.

» bending performance data  
   refer to 24 kg/m²
   sheet bending limit
» sheet thickness for stainless   
   steel: factor 0,5
» sheet thickness for aluminum:  
   factor 1,2

P I C :  O P T I O N A L  B A C K  G A U G E



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE

E - A K B  1 . 0 2 0 - 4 , 5  H S  /  E - A K B  1 . 5 2 0 - 3 , 5  H S
E - A K B  2 . 5 2 0 - 2 , 5  H S

Description

working length

sheet thickness 

bending angle

motor power pressing

weight

EAN

Item No.

E-AKB 1.020-4,5 HS

1,1 kW

E-AKB 1.020-4,5 HS

4260657650119

325 1102

E-AKB 1.520-3,5 HS

2,2 kW

E-AKB 1.520-3,5 HS

4260657650126

325 1152

E-AKB 1.020-4,5 HS / E-AKB 1.520-3,5 HS / E-AKB 2.520-2,5 HS

» upper beam with removable segments
» manual adjustment of the bending angle via scale
» manual control panel on cable, optionally via control panel and foot pedal

O P T I O N A L 
A C C E S S O R I E S

» control panel
» foot pedal
» digital display
» backgauge

E-AKB 2.520-2,5 HS

2,2 kW

E-AKB 2.520-2,5 HS

4260657651802

325 1252
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Description

bending length 

bending capacity 

aperture

manual back gauge

motor power  

weight

EAN

Item No.

E-AKB-M 2.020-3,0

E-AKB-M 2.020-3,0

4260657652649

325 2202

PREMIUM-LINENEW

E-AKB-M 2.020-3,0 

Motorised swivel bending machine for a material length up to 

The robust machine enables a powerful and reliable bending 

» manual bending angle adjustment
» movable foot pedal enables the positioning of the 
   sheet with both hands
» scale ring for easy reading of the bending angle
» many bending possibilities due to segmented upper beam

O P T I O N A L
» NC-control
» motorised NC-backauge 
» Foot pedal with screen controls

P I C : 
N C - C O N T R O L B A C K G A U G E

E - A K B - M  2 . 0 2 0 - 3 , 0



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE

Description

folding length

without bending bar / with bending bar

motor power

weight

MAKB 1.250-1,6

6 t

1,6 mm / 1,2 mm

16 mm

MAKB 2.500-1,6

12 t

1,5 mm / 1,2 mm

19 mm

MAKB 3.200-1,2

45 mm

EAN

Item No.

MAKB 1.250-1,6

4260364294484

125 5125

MAKB 2.500-1,6

4260364296280

125 5250

MAKB 3.200-1,2

4260364296297

125 5320

MAKB 1.250-1,6 / MAKB 2.500-1,6 / MAKB 3.200-1,2

» easy, quick and comfortable handling
» powerful electromagnetic system for ideal bending results
» the clamping over the entire width guarantees a precise bending result

» for non-magnetic materials a bending strip is required

» bending angle stop, widening, bending cheek and rear stop
» 
» 7 bending segments
» foot pedal

Note: Please do not use the machine when you have a cardiac pacemaker

M A K B  1 . 2 5 0 - 1 , 6  /  M A K B  2 . 5 0 0 - 1 , 6
M A K B  3 . 2 0 0 - 1 , 2
M A G N E T I C  B E N D I N G  M A C H I N E S

Product video on
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Round Bending-/Roller 
Bending Machines

191



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE

192

R M  1 . 0 2 0 - 1 , 5  /  R M E  1 . 0 2 0 - 1 , 5
3 - R O L L E R - R O U N D  B E N D I N G  M A C H I N E S 

R M E  1 . 0 2 0 - 1 , 5
W I T H  E L E C T R I C  M O T O R  A N D  C O N E 

» heavy duty cast iron construction
» rolls are made of wear-resistant steel
» asymmetrical 3-roller system with swing-out top roller 
   and eccentric lock
» upper roll with indicatory slot 
» lower roll adjustment with adjusting lever and eccentric 
» back roll through hand wheel
» lower and rear roller with wire insertion groove
» transmission gear
» foot operating enables you free hands for the 
   working material

» foot pedal for forward and reverse 
» safety barrier with emergency stop switch 

Description

roller length

sheet thickness 

roller diameter

motor power

weight

RME 1.020-1,5

1,5 mm

EAN

Item No.

RME 1.020-1,5

4260364291377

125 1520

R M  1 . 0 2 0 - 1 , 5  /  R M E  1 . 0 2 0 - 1 , 5

» heavy duty cast iron construction
» rolls are made of wear-resistant steel 
» asymmetrical 3-roller system with swing-out top roller 
   and eccentric lock
» upper roll with indicatory slot
» lower roll adjustment with adjusting lever and eccentric
» back roll through hand wheel
» lower and back rolls are supplied with various grooves for 
   rolling of wire inserts or smaller work pieces 
» transmission gear 

Description

roller length

sheet thickness 

roller diameter

weight

RM 1.020-1,5

1,5 mm

EAN

Item No.

RM 1.020-1,5

4260364291285

125 0520

When ordering please
name the type of 
material which will be used

» bending performance data refer to 24 kg/m²
   sheet bending limit
» sheet thickness for stainless steel: factor 0,5
» sheet thickness for aluminum: factor 1,2



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE
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R M E  1 . 3 0 0 - 1 , 5
W I T H  E L E C T R I C  M O T O R  A N D 

» heavy duty cast iron construction
» rolls are made of wear-resistant steel
» asymmetrical 3-roller quality bending roller and upper roll 
   with indicatory slot
» back roll adjustment with hand wheel
» lower and back rolls are supplied with various grooves for
   rolling of wire inserts or smaller work pieces
» transmission gear
» foot operation enables you free
   hands for the working material

» foot pedal for forward and reverse
» safety barrier with emergency stop switch

Description

roller length

sheet thickness 

roller diameter

motor power

weight

RME 1.300-1,5

1,5 mm

75 mm

113 mm

EAN

Item No.

RME 1.300-1,5

4260364291384

125 1315

R M E  1 . 3 0 0 - 1 , 5
3 - R O L L E R - R O U N D  B E N D I N G  M A C H I N E 

» bending performance data refer to 
   24 kg/m² sheet bending limit
» sheet thickness for stainless steel: factor 0,5
» sheet thickness for aluminum: factor 1,2



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE
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PREMIUM-LINE

E - R B  1 . 0 5 0 - 2 , 0  /  E - R B  1 . 2 7 0 - 1 , 5
E - R B  1 . 5 5 0 - 1 , 2  /  E - R B  2 . 0 5 0 - 1 , 0

» heavy duty cast iron construction

» asymmetrical 3-roller system with
   swing-out top roller and eccentric lock
» usable from the right and left
» upper roll with straightening groove
» bottom roller adjustment with adjusting lever and eccentric
» rear roller adjustment via hand lever
» bottom and rear roll with wire inlay
 

Description

roller length

roller diameter

weight

E-RB 1.050-2,0 

75 mm

E-RB 1.270-1,5 

max 1,5 mm

75 mm

E-RB 1.550-1,2 

max 1,2 mm

75 mm

365 kg

E-RB 2.050-1,0 

75 mm

525 kg

EAN

Item No.

E-RB 1.050-2,0 GW

4260364291339

352 0055

E-RB 1.270-1,5 GW

4260364291346

352 1127

E-RB 1.550-1,2 GW

4260364291353

352 1155

E-RB 2.050-1,0 GW

4260364291360

352 1205

EAN

Item No.

E-RB 1.050-2,0 

4260364291292

352 0050

E-RB 1.270-1,5 

4260364291308

352 0127

E-RB 1.550-1,2 

4260364291315

352 0155

E-RB 2.050-1,0 

4260364291322

352 0205

E - R B  1 . 0 5 0 - 2 , 0  /  E - R B  1 . 2 7 0 - 1 , 5
E - R B  1 . 5 5 0 -1 , 2  /  E - R B  2 . 0 5 0 -1 , 0
3 - R O L L E R - R O U N D  B E N D I N G  M A C H I N E S

GW = hardened rolls

When ordering please
name the type of material
which will be used

» bending performance data refer
   to 24 kg/m² sheet bending limit
» sheet thickness for stainless 
   steel: factor 0,5
» sheet thickness for aluminum: 
   factor 1,2



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE
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» bending performance 
   data refer to 24 kg/m²
   sheet bending limit
» sheet thickness for 
   stainless steel: factor 0,5
» sheet thickness for 
   aluminum: factor 1,2

E - R M E  1 . 0 5 0 - 2 , 0  /  E - R M E  1 . 2 7 0 - 1 , 5
E - R M E  1 . 5 5 0 - 1 , 2  /  E - R M E  2 . 0 5 0 -1 , 0
3 - R O L L E R - R O U N D  B E N D I N G  M A C H I N E S

When ordering please
name the type of material
which will be used

E - R M E  1 . 0 5 0 - 2 , 0  /  E - R M E  1 . 2 7 0 - 1 , 5
E - R M E  1 . 5 5 0 - 1 , 2  /  E - R M E  2 . 0 5 0 - 1 , 0

» heavy duty cast iron construction

» asymmetrical 3-roller system with
   swing-out top roller and eccentric lock

» upper roll with indicatory slot
» bottom roller adjustment with adjusting lever and eccentric
» rear roller adjustment via hand lever
» lower and rear roller with wire insertion groove

E-RME 1.050-2,0

75 mm

E-RME 1.270-1,5

75 mm

E-RME 1.550-1,2

75 mm

E-RME 2.050-1,0 

75 mm

EAN

Item No.

E-RME 1.050-2,0 GW

4260364291438

352 2055

E-RME 1.270-1,5 GW

4260364291445

352 3127

E-RME 1.550-1,2 GW

4260364291452

352 3155

E-RME 2.050-1,0 GW

4260364291469

352 3205

E-RME 1.050-2,0

4260364291391

352 2050

E-RME 1.270-1,5

4260364291407

352 2127

E-RME 1.550-1,2

4260364291414

352 2155

E-RME 2.050-1,0 

4260364291421

352 2205

Description

roller length

roller diameter

motor power

weight

EAN

Item No.

GW = hardened rolls

PREMIUM-LINE



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE
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E - R B E  1 . 0 5 0 - 3 , 0  /  E - R B E  1 . 2 7 0 - 2 , 5 
E - R B E  1 . 5 5 0 - 2 , 0  /  E - R B E  2 . 0 5 0 - 1 , 5
3 - R O L L E R - R O U N D  B E N D I N G  M A C H I N E S

E - R B E  1 . 0 5 0 - 3 , 0  /  E - R B E  1 . 2 7 0 - 2 , 5 
E - R B E  1 . 5 5 0 - 2 , 0  /  E - R B E  2 . 0 5 0 - 1 , 5

» heavy duty cast iron construction

» asymmetrical 3-roller system with
   swing-out top roller and eccentric lock
» upper roll with indicatory slot and safety switch
» lower roll adjustment with adjusting lever and eccentric
» rear roller adjustment via hand wheel

When ordering please
name the type of material
which will be used

» lower and rear roller with
   wire insertion groove

» the foot control leaves both hands free for Free material guidance

» foot pedal for forward and reverse
» safety device with emergency stop switch

GW = hardened rolls

O P T I O N A L  A C C E S S O R I E S

» motorized roller adjustment
» digital display
» hardened rollers

E-RBE 1.050-3,0

135 mm

E-RBE 1.270-2,5

135 mm

E-RBE 1.550-2,0

135 mm

E-RBE 2.050-1,5

95 mm

142 mm

715 kg

EAN

Item No.

E-RBE 1.050-3,0 GW

4260364291490

352 1055

E-RBE 1.270-2,5 GW

4260364291506

352 1275

E-RBE 1.550-2,0 GW

4260364291537

352 1555

E-RBE 2.050-1,5 GW

4260364291544

352 3055

E-RBE 1.050-3,0

4260364291476

352 1050

E-RBE 1.270-2,5

4260364291483

352 1270

E-RBE 1.550-2,0

4260364291513

352 1550

E-RBE 2.050-1,5

4260364291520

352 3050

Description

roller length

roller diameter

motor power

weight

PREMIUM-LINE

EAN

Item No.

» bending performance data 
   refer to 24 kg/m² sheet 
   bending limit
» sheet thickness for stainless 
   steel: factor 0,5
» sheet thickness for 
   aluminum: factor 1,2



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE
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E - R B E - H  1 . 2 7 0 - 2 , 5  /  E - R B E - H  1 . 5 5 0 - 2 , 0 
E - R B E - H  2 . 0 5 0 - 1 , 5
3 - R O L L E R - R O U N D  B E N D I N G  M A C H I N E S

PREMIUM-LINE

E-RBE-H 2.050-1,5

1,5 mm

95 mm

142 mm

6 m/min

715 kg

E - R B E - H  1 . 2 7 0 - 2 , 5  /  E - R B E - H  1 . 5 5 0 - 2 , 0 
E - R B E - H  2 . 0 5 0 - 1 , 5

» upper and lower rolls easy adjustable
» rolls are made of high pressure steel
» lower roller adjustment due to control lever and excentre
» roller adjustment due to handwheel
» lower and rear roller with wire insertion groove
» foot operation leaves both hands free for material guidance
» safety device with emergency stop switch

EAN

Item No.

E-RBE-H 1.270-2,5

4260364296303

352 1225

E-RBE-H 1.550-2,0

4260364296310

352 1520

E-RBE-H 2.050-1,5

4260364296327

352 2015

» bending performance data refer to 24 kg/m²
   sheet bending limit
» sheet thickness for stainless steel: factor 0,5
» sheet thickness for aluminum: factor 1,2

Description

roller length

sheet thickness

roller diameter

roller speed

motor power

wire chunks diameter

weight

E-RBE-H 1.270-2,5

2,5 mm

135 mm

6 m/min

E-RBE-H 1.550-2,0

135 mm

6 m/min

O P T I O N A L  A C C E S S O R I E S

» hardened rollers
» digital readout for rear rollers
» stepless roller speeds 



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE

GW = hardened rolls

E - R B M  1 . 2 7 0 - 4 , 0  /  E - R B M  1 . 5 5 0 - 4 , 0  
E - R B M  2 . 0 5 0 - 3 , 0

» sturdy and heavy cast iron construction

» upper and lower roller easily adjustable  

» wire insert groove on lower and rear roller
» both hands remain free for material feeding by foot operation

  

When ordering please
name the type of material 
which will be used

E-RBM 1.270-4,0

3,5 m/min

E-RBM 1.550-4,0

3,5 m/min

E-RBM 2.050-3,0

195 mm

3,5 m/min

E-RBM 1.270-4,0 GW

4260364291582

352 2274

E-RBM 1.550-4,0 GW

4260364291599

352 2554

E-RBM 2.050-3,0 GW

4260364291605

352 3054

E-RBM 1.550-4,0

4260364291568

352 1554

E-RBM 2.050-3,0

4260364291575

352 2053

E-RBM 1.270-4,0

4260364291551

352 1274

EAN

Item No.

Description

roller length

roller diameter

motor power

roller speed

weight

PREMIUM-LINE

» bending performance 
   data refer to 24 kg/m²
   sheet bending limit
» sheet thickness for 
   stainless steel: factor 0,5
» sheet thickness for 
   aluminum: factor 1,2

O P T I O N A L  A C C ES S O RI ES

» motorised rear roller adjustment  
» digital display
»

E - R B M  1 . 2 7 0 - 4 , 0  /  E - R B M  1 . 5 5 0 - 4 , 0  
E - R B M  2 . 0 5 0 - 3 , 0 
M O TO RI C  3 - R O L L E R - R O U N D  B E N DI N G  M A C H I N ES



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE
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PREMIUM-LINE

E - R B M - S  P R O  -  M O D E L S
M O TO RI C  3 - R O L L E R - R O U N D  B E N DI N G  M A C H I N ES

E - R B M - S  P R O  -  M O D E L S

» solid steel construction for highest loads in
   continuous operation

» motor driven central roller
» motoric pre-bending by worm gear

» speed reduction gear in oil bath
» brake motor
» central lubrication
» separate, mobile control panel

GW = hardened rollers

When ordering please
name the type of material 
which will be used

O P T I O N A L  A C C E S S O R I E S

» profile bending rolls
» digital display
» hardened rollers
» extended roller ends for placing
   profile-bending rolls

E-RBM-S PRO 1.550-6,0

195 mm

E-RBM-S PRO 1.550-9,0 E-RBM-S PRO 2.050-6,0

255 mm

E-RBM-S PRO 2.550-6,0 E-RBM-S PRO 3.050-6,0 

      

EAN

Item No.

E-RBM-S PRO 1.550-6,0 
GW

4260364291667

353 1557

E-RBM-S PRO 1.550-9,0 
GW

4260364291674

353 1550

E-RBM-S PRO 2.050-6,0 
GW

4260364291681

353 2057

E-RBM-S PRO  2.550-
6,0 GW

4260364291698

353 2557

E-RBM-S PRO 3.050-6,0 
GW

4260364291704

353 3057

E-RBM-S PRO 1.550-6,0

4260364291612

353 1556

E-RBM-S PRO 1.550-9,0

4260364291629

353 1559

E-RBM-S PRO 2.050-6,0

4260364291636

353 2056

E-RBM-S PRO 2.550-6,0 

4260364291643

353 2556

E-RBM-S PRO 3.050-6,0 

4260364291650

353 3056

Description

roller length

roller diameter

motor power

weight

EAN

Item No.

» bending performance data refer to 24 kg/m²
   sheet bending limit
» sheet thickness for stainless steel: factor 0,5
» sheet thickness for aluminum: factor 1,2



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE

E - R B M - H  P R O  -  M O D E L S
H Y D R A U L I C  3 - R O L L E R - R O U N D  B E N D I N G  M A C H I N E S

E - R B M - H  P R O  -  M O D E L S

» hydraulic 3-roller round bending machine with asymmetrical
   roll arrangement, ideal for pre-bending
» 2-axis digital readout system for rear and bottom roller
» conical bending device,
   motor-driven adjustment of bottom roller
» hydraulic folding bearing
» motorized drive of top and bottom roller
» inclined position of the bottom roller motorized

  
» hydraulic rear roller feed
» hardened rollers

drop end
» hydraulic drop end for
  quick removal of
  machined tube

Digital Readout
» mobile control panel for the 
   control of all elements including 
   2-axis digital display for back 
   and lower roll

Functional scheme of the bending process

» bending performance data refer to 24 kg/m²
   sheet bending limit
» sheet thickness for stainless steel: factor 0,5
» sheet thickness for aluminum: factor 1,2

For technical data check page 201.

O P T I O N A L  A C C ES S O RI ES

» 3 driven rollers



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE
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When ordering please
name the type of material
which will be used

146

Description

roller length

diameter of the upper and lower rolls

motor power

roller speed

weight

E-RBM-H PRO 1.270-5,0

195 mm

5 m/min

E-RBM-H PRO 1.270-12,0

6 m/min

E-RBM-H PRO 1.550-6,5

225 mm

6 m/min

Description

roller length

diameter of the upper and lower rolls

motor power

roller speed

weight

E-RBM-H PRO 1.550-12,0

5 m/min

E-RBM-H PRO 2.050-8,0

5 m/min

E-RBM-H PRO 2.050-12,0

375 mm

5 m/min

Description

roller length

diameter of the upper and lower rolls

motor power

roller speed

weight

E-RBM-H PRO 2.550-6,0

5 m/min

E-RBM-H PRO 2.550-10,0

375 mm

5 m/min

E-RBM-H PRO 3.050-9,0

375 mm

5 m/min

EAN

Item No.

E-RBM-H PRO 1.270-5,0

4260364291711

354 1250

E-RBM-H PRO 1.270-12,0

4260364291728

354 1212

E-RBM-H PRO 1.550-6,5

4260364291735

354 1565

E-RBM-H PRO 2.050-12,0

4260364291766

354 2012

E-RBM-H PRO 2.050-8,0

4260364291759

354 2080

E-RBM-H PRO 1.550-12,0

4260364291742

354 1512

EAN

Item No.

E-RBM-H PRO 3.050-9,0

4260364291797

354 3090

E-RBM-H PRO 2.550-10,0

4260364291780

354 2510

E-RBM-H PRO 2.550-6,0

4260364291773

354 2560

EAN

Item No.

E - R B M - H  P R O  -  M O D E L S

T E C H N I C A L  D A T A



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE

 

E - 3 R B M  P R O  H S  -  M O D E L S
H Y D R A U L I C  3 - R O L L E R - R O U N D  B E N DI N G  M A C H I N ES

 E - 3 R B M  P R O  H S  -  M O D E L S

» all 3 rolls are driven
» diagonal positioning of the lower rolls straight from the
   control panel for conic bending
» hydraulic drop end for easy work piece removal

» hydraulic balance system

» digital display for the roller adjustment

bending possibility of cones
»

profile bending
»

drop end
» hydraulic drop end for rapid removal of the

prebending
» easy prebending of the sheets

PREMIUM-LINE

For technical data check page 203.



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE
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When ordering please
name the type of material
which will be used

E - 3 R B M  P R O  H S  -  M O D E L S

O P T I O N A L  A C C E S S O R I E S

» profile bending rolls
» hydraulic, stepless control of the roller speed
» hydraulic support for large radius
» hydraulic side support
» hydraulic tube ejection
» ground and polished rolls

Description

roller length

diameter of the upper rolls

diameter of the lower rolls

motor power

roller speed

weight

E-3RBM PRO HS 2.050-13,0 

5 m/min

E-3RBM PRO HS 2.550-8,0 

5 m/min

E-3RBM PRO HS 2.550-13,0 

5 m/min

Description

roller length

diameter of the upper rolls

diameter of the lower rolls

motor power

roller speed

weight

E-3RBM PRO HS 3.100-6,0

5 m/min

E-3RBM PRO HS 3.100-13,0

5 m/min

EAN

Item No.

E-3RBM PRO HS 2.050-13,0 

4260364291803

355 2013

E-3RBM PRO HS 2.550-8,0 

4260364291810

355 2580

E-3RBM PRO HS 2.550-13,0 

4260364291827

355 2513

EAN

Item No.

E-3RBM PRO HS 3.100-6,0

4260364291834

355 3160

E-3RBM PRO HS 3.100-13,0

4260364291841

355 3113

T E C H N I C A L  D A T A

» bending performance data refer to 24 kg/m²
   sheet bending limit
» sheet thickness for stainless steel: factor 0,5
» sheet thickness for aluminum: factor 1,2



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE

EAN

Item No.

E - 3 R B M  P R O  U H S  -  M O D E L S
H Y D R A U L I C  3 - R O L L E R - R O U N D  B E N D I N G  M A C H I N E S

Description

roller length

diameter of the upper rolls

diameter of the lower rolls

motor power

roller speed

weight

E-3RBM PRO UHS 3.100-60,0

1,5 - 4 m/min

Description

roller length

diameter of the upper rolls

diameter of the lower rolls

motor power

roller speed

weight

E-3RBM PRO UHS 3.100-60,0

4260364299168

355 3106

EAN

Item No.

PREMIUM-LINE

 

E-3RBM PRO UHS 3.100-55,0

1,5 - 5 m/min

E-3RBM PRO UHS 3.100-55,0

4260364299151

355 3155

E-3RBM PRO UHS 3.100-65,0

1,5 - 4 m/min

E-3RBM PRO UHS 3.100-65,0

4260364299175

355 3165

E-3RBM PRO UHS 3.100-80,0

1,5 - 4 m/min

E-3RBM PRO UHS 3.100-80,0

4260364299182

355 3181

E-3RBM PRO UHS 3.100-90,0

1,5 - 4 m/min

E-3RBM PRO UHS 3.100-90,0

4260364299199

355 3190

When ordering please
name the type of material
which will be used

» bending performance 
   data refer to 24 kg/m²
   sheet bending limit
» sheet thickness for 
   stainless steel: factor 0,5
» sheet thickness for 
   aluminum: factor 1,2



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
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PREMIUM-LINE

NEW

E X A M P L E S  O F  U S E

P I C :  M O B I L E 
C O N T R O L  P A N E L

E - 4 W B M - H  M O D E L S

Please contact our technical staff so that we can work out an offer for you with an exactly fitting corrugated sheet 
bending machine.

E - 4 W B M - H  -  M O D E L S
H Y D R A U L I C  4 - R O L L  C O R R U G A T E D 

S H E E T  R O U N D  B E N D I N G  M A C H I N E S



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE

E - 4 R B M  H S  L I N E A R -  M O D E L S
M O TO RI S E D  4 - R O L L  R O U N D  B E N DI N G  M AC H I N ES

E - 4 R B M  H S  L I N E A R  -  M O D E L S

» top roller drive via planetary gear, side and bottom roller free-running, 
   up and down movements are hydraulic
» hydraulic folding bearing for easy removal of the rolled material
» complete operation via a clearly laid out, mobile control panel
» digital display for the bottom roller and the side rollers
» heavy steel welded construction

   motorised adjustment of bottom roll
» central lubrication
» induction-hardened rollers made of forged steel When ordering please

name the type of material
which will be used

O P T I O N A L E S  A C C ES S O RI ES

» NC-controll
» hydraulic large radius support
» hydraulic side support

PREMIUM-LINE

» bending performance data refer to 24 kg/m²
   sheet bending limit
» sheet thickness for stainless steel: factor 0,5
» sheet thickness for aluminum: factor 1,2

Description

roller length

diameter of the central rolls

diameter of the side rolls

motor power

roller speed

weight

E-4RBM HS Linear 
1.050-3,5

2,2 kW

1,5 - 6 m/min

E-4RBM HS Linear 
1.050-5,5

1,5 - 6 m/min

EAN

Item No.

E-4RBM HS Linear 
1.050-3,5

4260657651567

457 1035

E-4RBM HS Linear 
1.050-5,5

4260657651598

457 1055

E - 4 R B M  H S  -  M O D E L S  -  T E C H N I C A L  D A T A
E-4RBM HS Linear 
1.550-4,5

1,5 - 6 m/min

E-4RBM HS Linear 
1.550-4,5

4260657651659

457 1545

E-4RBM HS Linear 
2.050-4,0

1,5 - 6 m/min

E-4RBM HS Linear 
2.050-4,0

4260657651697

457 2040

The machines are also available 
for other sheet thicknesses.



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE
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E - 4 R B M - H  N C  -  M O D E L S
H Y D R A U L I C  4 - R O L L E R - R O U N D  B E N DI N G  M A C H I N ES

When ordering please
name the type of material
which will be used

E - 4 R B M - H  N C  -  M O D E L S
WI T H  N C  C O N T R O L

» top roller drive via planetary gear,   
   side and bottom roller free-running, on and off 
   downwards movements are hydraulic 
» hydraulic folding bearing for easy removal
   of the rolled material
» complete operation via a clearly laid out  
   mobile control panel 
» digital display for the lower roller   
   and the side rollers
» heavy welded steel construction

» central lubrication
» induction hardened rollers made of  
   forged steel

» bending performance   
   data refer to 24 kg/m²
   sheet bending limit
» sheet thickness for 
   stainless steel: factor 0,5
» sheet thickness for 
   aluminum: factor 1,2

Description

roller length

diameter of the central rolls

diameter of the side rolls

motor power

roller speed

weight

E-4RBM-H 1.050-1,5 NC

4,5 m/min

E-4RBM-H 1.050-2,5 NC

4,5 m/min

E-4RBM-H 1.050-5,0 NC

4,5 m/min

Description

roller length

diameter of the central rolls

diameter of the side rolls

motor power

roller speed

weight

E-4RBM-H 1.550-2,0 NC

4,5 m/min

E-4RBM-H 1.550-4,0 NC

5 m/min

EAN

Item No.

E-4RBM-H 1.050-1,5 NC

4260364296549

357 2015

E-4RBM-H 1.050-2,5 NC

4260364296556

357 1025

E-4RBM-H 1.050-5,0 NC

4260364296563

357 1050

EAN

Item No.

E-4RBM-H 1.550-2,0 NC

4260364296570

357 1520

E-4RBM-H 1.550-4,0 NC

4260364296587

357 1540

The machines are also available for other sheet thicknesses.



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE

E - 4 R B M  P R O  H M S  -  M O D E L S
H Y D R A U L I C  4 - R O L L E R - R O U N D  B E N DI N G  M A C H I N ES

When ordering please
name the type of material
which will be used

PREMIUM-LINE

E - 4 R B M  P R O  H M S  -  M O D E L S

» top roller driven by electric motor with gear
» clamping roller and side roller hydraulically driven
» hydraulic hinged bearing for easy removal
   of the rolled material
» digital display of lower roll and both side rolls
» complete operation via a clearly arranged, mobile control panel
» heavy welded steel construction

   motorized adjustment of lower roller
» central lubrication
» hydraulic balance system
» induction hardened rolls made of forged steel

O P T I O N A L  A C C E S S O R I E S

» NC control
» hydraulic support for large radius
» hydraulic side support
» hydraulic tube ejection
» ground and polished rolls

For technical data check page 210 - 211.

» bending performance data refer to 24 kg/m²
   sheet bending limit
» sheet thickness for stainless steel: factor 0,5
» sheet thickness for aluminum: factor 1,2

R A D I U S  S U P P O R T



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
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E - 4 R B M  P R O  H M S  -  M O D E L S
H Y D R A U L I C  4 - R O L L E R - R O U N D  B E N DI N G  M A C H I N E

O P T I O N A L  S E M I -  O R  F U L LY  A U TO M AT I C  F O R  S E RI A L  P R O D U CT I O N

When ordering please
name the type of material 
which will be used

E - 4 R B M  P R O  H M S  -  M O D E L S

Hydraulic 4-roller-round bending machine for processing light

» heavy and robust, welded construction
» drive top roller via electric motor and planetary gear
» drive clamping roller via cardan joint system
» overload protection
» linear infeed of the clamping and side rollers by means of 
   hydraulic cylinder
» rolls induction hardened
» triple digital display of the roller position

» hydraulic folding bearing for removal of finished parts
» mobile control panel

O P T I O N A L  A C C E S S O R I E S

» teach-in-control
» easy to operate 4-axis NC-control,
   expandable to 7 axes
» teach-In-Input
» 16 languages

» stepless adjustment of the bending speed
» double speed for automation
» grounded and polished rollers
» overhead crane for large diameters
» hydraulic lateral supports for large diameter
» material feeding system with vacuum lifter
» automatic bending via NC control
» ejector system

» bending performance data refer to 24 kg/m²
   sheet bending limit
» sheet thickness for stainless steel: factor 0,5
» sheet thickness for aluminum: factor 1,2

P I C :  E - 4 R B M  P R O  H M S 
F U L L Y  A U T O M A T I C  W I T H  A C C E S S O -
R I E S

For technical data check page 210 - 211.



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE

E - 4 R B M  P R O  H M S  -  M O D E L S

T E C H N I C A L  D A T A

The machines are also available for other sheet thicknesses.

Description

roller length

diameter of upper/lower rollers

diameter of the side rollers

motor power

roller speed

weight

E-4RBM PRO HMS 1.270-3,0

6,5 m/min

EAN

Item No.

E-4RBM PRO HMS 1.270-3,0

4260364296617

359 1230

E-4RBM PRO HMS 1.270-7,0

6 m/min

E-4RBM PRO HMS 1.270-7,0

4260364296624

359 1270

E-4RBM PRO HMS 1.270-10,0

6 m/min

E-4RBM PRO HMS 1.270-10,0

4260364299458

359 1210

Description

roller length

diameter of upper/lower rollers

diameter of the side rollers

motor power

roller speed

weight

E-4RBM PRO HMS 1.550-4,5

5 m/min

EAN

Item No.

E-4RBM PRO HMS 1.550-4,5

4260364299465

359 1545

E-4RBM PRO HMS 1.550-1,5

5 m/min

E-4RBM PRO HMS 1.550-6,5

6 m/min

E-4RBM PRO HMS 1.550-1,5

4260657650638

359 1515

E-4RBM PRO HMS 1.550-6,5

4260657650645

359 1565

Description

roller length

diameter of upper/lower rollers

diameter of the side rollers

motor power

roller speed

weight

E-4RBM PRO HMS 650-3,5

5 m/min

E-4RBM PRO HMS 1.050-2,5

5 m/min

EAN

Item No.

E-4RBM PRO HMS 650-3,5

4260364296594

359 0635

E-4RBM PRO HMS 1.050-1,0

4260657650621

359 1025

E-4RBM PRO HMS 1.050-5,0

5 m/min

E-4RBM PRO HMS 1.050-5,0

4260364296600

359 1050
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The machines are also available for other sheet thicknesses.

E - 4 R B M  P R O  H M S  -  M O D E L S

T E C H N I C A L  D A T A

Description

roller length

diameter of upper/lower rollers

diameter of the side rollers

motor power

roller speed

weight

E-4RBM PRO HMS 2.050-8,0

6 m/min

EAN

Item No.

E-4RBM PRO HMS 2.050-8,0

4260657650669

359 2080

E-4RBM PRO HMS 2.050-10,0

5 m/min

E-4RBM PRO HMS 2.050-10,0

4260364299496

359 2010

E-4RBM PRO HMS 2.550-8,0

5 m/min

E-4RBM PRO HMS 2.550-8,0

4260364299519

359 2580

Description

roller length

diameter of upper/lower rollers

diameter of the side rollers

motor power

roller speed

weight

E-4RBM PRO HMS 3.100-7,0

5 m/min

EAN

Item No.

E-4RBM PRO HMS 3.100-7,0

4260364299526

359 3170

E-4RBM PRO HMS 3.100-4,0

5 m/min

E-4RBM PRO HMS 3.100-4,0

4260657650676

359 3140

Description

roller length

diameter of upper/lower rollers

diameter of the side rollers

motor power

roller speed

weight

E-4RBM PRO HMS 1.550-9,0

5 m/min

E-4RBM PRO HMS 1.550-12,0

5 m/min

EAN

Item No.

E-4RBM PRO HMS 1.550-9,0

4260657650652

359 1590

E-4RBM PRO HMS 1.550-12,0

4260364299472

359 1512

E-4RBM PRO HMS 2.050-6,0

6 m/min

E-4RBM PRO HMS 2.050-6,0

4260364299489

359 2060



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
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PREMIUM-LINE

E - 4 R B M  P R O  H S  -  M O D E L S
M O TO RI C  4 - R O L L E R - R O U N D  B E N DI N G  M A C H I N ES

E - 4 R B M  P R O  H S  -  M O D E L S

» top roller drive via planetary gearbox, side and bottom roller
   free-running, upward and downward movements are made hydraulically
» side roll movement is circular
» hydraulic folding bearing for easy removal of the rolled material
» complete operation via a clearly arranged, mobile control panel
» digital display for the bottom roll and the side rolls
» heavy steel welded construction

   motorized adjustment of bottom roll
» central lubrication
» induction hardened forged steel rolls

When ordering please
name the type of material 
which will be used

O P T I O N A L  A C C E S S O R I E S

»  NC control
»  hydraulic support for large radius
»  hydraulic side support

Description

roller length

diameter of the central rolls

diameter of the side rolls

motor power

roller speed

in mm

weight

E-4RBM PRO HS 
1.550-9,0

1,5 - 6 m/min

E-4RBM PRO HS 
2.050-10,0

1,5 - 6 m/min

E-4RBM PRO HS 
2.050-13,0

245 mm

1,5 - 6 m/min

E-4RBM PRO HS 
2.550-10,0 

245 mm

1,5 - 6 m/min

E-4RBM PRO HS 
2.550-13,0 

1,5 - 5 m/min

EAN

Item No.

E-4RBM PRO HS 
1.550-9,0

4260657652205

357 1590

E-4RBM PRO HS 
2.050-10,0

4260364291964

357 2010

E-4RBM PRO HS 
2.050-13,0

4260364291971

357 2013

E-4RBM PRO HS 
2.550-10,0 

4260364291988

357 2510

E-4RBM PRO HS 
2.550-13,0 

4260364291995

357 2513

The machines are also available for other sheet thicknesses.

» bending performance data refer to 24 kg/m²
   sheet bending limit
» sheet thickness for stainless steel: factor 0,5
» sheet thickness for aluminum: factor 1,2
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E - 4 K R B - H  1 . 0 5 0 - 3 , 0  /  E - 4 K R B - H  1 . 0 5 0 - 4 , 0
C O N I C  4 - R O L L E R - R O U N D  B E N DI N G  M A C H I N ES

When ordering please
name the type of material
which will be used

Description

roller length

biggest roller Ø

smallest roller Ø

motor power

roller speed

weight

E-4KRB-H 1.050-3,0

155 mm

63 mm

5 m/min

E-4KRB-H 1.050-4,0

5 m/min

EAN

Item No.

E-4KRB-H 1.050-3,0

4260364296457

357 1030

E-4KRB-H 1.050-4,0

4260364296464

357 1040

PREMIUM-LINE

E - 4 K R B - H  1 . 0 5 0 - 3 , 0  /  E - 4 K R B - H  1 . 0 5 0 - 4 , 0

» the drive of the rolls is given by electric motor with planetary gear
» hydraulic upward and downward movement
» hydraulic bearing cap for easy removal of the rolled material
» entire operation via clear and mobile control panel
» digital display for roll position
» heavy welded steel construction
» central lubrication

P I C :  S H O W S  A N
E X A M P L E  O F  A 
F I N A L  P R O D U C T

» bending performance data refer to 24 kg/m²
   sheet bending limit
» sheet thickness for stainless steel: factor 0,5
» sheet thickness for aluminum: factor 1,2
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214

E - 4 R B M  P R O  H S S  -  M O D E L S 
M O TO RI C  4 - R O L L E R - R O U N D  B E N DI N G  M A C H I N ES

E - 4 R B M  P R O  H S S  -  M O D E L S

» hydraulic drive of upper and side rolls,
   also for up and down movements
» side rolls in pyramid system (reliable parallelism

» 2-speed levels to be chosen on the control panel
» digital display of both side rolls and lower roll
» hydraulic drop end for easy removal of the 
   machined sheets
» all operations controlled by functionally designed 
   movable panel
» conic bending device as standard
» central lubrication as standard
» induction hardened rolls made of forged steel

When ordering please
name the type of material 
which will be used

hydraulic device
» with high quality 
   components

Description

roller length

diameter of the central rolls

diameter of the side rolls

motor power

roller speed

weight

E-4RBM PRO HSS 
2.050-20,0

1,5 - 5 m/min

E-4RBM PRO HSS 
2.050-40,0

1,5 - 5 m/min

E-4RBM PRO HSS 
2.050-60,0 

- 4 m/min

EAN

Item No.

E-4RBM PRO HSS 
2.050-20,0

4260364296501

358 2020

E-4RBM PRO HSS 
2.050-40,0

4260364296518

358 2040

E-4RBM PRO HSS 
2.050-60,0

4260364296532

358 2060

PREMIUM-LINE

E-4RBM PRO HSS 
2.550-16,0 

1,5 - 5 m/min

E-4RBM PRO HSS 
2.550-16,0 

4260364296525

358 2516

For more technical date check page 215.

» bending performance data refer to 24 kg/m² 
   sheet bending limit
» sheet thickness for stainless steel: factor 0,5
» sheet thickness for aluminum: factor 1,2
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The machines are also available for other sheet thicknesses.

E-4RBM PRO HSS 3.100-12,0

1,5 - 5 m/min

E-4RBM PRO HSS 3.100-12,0

4260364292015

358 3112

Description

roller length

diameter of the central rolls

diameter of the side rolls

motor power

roller speed

weight

EAN

Item No.

E-4RBM PRO HSS 3.100-25,0

1,5 - 5 m/min

E-4RBM PRO HSS 3.100-25,0

4260364292039

358 3125

E-4RBM PRO HSS 2.550-20,0

1,5 - 5 m/min

E-4RBM PRO HSS 2.550-20,0

4260364292008

358 2520

E-4RBM PRO HSS 3.100-20,0

1,5 - 5 m/min

E-4RBM PRO HSS 3.100-20,0

4260364292022

358 3120

Description

roller length

diameter of the central rolls

diameter of the side rolls

motor power

roller speed

weight

EAN

Item No.

E-4RBM PRO HSS 2.550-25,0

1,5 - 5 m/min

E-4RBM PRO HSS 2.550-25,0

4260364297232

358 2525

E-4RBM PRO HSS 4.100-8,0

1,5 - 5 m/min

E-4RBM PRO HSS 4.100-8,0

4260364292046

358 4180

When ordering please
name the type of material 
which will be used

E - 4 R B M  P R O  H S S  -  M O D E L S

T E C H N I C A L  D A T A

O P T I O N A L  A C C E S S O R I E S

» NC control
» hydraulic support for large radius
» hydraulic side support
» hydraulic tube ejection
» ground and polished rolls

Product video on
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175

P W  1 0  M  /  P W  3 0  /  P W  3 0  H V
P R O F I L E  R O L L E R  M A C H I N E S

P W  1 0  M  /  P W  3 0  /  P W  3 0  H V

» solid frame made of cast iron
» drive over hand crank
» gearwheel milled from solid
» hardened and ground rollers
» arbors made of special steel, hardened and ground

PW 10 M

no

-

-

PW 30

no

4 U/min

213 kg

PW 30 HV

yes

4 U/min

224 kg

PW 30

4260364292060

225 1030

PW 30 HV

4260364292077

225 1530

Description

axle diameter

roller diameter

head foldable for horizontal use

motor power

roller speeds

weight

EAN

Item No.

PW 10 M

4260364292053

225 0030

» millimeter scale for adjusting the pressure rollers
» polished and double-based drive shafts that rotate in
  opposite tapered roller bearings
» central block in one piece sliding on hardened slide piece
» the sliding blocks are housed on the machine frame
» longitudinal workpiece storage and alignment devices
» mechanical service, 2 slaving rollers
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PW 40 HV

yes

425 kg

PW 40 HV

4260364292176

225 1540 

PW 50

no

PW 50

4260364292268

225 1050

P W  4 0  H V  /  P W  5 0

» heavy version
» millimetre scale for setting the printing rollers

» grounded and double-supported drive shafts, which
   rotate in opposite taper bearings
» central block sliding on hardened sliding piece

» roller sets for specific dimensions on page 219
» optional sets of plastic rollers on request

» the hardened and grounded glide shoes are accommodated
   on the machine frame 
» longitudinal fixtures for workpiece deposit and alignment 
» mechanical infeed, 2 driven rollers

R O L L E R  S E T S

P W  4 0  H V  /  P W  5 0 
P R O F I L E  R O L L E R  M A C H I N E S

Description

axis diameter

roller diameter

head foldable for horizontal use

motor power

weight

EAN

Item No.
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P W  3 0  /  P W  3 0  H V  

P W  1 0  
Dimensions in mm min ø in mm

PW 30 HV
Dimensions in mm

PW 30 HV
min ø in mm

Dimensions in mm

ø 15 
ø 
ø 25 
ø 

ø 35 x 2 
ø
ø 45 x 2
ø
ø 55 x 2
ø

 min ø in mm

P W  3 0  H V  O P T I O N A L  S T E E L  R O L L E R  S E T S

PW 30
Dimensions in mm

Ø 16

PW 30
min ø in mm
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P W  4 0  H V  /  P W  5 0  
PW 40 HV
Dimensions in mm

PW 40 HV 
min ø in mm

PW 50
Dimensions in mm

25 x 25

ø 35

65 x 45 x 5

PW 50 
min ø in mm

P W  4 0  H V  /  P W  5 0  O P T I O N A L  S T E E L  R O L L E R  S E T S

PW 40 HV
Dimensions in mm

ø 35 x 2

ø 45 x 2

ø 55 x 2

ø 65 x 2

PW 40 HV 
min ø in mm

PW 50
Dimensions in mm

ø 55 x 2
ø 35 x 2     

ø 65 x 2
ø 45 x 2     

PW 50 
min ø in mm

P L A S T I C  -  R O L L E R  S E T S  A N D  S E T S  F O R  C U S T O M S  O N  R E Q U E S T



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE

E - P W  3 1  F  /  E - P W  3 5  F
P R O F I L E  R O L L E R  M A C H I N E S

E - P W  3 1  F  /  E - P W 3 5  F 
W I T H  F O O T  C O N T R O L

» heavy and solid construction
» 2 powered rolls
» horizontally and vertically applicable
  (E-PW 31 F 
» sideways mangle rolls, stepless
  adjustable for spiral bending
» special hardened bending rolls
» hardened and ground shaft of special steel
» foot operating

E-PW 31 F 

-

2 - 4 m/min

EAN

Item No.

E-PW 31 F 

4260364296631

351 0031

Description

axis diameter

upper rolls - diameter

lower rolls - diameter

horizontal working

speed

motor power

weight

E-PW 35 F 

155 mm

155 mm

yes

4,5 m/min

E-PW 35 F 

4260364292275

351 0035

P I C :  E - P W  3 1  F P I C :  E - P W  3 5  F
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E - P W  4 0  H  / E - P W  5 0  H  /  E - P W  6 0  H
W I T H  F O O T  C O N T R O L

» heavy construction

» 3 driven rolls

» hardened standard rolls
» shafts are hardened and ground
» stepless adjustable lateral rolls for spiral bending
» brake motor equipped
» control panel with foot control

E - P W  4 0  H  / E - P W  5 0  H  /  E - P W  6 0  H
H Y D R A U L I C  P R O F I L E  R O L L E R  M A C H I N E S

E-PW 60 H 

215 mm

215 mm

yes

4 m/min

16 t

E-PW 60 H 

4260364292299

351 0060

E-PW 50 H 

152 mm

162 mm

yes

4,5 m/min

E-PW 50 H 

4260364292282

351 0050

EAN

Item No.

Description

axis diameter

upper rolls - diameter

lower rolls - diameter

horizontal working

speed

hydraulic power

motor power

weight

E-PW 40 H

35 mm

137 mm

137 mm

yes

7 m/min

-

415 kg

E-PW 40 H

4260364298420

351 0040

The model E-PW 40 H is particularly 
suitable for smaller diameters and 
has 2 additional guide rollers for this 

panel with digital display for two 

P I C :  R O L L E R
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E - P W  6 5  H  /  E - P W  8 0  H
H Y D R A U L I C  P R O F I L E  R O L L E R  M A C H I N E S

E - P W  6 5  H  /  E - P W  8 0  H

» steel welded frame construction
» 3 driven rolls

» hardened and ground shaft made of high tensile special steel

Description

upper axis diameter

lower axis diameter

roller diameter

horizontal working

speed

motor power

weight

E-PW 65 H 

yes

6 m/min

EAN

Item No.

E-PW 65 H 

4260364292305

351 0065

E-PW 80 H 

245 mm

yes

7 m/min

E-PW 80 H 

4260364292312

351 0080

» hardened roller sets as standard
» mobile control panel
» brake motor equipped
» side leveling rollers, adjustable for
  spiral bending

P I C :  E - P W  6 5  H
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E - P W  1 0 0  H  /  E - P W  1 2 0  H

» steel welded frame construction
» 3 driven rolls

»  hardened shafts and rollers
» horizontal and vertical bending 

E - P W  1 0 0  H  /  E - P W  1 2 0  H
H Y D R A U L I C  P R O F I L E  R O L L E R  M A C H I N E S

Description

upper axis diameter

lower axis diameter

roller diameter

horizontal working

speed

motor power

weight

E-PW 100 H 

-

315 mm

yes

7 m/min

EAN

Item No.

E-PW 100 H 

4260364292329

351 0100

E-PW 120 H 

-

yes

2 - 7,5 m/min

E-PW 120 H 

4260364294491

351 0120

O P T I O N A L  A C C E S S O R I E S

» tube and profile roller kits
» 3-axis hydraulic lateral guide rolls
» stepless driving speed adjustment

» hardened roller sets as standard
» mobile control panel
» stepless adjustable lateral rolls for 
   spiral bending
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E - P W  1 6 0  H  /  E - P W  1 8 0  H
H Y D R A U L I C  P R O F I L E  R O L L E R  M A C H I N E S

E - P W  1 6 0  H  /  E - P W  1 8 0  H

» steel welded frame construction
» 3 rollers hydraulically driven via planetary gear driven

» horizontal and vertical bending 

Description

upper axis diameter

lower axis diameter

roller diameter

horizontal working

speed

motor power

weight

E-PW 160 H

yes

3 - 6 m/min

EAN

Item No.

E-PW 160 H

4260364294507

351 0160

E-PW 180 H

yes

3 - 6 m/min

E-PW 180 H

4260364298444

351 0180

O P T I O N A L  A C C E S S O R I E S

» tube and profile roller kits
» stepless driving speed adjustment

» hardened roller sets as standard
» mobile control panel
» hardened shafts and rollers
» lateral guide rollers adjustable in 3 axes
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E - P W  2 0 0  H 
H Y D R A U L I C  P R O F I L E  R O L L E R  M A C H I N E S

Description

upper axis diameter
roller diameter

horizontal working

speed

motor power

weight

EAN

Item No.

E-PW 200 H 

yes

2 - 5 m/min

E-PW 200 H 
4260364294514

351 0200

E - P W  2 0 0  H

» steel welded frame construction
» 3 driven rolls

» hardened and ground shafts made of high tensile special steel
» hardened roller sets as standard
» mobile control panel
» stepless adjustable lateral rolls for spiral bending

O P T I O N A L  A C C E S S O R I E S

» tube and profile roller kits
» stepless driving speed 
   adjustment
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E - P W  2 4 0  H  /  E - P W  3 6 0  H 
H Y D R A U L I C  P R O F I L E  R O L L E R  M A C H I N E S

Description
upper axis diameter

roller diameter
speed

motor power

weight

E-PW 240 H 

2 - 4 m/min

EAN
Item No.

E-PW 240 H 

4260364296648

351 1240

E-PW 360 H 

2 - 4 m/min

E-PW 360 H 

4260364296655

351 1360

E - P W  2 4 0  H  /  E - P W  3 6 0  H

» steel welded frame construction
» 3 hydraulically driven rolls by planetary gear

» hardened roller sets as standard
» hardened and ground shafts
» mobile control panel
» standard castor set on request

More sizes are available on request.

O P T I O N A L  A C C E S S O R I E S

» tube and profile roller kits
» stepless driving speed 
   adjustment
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O P T I O N A L  R O L L E R  S E T S  M A D E  O F  S T E E L

  E-PW 35 F 
  Dimensions 

35 x 35

  E-PW 35 F
  min ø in mm

  E-PW 40 H 
  Dimensions 

35 x 35 x 5

35 x 35 x 5

  E-PW 40 H
  min ø in mm

  E-PW 50 H 
  Dimensions 

35 x 35
15 x 15

  E-PW 50 H
  min ø in mm

E-PW 35 F 
Dimensions 

ø 35

2" x 2,9
1" x 2,3

E-PW 35 F
min ø in mm

E-PW 40 H 
Dimensions 

ø 22

ø 1 1/2" x 2,3

25 x 25 x 2

35 x 35 x 5

E-PW 40 H
min ø in mm

E-PW 50 H 
Dimensions 

ø 35

ø 25 x 1,5

2" x 2,9
1/2" x 2,3

E-PW 50 H
min ø in mm

S T A N D A R D  R O L L E R  S E T S

E - P W  3 5  F  /  E - P W  4 0  H  /  E - P W  5 0  H   

R O L L E R  S E T S



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE

E - P W  6 0  H  /  E - P W  6 5  H   

R O L L E R  S E T S 

S T A N D A R D  R O L L E R  S E T S

  E-PW 60 H
  Dimensions 

  E-PW 60 H
  min ø in mm

  E-PW 65 H 
  Dimensions 

32 x 32
12 x 12

UPN 65

  E-PW 65 H
  min ø in mm

O P T I O N A L  R O L L E R  S E T S  M A D E  O F  S T E E L 

E-PW 60 H
Dimensions 

3" x 3,2
1" x 2,6

E-PW 60 H
min ø in mm

E-PW 65 H
Dimensions 

ø 35

ø 15 x 1,5

2" x 3,91
1/2" x 2,77

45 x 3

E-PW 65 H
min ø in mm
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S T A N D A R D  R O L L E R  S E T S

S T E E L  R O L L E R  S E T S  O P T I O N A L 

For all machines of the E-PW series special rollers can be manufactured optionally.

  E-PW 120 H
  Dimensions 

125 x 25

65 x 65

---

  E-PW 120 H
  min ø in mm

---

  E-PW 80 H 
  Dimensions 

125 x 25

45 x 45
15 x 15

25 x 3,5

23 x 3,5

  E-PW 80 H
  min ø in mm

  E-PW 100 H 
  Dimensions  

15 x 15

  E-PW 100 H
  min ø in mm

E-PW 120 H 
Dimensions 

5" x 6,35

E-PW 120 H
min ø in mm

E-PW 80 H
Dimensions 

ø 15

ø 15 x 1

1/2" x 2,77

25 x 15 x 2

25 x 2

E-PW 80 H
min ø in mm

E-PW 100 H 
Dimensions  

ø 75
ø 15

ø 125 x 2,5
ø 15 x 1

4" x 4,5
1/2" x 2,77

25 x 15 x 2

25 x 2

E-PW 100 H
min ø in mm

E - P W  8 0  H  /  E - P W  1 0 0  H  /  E - P W  1 2 0  H   

R O L L E R  S E T S
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  E-PW 160 H 
  Dimensions 

  E-PW 160 H
  min ø in mm

  E-PW 180 H 
  Dimensions   

  E-PW 180 H
  min ø in mm

E - P W  1 6 0  H  /  E - P W  2 0 0  H  /  E - P W  2 4 0  H   

R O L L E R  S E T S

S T A N D A R D  R O L L E R  S E T S

S T E E L  R O L L E R  S E T S  O P T I O N A L 

E-PW 160 H
Dimensions   

6" x 7,11

E-PW 160 H
min ø in mm

E-PW 180 H
Dimensions

E-PW 180 H
min ø in mm

E-PW 200 H 
Dimensions   

ø 273 x 5,6

9" x 6,3

E-PW 200 H
min ø in mm

  E-PW 200 H 
  Dimensions   

  E-PW 200 H
  min ø in mm

For all machines of the E-PW series special rollers can be manufactured optionally.
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E - 4 P W  7 0  H
H Y D R A U L I C  P R O F I L E  R O L L E R  M A C H I N E

Description

axis diameter
roller diameter

horizontal working

speed

motor power

weight

E-4PW 70 H 

yes

EAN
Item No.

E-4PW 70 H 

4260364296662
351 2070

E - 4 P W  7 0  H

» machine frame as stable welded construction
» up and down movement of base and side rollers 
   side rollers hydraulically
» two driven rollers 
» guide made of high-strength and hardened steel, 
   also inside the housing
» operation via mobile panel
» machine can be used vertically and horizontally

O P T I O N A L  A C C E S S O R I E S

» drive for 3rd roller
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Description

axis diameter
roller diameter

horizontal working

speed

motor power

weight

E-4PW 90 H 

yes

6,37 m/min

EAN
Item No.

E-4PW 90 H 

4260364296679
351 2090

E-4PW 110 H 

yes

E-4PW 110 H 

4260364296686
351 2110

E - 4 P W  9 0  H  /  E - 4 P W  1 1 0  H

» 4-roll profile bending machines with direct drive by means of hydraulic motor 

» hydraulic positioning of the bottom and side rollers 
» drive shafts made of high-strength steel, hardened

E - 4  P W  9 0  H  /  E - 4  P W  1 1 0  H
H Y D R A U L I C  P R O F I L E  R O L L E R  M A C H I N E S
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E - 4 P W  7 0  H  /  E - 4 P W  9 0  H  /  E - 4 P W  1 1 0  H  

R O L L E R  S E T S

E-4PW 70 H

Size Min Ø

32 x 32
12 x 12

Ø 35
Ø

Ø

Ø 15 x 1,5

Ø 2" x 3,91

Ø 1/2" x 2,77

45 x 3

UPN 65

E-4PW 90 H

Size Min Ø

125 x 25

45 x 45
15 x 15

Ø
Ø 15

Ø

Ø 15 x 1

Ø

Ø 1/2" x 2,77

25 x 15 x 2

25 x 2

25 x 3,5

25 x 3,5

E-4PW 110 H

Size Min Ø

15 x 15

Ø 75
Ø 15

Ø

Ø 15 x 1

Ø

Ø 1/2" x 2,77

25 x 15 x 2

25 x 2

Standard

Standard

Standard

Optional

Optional

Optional

Optional

Optional

Optional

Optional

Standard

Standard

Optional

Standard

Standard

Optional
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Cutting
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E K  1  /  E K  2  /  E K  3  /  E K  8 - E
F O R  D I F F E R E N T  D I A M E T E R S

» from mild steel to high grade steel and other pipes to
   3 mm wall thickness
» different rolls dia in one unit
» high productiveness with low investment
» clear edges, so there is no rework necessary
» low force required due to eccentric shaft (EK 1 - 3

E X A M P L E  O F  A P P L I C A T I O N

Description

outer diameter of the tube

weight

EK 1

3 mm

6 kg

EK 2

3/4", 1", 1-1/4"

3 mm

EK 3

1-1/2", 2"

3 mm

15 kg

EK 1

4260364292367

225 1001

EK 2

4260364292374

225 1002

EK 3

4260364292381

225 1003

P I C :  E K  2 

EK 8-E

1/4" bis 2"

3 mm

EK 8-E

4260364297362

325 1008

E K  1  /  E K  2  /  E K  3  /  E K  8 - E  

N O T C H I N G  M A C H I N E S  F O R  P I P E S

EAN

Item No.
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Description

outer diameter of the tube

weight

E -A M  1 , 5  P

» sturdy construction for precise notching of sheets

» burr-free cut due to precision cutting edges made of high-grade
   steel and pneumatic drive
» movable foot pedal allows positioning of the workpiece 
   with both hands
» adjustable work stops
» adjustable blade spacing
» 

Scope of delivery

» 1 set of cutting blades

E-AM 1,5 P

1,5 mm

25 mm

E-PAM 1,5

4260657652656

353 1015

Description

cutting angle

cutting pressure

weight

EAN

Item No.

E - A M  1 , 5  P 
P N E U M A T I C  N O T C H I N G  M A C H I N E
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A M  4 T  /  A M  4 T - 3 , 0  /  A M  4 P T  /  H A M - P  3 , 0
M A N U A L  N O T C H I N G  M A C H I N E

A M  4 T  /  A M  4 T - 3 , 0  /  A M  4 P T  /  H A M - P  3 , 0

» solid punching machine with high pressure
» free of burrs cut by precision cutting edge from high - quality steel
» universally adjustable stop for the serial production

» body is of steel construction
» no deflection of the cutting edge is possible

Description

cutting angle

cutting pressure

table size

weight

AM 4T

1,5 mm

152 x 152 mm

75 kg

EAN

Item No.

AM 4T

4260364292398

225 1040

AM 4PT

1,5 mm

25 mm

75 kg

AM 4PT

4260364298451

225 2040

AM 4T - 3,0

AM 4T - 3,0

4260364299540

225 3040

P I C :  A M  4 T

HAM-P 3,0

HAM-P 3,0

4260657651758

225 2030

P I C :  A M  4 P T
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PREMIUM-LINE

EAN
Item No.

E - H A M  4  F  /  E - H A M  6  V P
H Y D R A U L I C  N O T C H I N G  M A C H I N E S

E X A M P L E  O F  U S E

Description
sheet thickness - ST 37

sheet thickness - stainless 
steel
table size
cutting angle

oil tank
cutting pressure
motor power

weight

E-HAM 4 F

197 x 197 mm
45 Liter

4 kW

E-HAM 4 F
4260364298819
353 1004

E-HAM 6 VP

35 Liter

4 kW

E-HAM 6 VP
4260364296693
353 1006

R E A R  H O L E  P U N C H I N G  U N I T 
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Description

cutting speed

motor power

hump depth

throat depth

weight

EAN

Item No.

E-KS 1,8 M

4260364296709

353 1018

E-KS 1,8 M

7,5 m/min

1,1 kW

215 mm

PREMIUM-LINE

E - K S  1 , 8  M

» workpiece clamping and measuring setting manually
» extremely stable and robust welded construction
» knives made of special steel K2379, bronze bearing
» knives are hardened, adjustable and regrindable
» geared motor with brake system
» central lubrication
» very good value of money

E - K S  1 , 8  M
C I R C U L A R  S H E A R

O P T I O N A L  A C C E S S O R I E S

» pneumatic clutch system 
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E - K S  3 , 5  M  /  E - K S  5  M  
C I R C U L A R  S H E A R S

E - K S  3 , 5  M  /  E - K S  5  M 

» extremely stable and robust welded construction
» knives made of special steel K2379, bronze bearing
» knives are hardened, adjustable and regrindable
» geared motor with brake system
» central lubrication
» hydraulic driven sheet centering system
» very good value of money

P I C :  E - K S  3 , 5  M

Description

cutting speed

motor power

hump depth

throat depth

weight

E-KS 3,5 M 

6,1 m/min

E-KS 5 M 

4,1 m/min

EAN

Item No.

E-KS 3,5 M 

4260364294521

353 1035

E-KS 5 M 

4260364294538

353 1050
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H S  1 2 5  /  H S  1 5 0  /  H S  3 0 0

» for cutting of sheets and sheet profiles
» in the top knife stands an admission bore for sectioning
   of round material
» across the complete cut length
   power gentle and easy separating
» the workpart is positioned by
   an adjustable hold down clamp
» shear is assured by a strong
   spring against independent closing
» solid hand grip assures a safe operation
» ergonomic cutting geometry
» fixed cutters
» robust shear body
» stable pedestal with fixing bores

Description

round material

material length

material thickness

weight

HS 125

Ø 11 mm

127 mm

6 mm

9 kg

HS 150

Ø 11 mm

152 mm

6 mm

HS 300

Ø 13 mm

6 mm

26 kg

Description

EAN

Item No.

spare plate for HS 125

4260364292435

547 0125

spare plate for HS 150

4260364292442

547 0150

spare plate for HS 300

4260364292459

547 0300

EAN

Item No.

HS 125

4260364292404

226 0125

HS 150

4260364292411

226 0150

HS 300

4260364292428

226 0300

H S  1 2 5  /  H S  1 5 0  /  H S  3 0 0
H A N D  G U I L L O T I N E  S H E A R S
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T F S  1 . 0 5 0 - 1 , 0
T A B L E  S H E A R S

T F S  1 . 0 5 0 - 1 , 0

P A P E R  A N D  O T H E R  M A T E R I A L S

» heavy duty cast iron construction
» retraction of blade over spring
» with manual holding down
  clamp for perfect achievement
» large work table
» centre console
» adjustable parallel limit stop by hand crank
» very good price performance ratio

Description

sheet thickness

working width

weight

TFS 1.050-1,0

EAN

Item No.

TFS 1.050-1,0

4260364292473

225 0715

» cutting performance data refer to 24 kg/m²
   sheet bending limit
» sheet thickness for stainless steel: factor 0,5
» sheet thickness for aluminum: factor 1,2
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E -T F S  1 . 0 5 0 - 1 , 5  /  E -T F S  1 . 3 5 0 - 1 , 5
T A B L E  S H E A R S

E - T F S  1 . 0 5 0 - 1 , 5  /  E - T F S  1 . 3 5 0 - 1 , 5

S H E E T S  A N D  O T H E R 
M A T E R I A L S

» ideal for industry and craftsmen
» high quality converting
» for steel discs up to 1,5 mm
» with variable holding down clamp for a
   perfect achievement
» large working table
» heavy cast iron construction, no welded
   construction

Description

blade length

sheet thickness

working width

table size

weight

E-TFS 1.050-1,5 E-TFS 1.350-1,5

EAN

Item No.

E-TFS 1.050-1,5

4260364297218

353 1051 

E-TFS 1.350-1,5

4260364297225

353 1350 

PREMIUM-LINE

» cutting performance data refer  
   to 24 kg/m² sheet bending limit
» sheet thickness for stainless steel: 
   factor 0,5
» sheet thickness for aluminum: factor 1,2
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E - M T S K - M O D E L S 

M O T O R I C  G U I L L O T I N E  S H E A R  W I T H  C U T T I N G  E M I S S I O N 

R E A R  O R  F R O N T

E - M T S K - M O D E L S

» support table with ball rollers, T-slots and lateral stop with scale
» automatic hold-down-device for fixing sheet metal
» cut-line lightning with silhouette
» cutting gap adjustment in the front
» cutting knife made of tool steel with two cutting edges
» backgauge with recirculating ballscrews
» pneumatic sheet holding device
» sheet metal ejection optionally at the front or rear of the machine
» mobile foot pedal and emergency stop button

PREMIUM-LINE

O P T I O N A L  T O U C H S C R E E N  C O N T R O L
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» bending performance data refer to 24 kg/m²
   sheet bending limit
» sheet thickness for stainless steel: factor 0,5
» sheet thickness for aluminum: factor 1,2

Description

working length

cutting angle

strokes per minute

table height

backgauge

working width

motor power

weight

E-MTSK 1.100-6,0 

6 mm

2°

31

455 mm

E-MTSK 1.560-5,0

5 mm

2°

31

455 mm

EAN

Item No.

E-MTSK 1.100-6,0 

4260364299557

340 8116

E-MTSK 1.560-5,0

4260364299564

340 8155

E-MTSK 2.060-4,0 

4 mm

31

455 mm

E-MTSK 2.060-4,0 

4260364299571

340 8204

E-MTSK 2.560-4,0 

4 mm

31

455 mm

E-MTSK 2.560-4,0

4260364299588

340 8254

E-MTSK 3.060-4,0 

4 mm

31

455 mm

E-MTSK 3.060-4,0 

4260364299595

340 8304

Other sizes are available on request.
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Description

working width

strokes per minute

table depth

table height

motor power

weight

E-MTBS 1.350-3,0 

35

E-MTBS 2.050-3,0 

35

EAN

Item No.

E-MTBS 1.350-3,0 

4260364294569

340 7135

E-MTBS 2.050-3,0 

4260364294583

340 7203

E - M T B S - M O D E L S  

M O T O R I C  G U I L L O T I N E  S H E A R S

E - M T B S - M O D E L S

» high-quality, heavy and stable welded 
   steel construction

 
   adjustment via front handwheel
» safety battier signal system
» finger protection barrier
» LED-working light in the cutting area
» operation via foot pedal
» hardened knive that can be used on both sides
» emergency stop switch with mobile foot pedal

Motor-driven guillotine shears for material thicknesses up to 3 mm for cutting metals and other materials 

» cutting performance data refer to 24 kg/m²
   sheet bending limit
» sheet thickness for stainless steel: factor 0,5
» sheet thickness for aluminum: factor 1,2

E-MTBS 2.550-2,0 

35 

E-MTBS 2.550-2,0 

4260657650683

340 7252

E-MTBS 3.050-2,0 

35

E-MTBS 3.050-2,0 

4260364296716

340 7302

PREMIUM-LINE

More sizes are available on request.
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Description

working width

strokes per minute

table depth

table height

motor power

weight

EAN

Item No.

E-MTBS 2.550-4,0 

41

455 mm

E-MTBS 2.550-4,0 

4260364296723

340 7254

E-MTBS 3.050-4,0 

41

455 mm

E-MTBS 3.050-4,0 

4260364296730

340 7305

E - M T B S - M O D E L S   

M O T O R I C  G U I L L O T I N E  S H E A R S

E - M T B S - M O D E L S

» high-quality, heavy and stable welded 
   steel construction

   ball screw drive
» safety system in the rear area
» finger protection barrier
» LED-working light in the cutting area
» operation via foot pedal
» hardened knive that can be used on both sides
» cutting column adjustment from the front
» emergency stop switch with mobile foot pedal
» sheet metal handle arms

Motorised guillotine shears for material thicknesses up to 4 mm for cutting metals and other materials in 

E-MTBS 2.050-4,0

41

455 mm

E-MTBS 2.050-4,0

4260364294606

340 7204

» cutting performance data refer to 24 kg/m²
   sheet bending limit
» sheet thickness for stainless steel: factor 0,5
» sheet thickness for aluminum: factor 1,2

More sizes are available on request.
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E - W S A - M O D E L S   

W A T E R J E T  C U T T I N G  M A C H I N E S 

E - W S A  M O D E L S

» work table with water basin in upright design for easy accessibility and safe workpiece support

» cutting with ultrapure water or abrasive possible 

Description

cutting range

positioning accuracy

repeatability

table load

path vertical axis

E-WSA-L

by arrangement,

On request

E-WSA-S

by arrangement,

On request

E-WSA-U

by arrangement,

On request

E-WSA-C

by arrangement,

On request

P I C :  E  - W S A - C
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E - W S A - M O D E L S    

W A T E R J E T  C U T T I N G  M A C H I N E S

M O D E L  E - W S A - L 

M O D E L  E - W S A - S

M O D E L  E - W S A - U

M O D E L  E - W S A - C

maximum power  

maximum pressure

maximum size of 
cutting nozzle

1,1 kW

1 x 7

2,2 kW

1 x 14 or

5,7 kW

1 x 17 or
2 x 12

7,5 kW

1 x 19 or
2 x 14

Depending on the requirements, the machines are equipped with different pumps, which are offered separately:



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 

QUALITY PRODUCT RECOMMENDED RETAIL PRICE

D I S C O V E R  O U R  P R E C I S I O N 
C U T T I N G  M A C H I N E S
P L A S M A  A N D  L A S E R  C U T T I N G  M A C H I N E S  

P I C :  E X A M P L E  I L L U S T R A T I O N 
P L A S M A  C U T T I N G  M A C H I N E

P I C :  E X A M P L E  I L L U S T R A T I O N 
L A S E R  C U T T I N G  S Y S T E M S

P L A S M A  C U T T I N G  S Y S T E M S

L A S E R  C U T T I N G  S Y S T E M S

Our precision cutting machines are designed for the highest requirements in fine cutting.

We will be happy to provide you with an individual offer.
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F o r  a  c o m p l e t e  o v e r v i e w  o f  E - H P S  m a c h i n e s  c h e c k  p a g e  2 5 6 .

E - H P S  4 0   

H Y D R A U L I C  S T E E L W O R K E R

Description

cutting capacity

working range

working stroke

motor power

weight

E-HPS 40 

175 mm

EAN

Item No.

E-HPS 40 

4260364296747

353 0040

» cutting performance data refer to 24 kg/m²
   sheet bending limit
» sheet thickness for stainless steel: factor 0,5
» sheet thickness for aluminum: factor 1,2

Description

thickness diameter
working stroke
working height

sheet shear
sheets
sheets
blade length

shearing with angle
working height
angel shear

angle steel at 45°
working height
steel bar sheer
square
rectangular

E-HPS 40 

-

356 mm

-

-

25 mm

PREMIUM-LINE

E - H P S  4 0 

» 4 processing stations with foot control
» cutting, notching and punching of angular iron angle
   iron, flat iron and bar stock
» central lubrication
» high-quality, heavy and stable welded steel 
   construction
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» cutting performance data refer to 
   24 kg/m² sheet bending limit
» sheet thickness for stainless steel: 
   factor 0,5
» sheet thickness for aluminum: factor 1,2

E - H P S  4 5  /  E - H P S  6 0
H Y D R A U L I C  S T E E L W O R K E R S

PREMIUM-LINE

Product video on

notching station 
table with stop and scales

flat steel station 
table with angle stops and 
adjustable downholder

punching station 
 

rod steel station with hold down angular steel station 

E - H P S  4 5  /  E - H P S  6 0 
W I T H  5  W O R K S T A T I O N S

» 5 processing stations with foot controller
» punching, steel bar shearing, angle iron
   cropping, sheet metal shearing, notching
» for fast working with short cycle times
» heavy welded steel construction

Description

cutting capacity

working range

working stroke

motor power

weight

E-HPS 45 

45 t

175 mm

935 mm

E-HPS 60 

55 mm

955 mm

EAN

Item No.

E-HPS 45 

4260364292503

353 0045

E-HPS 60 

4260364292510

353 0060

Specify tool brand with your order:

» Mubea
» Kingsland
» Peddinghaus



Product video on
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E - H P S  5 5  /  E - H P S  6 5
H Y D R A U L I C  S T E E L W O R K E R S

PREMIUM-LINE

P I C :  E - H P S  6 5

E - H P S  5 5  /  E - H P S  6 5 

» 5 processing stations with foot controller
» punching, steel bar shearing, angle iron
   cropping, sheet metal shearing, notching
» for fast working with short cycle times
» heavy welded steel construction

Description

cutting capacity

working range

working stroke

motor power

weight

E-HPS 55

55 t

255 mm

E-HPS 65

65 t

55 mm

EAN

Item No.

E-HPS 55 

4260364292527

353 0055

E-HPS 65 

4260364292534

353 0065

F o r  a  c o m p l e t e  o v e r v i e w  o f  E - H P S  m a c h i n e s  c h e c k  p a g e  2 5 6 .

Specify tool brand with your order:

» Mubea
» Kingsland
» Peddinghaus

»  cutting performance data refer to 
    24 kg/m² sheet bending limit
» sheet thickness for stainless steel: 
   factor 0,5
» sheet thickness for aluminum: factor 1,2
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PREMIUM-LINE

E - H P S  6 5  V  

H Y D R A U L I C  S T E E L W O R K E R

F o r  a  c o m p l e t e  o v e r v i e w  o f  E - H P S  m a c h i n e s  c h e c k  p a g e  2 5 6 .

W I T H  5  W O R K  S T A T I O N S

» 5 processing stations with foot controller
» punching, steel bar shearing, angle iron
   cropping, sheet metal shearing, notching
» for fast working with short cycle times
» heavy welded steel construction

Description

cutting capacity

working range

working stroke

working height

motor power

weight

E-HPS 65 V

65 t

EAN

Item No.

E-HPS 65 V

4260364296754

353 0066

» cutting performance data refer to 24 kg/m² 
   sheet bending limit
» sheet thickness for stainless steel: 
   factor 0,5
» sheet thickness for aluminum: factor 1,2

Specify tool brand with your order:

» Mubea
» Kingsland
» Peddinghaus
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E - H P S  8 5  /  E - H P S  11 5  /  E - H P S  1 7 5   

H Y D R A U L I C  S T E E L W O R K E R S

E - H P S  8 5  /  E - H P S  11 5  /  E - H P S  1 7 5 
W I T H  5  W O R K  S T A T I O N S

» 5 processing stations with foot controller
» punching, steel bar shearing, angle iron cropping,
   sheet metal shearing, notching
» with double cylinder
» for fast working with short cycle times
» heavy welded steel construction

P I C :  E - H P S  1 7 5 

Description

cutting capacity

working range

working stroke

motor power

weight

E-HPS 85 

355 mm

E-HPS 115 

115 t

355 mm

E-HPS 175 

175 t

625 mm

EAN

Item No.

E-HPS 85 

4260364292541

353 0085

E-HPS 115 

4260364292558

353 0115

E-HPS 175 

4260364292565

353 0175

F o r  a  c o m p l e t e  o v e r v i e w  o f  E - H P S  m a c h i n e s  c h e c k  p a g e  2 5 6 .

» cutting performance data refer to 
   24 kg/m² sheet bending limit
» sheet thickness for stainless steel: 
   factor 0,5
» sheet thickness for aluminum: factor 1,2

Specify tool brand with your order:

» Mubea
» Kingsland
» Peddinghaus

PREMIUM-LINE
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Description
hole punch

thickness diameter
working stroke
working height
sheet shear 
sheet 
sheet 
blade length
angle shear
working height

angle iron at 45°
working height
steel bar shear 
circular  
square
notching
material thickness 
length 
depth
working height

E-HPS 45 
-
22 x 15 mm

935 mm
-

317 mm

955 mm
-

-

25 mm
-

E-HPS 55
-

-

317 mm

-

-

-

E-HPS 60 
-

55 mm
955 mm
-

317 mm

955 mm
-

-

35 mm
-

E-HPS 65
-

55 mm

-

375 x 15 mm

-

-
ø 45 mm
45 mm
-

Description
hole punch

thickness diameter
working stroke
working height
sheet shear 
sheet 
sheet 
blade length
angle shear
working height

angle iron at 45°
working height
steel bar shear 
circular  
square
notching
material thickness 
length 
depth
working height

E-HPS 85 
-

57 x 12 mm

-

-

-

-
13 mm

E-HPS 115 
-
34 x 26 mm
55 x 16 mm

-

935 mm
-

-
ø 55 mm

-
13 mm

E-HPS 175 
-

57 x 22 mm

-

-

-
ø 65 mm
55 mm
-
16 mm

E-HPS 40
-

-

356 mm

-

-

25 mm
-
-

E-HPS 65 V
-

55 mm

-

375 x 15 mm

-

-
ø 45 mm
45 mm
-

O v e r v i e w  T e c h n i c a l  D a t a
E - H P S  -  M a c h i n e s
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E - H L S  3 0  /  E - H L S  6 5  /  E - H L S  8 5
E - H L S  11 5  /  E - H L S  17 5  

H Y D R A U L I C  H O L E  P U N C H I N G  M A C H I N E S

E-HLS 115 
115 t
625 mm

34 x 26 mm

55 x 16 mm

x 21

11 kW

E-HLS 175 
175 t
625 mm

57 x 22 mm

x 21

11 kW

E-HLS 115 
4260364292619
353 2115

E-HLS 175 
4260364292626
353 2175

Description
punching force
working range
punching diameter

punching machine 
thickness diameter
working stroke

motor power

weight

E-HLS 65 
65 t
625 mm

55 mm
x 22

5,5 kW

E-HLS 85 

625 mm

57 x 12 mm

x 21

7,5 kW

EAN

Item No

E-HLS 65 
4260364292596
353 2065

E-HLS 85 
4260364292602
353 2085

E - H L S  3 0  /  E - H L S  6 5  / 
E - H L S  8 5  /  E - H L S  1 1 5  /
E - H L S  1 7 5

» for punching sheets, flat and U-steel
» heavy and stable welded construction
» time-saving, stepless stroke adjustment
» stamp holder
» LED working light
» C-clamps

E-HLS 30 

625 mm

55 mm

3 kW

E-HLS 30 
4260364298826
353 2030

» cutting performance data refer to 
   24 kg/m² sheet bending limit
» sheet thickness for stainless steel: 
   factor 0,5
» sheet thickness for aluminum: factor 1,2
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P I C :  E - H L S  1 1 5  D P 

Model E-HLS 30 only for single operation, all other models also with double station.

PREMIUM-LINE

E-HLS 115 DP
4260364299786
353 3115

EAN
Item No.

E-HLS 65 DP
4260364299762
353 3065

E-HLS 85 DP
4260364299779
353 3085

E - H L S  D P  -  M O D E L L E 

E-HLS 115 DP
2 x 115 t

E-HLS 175 DP
2 x 175 t

Description
punching force

weight

E-HLS 65 DP
2 x 65 t

E-HLS 85 DP

E - H L S  D P  -  M O D E L S
H Y D R A U L I C  H O L E  P U N C H I N G  M A C H I N E S

E-HLS 115 DP
4260364299786
353 3115
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Horizontal And Vertical
Press Brakes

259



K2

K1
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D D P  2  /  D D P  3  /  D D P  5  

A R B O R  P R E S S E S

D D P  2  /  D D P  3  /  D D P  5 
 

» ideal for work- and repair shops
» stable construction 
» body made of high-grade grey cast iron 

» suitable for molding in and crushing bearing, arbors,
   bushings, spindles and pins
» for bending, flattening and broaching operations
» turntable adjustable in four positions 
» variable adjustable lever rod
» with mounting holes for fixing on a workbench

Description

working range

table size round

largest mandrel hole

allowable pressure

K1

K2

L1

weight

DDP 2

123 mm

155 mm

32 x 32 x 445 mm

2 t

32 kg

DDP 3

163 mm

44 mm

3 t

47 kg

DDP 5

226 mm

255 mm

5 t

EAN

Item No.

DDP 2

4260364292336

225 8002

DDP 3

4260364292343

225 8003

DDP 5

4260364292350

225 8005

P I C :  D D P  2 P I C :  D D P  3 P I C :  D D P  5
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P I C :  H W P - E  2 5 P I C :  H W P  1 6 

H W P  1 6  /  H W P - E  2 5

H W P  1 6  /  H W P - E  2 5

Machine concept in principle of a workshop press, but in C-design to be able to process long parts with minimum space 

Two prism supports are included in the delivery: 

Description

pressure 

stroke

ram speed 

return stroke ram

weight

HWP 16

16 t

16 t

15 mm/s

215 kg

EAN

Item No.

HWP 16

4260657650690

225 9016

Description

pressure 

stroke

ram speed

return stroke ram

motor power

weight

HWP-E 25

25 t

25 t

12,5 mm/s

2,2 kW

242 kg

EAN

Item No.

HWP-E 25

4260657650706

225 9025

P I C :  T W O  P R I S M
S U P P O R T S
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P I C :  T O P  T O O L 
      F O L D E D  U P 

Description

pressure

stroke

motor power

weight

HAKP 48 

4 mm

3 kW

HAKP 48

4260364297652

227 1048

EAN

Item No.

H A K P  4 8
H Y D R A U L I C  B E N D I N G  P R E S S

H A K P  4 8

» universal robust folding machine
» ideal for repair purposes
» samples and / or small quantities

» fold-up upper tool enables edging of sheets to rectangular tubes
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E - H P C  4 0
H Y D R A U L I C  C - F R A M E  P R E S S 

E-HPC 40

245 x 265 mm 

2,2 kW

EAN

Item No.

E-HPC 40

4260657652663

360 2040

Description

pressure

working speed

return speed

punch displacement

neck size

table dimensions

motor power

weight

E X A M P L E S  O F  U S E

PREMIUM-LINE

NEW

E - H P C  4 0
H Y D R A U L I C  C - F R A M E  P R E S S  W I T H  U P  T O 

» large work table to which tools can be fixed

» digital display as standard
» movable foot pedal allows positioning of the workpiece 
   with both hands
» precise work processes with piece and stroke counter

Optional pressing tools are available on request.

N O T  A L L  A P P L I C A T I O N  E X A M P L E S  A R E 

P O S S I B L E  W I T H  T H E  S T A N D A R D  T O O L   

P I C :  O P T I O A N L  T O O L  F O R  P U N C H I N G 

R O U N D ,  A N G U L A R  C O M P O N E N T S    
P I C :  O P T I O N A L  F L A T  S T E E L 

F L A T  S T E E L  C U T T I N G  T O O L
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H W P  3 0  T  /  H W P - E  3 0  T  /  H W P - E  5 0  T 

H W P  3 0  T  /  H W P - E  3 0  T  /  H W P - 5 0  T

» for all reparation and maintenance work,
   adjusting of axes, bearings, arbors, pressing
   of bearings, bolts and bushings, press and squeeze work
» stable welding construction
» robust frame with boring for the adjustment of the press table
» exceedingly precise hydraulic made in Europe

» with fixed chromed cylinder pistons
» press pressure readable via manometer
» with speeded up flow and automatic return of the piston

Description

pressure

working stroke

working range

table size

weight

HWP 30 T

75 bar

EAN

Item No.

HWP 30 T

4260364294675

225 9031

Description

pressure

working stroke

working range

table size

motor power

weight

HWP-E 30 T

EAN

Item No.

HWP-E 30 T

4260364294682

225 9030

HWP-E 50 T

HWP-E 50 T

4260657652823

225 9050
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E - H W P  5 0 0 -1 0  /  E - H W P  5 0 0 - 2 0
E - H W P  6 0 0 - 3 0

E - H W P  -  M O D E L S

For all repair and assembly work, straightening of axes, girders, shafts, pressing and unloading of

» stable welded construction
» robust frame with perforation for adjustment of the press table
» pressure build-up manual, pressure indication on manometer

Description
pressure

working stroke
cylinder dimensions

weight

E-HWP 500-10

244 bar
125 mm

125 kg

E-HWP 500-20

244 bar
125 mm

 mm

E-HWP 600-30

244 bar
125 mm

 mm

EAN
Item No.

E-HWP 500-10
4260364296778
360 4601

E-HWP 500-20
4260364296785
360 4602

E-HWP 600-30
4260364296792
360 4603
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D I M E N S I O N S  O F  T H E  F O L L O W I N G 
W O R K S H O P  P R E S S E S

E - W P  -  M O D E L S

E-WPK 1.040-80

165 mm

E-WPK 1.070-100

315 mm

E-WPK 1.070-150 E-WPK 1.570-150Description

A - hole distance

B - working surface

C - depth

L - length

W - depth

H - height

Description

A - hole distance

B - working surface

C - depth

L - length

W - depth

H - height

E-WP 775-30

165 mm

775 mm

E-WP 1.040-60

165 mm

E-WP 1.040-80

165 mm

E-WP 1.070-100

E-WP 1.070-150 E-WP 1.570-100 E-WP 1.570-150 E-WP 1.570-200Description

A - hole distance

B - working surface

C - depth

L - length

W - depth

H - height

E - W P K  -  M O D E L S

E - H W P  -  M O D E L S

Description

A - hole distance

B - working surface

C - depth

L - length

W - depth

H - height

E-HWP 500-10 E-HWP 500-20 E-HWP 600-30



L
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D I M E N S I O N S  O F  T H E  F O L L O W I N G 
W O R K S H O P  P R E S S E S

E - W P R  -  M O D E L S

E-WPR 1.570-100

315 mm

E-WPK 1.570-150 E-WPK 1.900-200Description

A - hole distance

B - working surface

C - depth

L - length

W - depth

H - height

E - U W P  -  M O D E L S

E-UWP 1.020-
100

E-UWP 1.020-
150

E-UWP 1.520-
100

E-UWP 1.520-
150

Description

B - working surface

L - length

W - depth

H - height

E - A P  -  M O D E L S

E-AP 1.020-100 E-AP 1.020-150 E-AP 1.520-100 E-AP 1.520-150Description

A - hole distance

B - working surface

L - length

W - depth

H - height
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E - W P  -  M O D E L S   

E - W P  -  M O D E L S

» steel welded construction
» easy handling
» arbitrarily stop position
» pressure display
» safety valve against overload
» table height is adjustable
» control with special joystick

For technical data check page 269.

P I C :  C Y L I N D E R 
W I T H  T O O L

O P T I O N A L  A C C E S S O R I E S

» foot pedal
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Description

pressure

working stroke

cylinder dimensions

working speed
motor power

weight

E-WP 1.070-100 

263 bar

5 mm/sec

E-WP 1.570-100 

263 bar

5 mm/sec

E-WP 1.070-150 

244 bar

5 mm/sec

 

E-WP 1.570-150 

244 bar

5 mm/sec

Description
pressure

working stroke
cylinder dimensions
working speed
motor power

weight

E-WP 775-30 

244 bar

5 mm/sec

E-WP 1.040-60 

236 bar

4 mm/sec

E-WP 1.040-80 

255 bar

5 mm/sec

EAN
Item No.

E-WP 775-30 
4260364294767

360 4775

E-WP 1.040-60 
4260364294774
360 4104

E-WP 1.040-80 
4260364294781
360 4105

EAN

Item No.

E-WP 1.070-100 
4260364294798
360 4107

E-WP 1.570-100 
4260364804

360 4157

E-WP 1.070-150 
4260364294811

360 4108

E-WP 1.570-150 
4260364294828

360 4158

P I C :  A D J U S T A B L E  H E I G H T P I C :  P R E S S U R E  G A U G E  D I S P L A Y

E-WP 1.570-200

5 mm/sec

E-WP 1.570-200
4260364296808

360 4161

E - W P  -  M O D E L S

T E C H N I C A L  D A T A
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Description
pressure

working stroke
cylinder dimensions
working speed
motor power

weight

E-WPK 1.570 - 100 

263 bar

5 mm/sec

E-WPK 1.070-150 

244 bar

5 mm/sec

E-WPK 1.570-150 

244 bar

5 mm/sec

EAN
Item No.

E-WPK 1.570-100 
4260364298291
360 4159

E-WPK 1.070-100 
4260364296822
360 4109

E-WPK 1.070-150  
4260364296839
360 4110

E-WPK 1.070-100 

263 bar

5 mm/sec

E-WPK 1.570-150  
4260364296846
360 4160

E - W P K  -  M O D E L S 

E - W P K  -  M O D E L S

» steel welded construction
» easy handling
» arbitrarily stop position
» pressure display
» safety valve against overload
» table height is adjustable
» table up and down device
» control with special joystick

O P T I O N A L  A C C E S S O R I E S

» two-hand-control
» foot pedal
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Description
pressure

working stroke
cylinder dimensions
working speed
motor power

weight

E-WPR 1.570-100 

263 bar

5 mm/sec

E-WPR 1.570-150 

244 bar

5 mm/sec

E-WPR 1.900-200 

5 mm/sec

EAN
Item No.

E-WPR 1.570-100 
4260364294736
360 3157

E-WPR 1.570-150 
4260364294743
360 3158

E-WPR 1.900-200 
4260364294750
360 3190

E - W P R  -  M O D E L S

E -W P R  -  M O D E L S

» steel welded construction
» easy handling
» arbitrarily stop position
» pressure display
» safety valve against overload
» table height is adjustable
» control with special joystick
» hydraulic cylinder laterally adjustable via handwheel

O P T I O N A L  A C C E S S O R I E S

» two-hand-control
» foot pedal

PREMIUM-LINE
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E - U W P  1 . 0 2 0 - 1 0 0  /  E - U W P  1 . 0 2 0 - 1 5 0
E - U W P  1 . 5 2 0 - 1 0 0  /  E - U W P  1 . 5 2 0 - 1 5 0 

E - U W P

» adjustable table height
» over and under table with T-slots
» pressure steplessly adjustable
» high-performance workshop molding press 
   with additional guide pistons on both sides

Description

pressure

working stroke

working width

working speed

table size

motor power

weight

E-UWP 1.020-100 

263 bar

5 mm/sec

E-UWP 1.520-100 

263 bar

5 mm/sec

E-UWP 1.020-150 

244 bar

5 mm/sec

E-UWP 1.520-150 

244 bar

5 mm/sec

EAN

Item No.

E-UWP 1.020-100 

4260364294699

360 1102

E-UWP 1.520-100 

4260364294705

360 1152

E-UWP 1.020-150 

4260364294712

360 1103

E-UWP 1.520-150 

4260364294729

360 1153

Workshop press with T-slots on the table and upper beams for receiving tools, e.g. for
the use as a troweling press

PREMIUM-LINE

O P T I O N A L  A C C E S S O R I E S

» foot pedal
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PREMIUM-LINE

NEW

E - U W P  1 . 0 2 0 - 1 0 0  H  /  E - U W P  1 . 0 2 0 -1 5 0  H  

P I C : 
T W O - H A N D  C O N T R O L 
W I T H  F O O T  P E D A L

E - U W P  1 . 0 2 0 - 1 0 0  H 
E - U W P  1 . 0 2 0 - 1 0 0  H

Powerful H-frame presses for bending, 
stamping, punching and pressing of 

» welded frame in steel construction
» adjustable table height
» upper and lower table with T-slots
» adjustable pressure valve
» pressure gauge
» two-hand control
» stepless stroke adjustment

E-UWP 1.020-100 H

263 bar

5 mm/s

7,5 kW

E-UWP 1.020-100 H

4260657652847

360 1202

Description

pressure

working stroke

working width

working speed

table size

motor power

weight

EAN

Item No.

E-UWP 1.020-150 H

244 bar

5 mm/s

11 kW

E-UWP 1.020-150 H

4260657652816

360 1203

E X A M P L E S  O F  U S E

O P T I O N A L  A C C E S S O R I E S

P I C :  L I G H T  C U R T A I N
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Description

pressure

working stroke

bending capacity

working width

working speed

table size

motor power

weight

E-AP 1.020-100 

263 bar

6 mm

5 mm/sec

E-AP 1.520-100 

263 bar

6 mm 

5 mm/sec

E-AP 1.020-150 

244 bar

6 mm

5 mm/sec

E-AP 1.520-150 

244 bar

6 mm

5 mm/sec

EAN

Item No.

E-AP 1.020-100 

4260364294835

360 2102

E-AP 1.520-100 

4260364294842

360 2152

E-AP 1.020-150 

4260364294859

360 2103

E-AP 1.520-150 

4260364294866

360 2153

» lower die with 5-fold prism
» height-adjustable lower table with T-slots
» upper die with T-slots

» vertical travel adjustable via limit switch
» pressure infinitely variable
» upper blade not divided

E - A P  1 . 0 2 0 - 1 0 0  /  E - A P  1 . 0 2 0 -1 5 0 
E - A P  1 . 5 2 0 - 1 0 0  /  E - A P  1 . 5 2 0 - 1 5 0 
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E - V P  8 0 0 - 8 0  /  E - V P  8 5 0 - 1 5 0
E - V P  9 0 0 - 2 2 0  /  E - V P  9 5 0 - 3 0 0

Description

pressure

working stroke

working width

working speed

table size bottom

table size top

motor power

weight

E-VP 800-80 E-VP 900-220E-VP 850-150

3,9 mm/s

E-VP 950-300

EAN

Item No.

E-VP 800-80

4260657650768

360 1800

E-VP 900-220

4260657650782

360 1900

E-VP 850-150

4260657650775

360 1850

E-VP 950-300

4260657650799

360 1950

Extremely robustly constructed motor-driven hydraulic double-column press for shaping, bending or punching 

» ram plate and work table with T-slots for clamping the tools
» easy set-up of the machine with forward and reverse jog operation
» stroke limitation adjustable via microswitch / stroke travel ram plate
» automation options on request  
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E - G S P  1 . 2 7 0 - 4 0  C N C
H Y D R A U L I C  P R E S S  B R A K E

PREMIUM-LINE

NEW

E - G S P  1 . 2 7 0 - 4 0  C N C

The stable machine frame made of quality steel with large column projection makes this press brake an economical 

The standard machine control has been specially developed for sheet metal bending applications and meets all the 

» bending system with double cylinder
» movement of the upper table is supported by easily adjustable slide bearings
» mobile double foot pedal with protective cover
» control panel on the swivelling machine arm
» PROMECAM quick-change system for quick and easy changing of upper tools 
» bending angles are programmable via control
» bending and retraction speeds are programmable via the control system
» hydraulic safety system against excessive pressure increase
» HOERBIGER hydraulic elements

Optional accessories are available on request.
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Description

pressure

working length

distance between frames

stroke

Y free fall speed

Y working speed

daylight

backgauge

X-axis motor

motor power

weight

E-GSP 1.270-40 CNC

 4260657652670

361 1127

EAN

Item No.

E-GSP 1.270-40 CNC

S T A N D A R D

P I C :  A D J U S T A B L E  L O W E R  D I E P I C :  C Y B T O U C H  1 2  C N C 
O P E R A T I N G  U N I T

P I C :  C N C - C O N T R O L L E D 
R E A R  S T O P  B E A R I N G  W I T H 
L I N E A R  S L I D E S

P I C : L E U Z E  L I G H T  B A R R I E R

S T A N D A R D  T O O L
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E - G S P  -  M O D E L S
P R E S S  B R A K E S

E-GSP - Models

» sturdy design with welded steel frame
» punching grid movements via double pistons
» sensitive, motor-controlled bending angle adjustment
» universal upper tool
» PROMECAM-System
» lower tool with 4 die angles
» 2 front support arms with T-slots

» foot pedal

PREMIUM-LINE

NEU

N O T E 
A p p l i e s  t o  a l l  b e n d i n g  p r e s s e s :

Formula for calculating the required manpower:

(L = length of material, Rm = tensile strength, 
t = sheet thickness, W = die aperture, 

Other machine sizes on request.
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Description

bending power

working length

positioning speed

working speed

motor power

weight

EAN

Item No.

E-GSP 1.010-30 

4260657650140

361 0101

E-GSP 1.100-40 

5,5 kW

E-GSP 1.100-40 

4260657650157

361 0110

E-GSP 1.700-60 

7,5 kW

E-GSP 1.700-60 

4260657650164

361 0170

E-GSP 2.100-90

11 kW

E-GSP 2.100-90

4260657652687

361 0210

E-GSP 1.010-30 

255 mm

4 kW

E-GSP 2.600-130

415 mm

15 kW

E-GSP 2.600-130

4260657652694

361 0260

S T A N D A R D

O P T I O N A L

P I C :  M O T O R I S E D  O R  M A N U A L 
C A M B E R I N G  O F  T H E 
B O T T O M  K N I F E

P I C :  M O T O R I S E D  R - A X I S  O N 
B A C K G A U G E

P I C :  L E U Z E  L I G H T 
B A R R I E R

P I C :  N C  C O N T R O L

P I C :  C O M P E N S A T I N G  A R M 
F O R  P R E C I S E  T U R N I N G

P I C :  T O P  R I N G

» special bending punch 
» special pedal system with two-hand 
   and foot control 
» additional length in the back fence 
» additional front support arm
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D I S C O V E R  O U R  H E AV Y  S E R I E S  F O R
B E N D I N G  A N D  E D G I N G
P R E S S  B R A K E S

Our powerful and universally applicable press brakes are suitable for bending round or edged sheet 
metal at different angles or radii.

We will be happy to prepare an individual offer for you.

P R E S S  B R A K E S

P I C :  E X A M P L E  I L L U S T R A T I O N  P R E S S  B R A K E



Mobile and stationary devices
to facilitate welding work



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE

S P  1 0 0  T
W E L D I N G  P O S I T I O N E R

SP 100 T

With this machine, workpieces can be rotated during the welding 

» variable speed, with foot control
» angle of inclination adjustable via handwheel
» for welding round tubes or solids

Description

chuck size

table size

rotation speed

tilt angle

motor power

weight

EAN

Item No.

SP 100 T

min-1

SP 100 T

4260657652700

229 1004



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE

C
UT

TI
NG

 /
PR

ES
SI

NG
O

TH
ER

 
M

AC
HI

NE
S

S P  3 0 0  S M  /  S P  3 0  M  /  S P  3 0 0  M  /  S P  2 2 0  /  S P  3 5 0  /  S P  5 0 0

SP 300 SM

4260364297584

229 0001

SP 30 M

4260364297591

229 0002

SP 300 M

4260364297607

229 0003

EAN

Item No.

SP 220

4260364297614

229 1001

SP 500

4260364297638

229 1003

SP 350

4260364297621

229 1002

S P  3 0 0  S M  /  S P  3 0  M  /  S P  3 0 0  M
S P  2 2 0  /  S P  3 5 0  /  S P  5 0 0 
W E L D I N G  P O S I T I O N E R

SP 300 SM

-

-

manuell

-

Description

table height

table diameter

table speeds

table drive

tilt angle

angle adjustment

weight

SP 30 M

-

-

manuell

-

-

SP 300 M

-

-

manuell

-

-

135 kg

SP 220

-1

manuell

34 kg

SP 350

-1

manuell

SP 500 

-1

elektrisch
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Description

table height

table diameter 

load centre

rotation speed

tilt angle

motor power 

weight

EAN

Item No.

SP 1.000 

12"

min-1

SP 1.000

4260657652717

229 1005

SP 2.000

12"

min-1

1,5 kW

SP 2.000

4260657652724

229 1006

SP 3.000 

12"

min-1

1,5 kW

SP 3.000

4260657652731

229 1007

S P  1 . 0 0 0  /  S P  2 . 0 0 0  /  S P  3 . 0 0 0 

These welding positioners are perfectly suited for welding large workpieces due to their high load capacity in 

NEW

S P  1 . 0 0 0  /  S P  2 . 0 0 0  /  S P  3 . 0 0 0
M O T O R I S E D  W E L D I N G  P O S I T I O N E R
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A C  6 0  /  A C  1 0 0

AC 60

35 mm

4260364292879

520 0006

A C  6 0  /  A C  1 0 0 
I D E A L  F O R  W E L D I N G
» for welding of different material thickness in the right angle
» different thick work parts can be clamped in the right
   angle by the pivoting axis

Description

jaw width

jaw open

jaw height

weight

EAN

Item No.

AC 100

11 kg

4260364292886

520 0010

W S  1 . 1 0 0 - 9 0 0
W E L D I N G  W O R K S T A T I O N

4260657650805

229 1100

EAN

Item No.

W S  1 . 1 0 0 - 9 0 0

Compact welding workstation in sturdy sheet steel construction 

In addition, there is a connection option for an external 

Description

table size

table height

usable table load capacity

air requirement

motor

dimensions 

weight

WS 1.100-900

355 kg



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE

K A - M  /  K A  4  /  K A  6  /  K A  4 0 0
E D G E  M I L L I N G  M A C H I N E S 

Description 

chamfer width

chamfer angle

motor speed

motor power

weight

KA 4 

4260657651727

225 0040

EAN

Item No.

KA 6

15 - 45°

min-1

66 kg 

KA 6

4260657651734

225 0160

K A - M  /  K A  4  /  K A  6  /  K A  4 0 0

-1, 

O P T I O N A L  A C C E S S O R I E S

» stand

P I C :  K A  4

KA 4

15 - 45°

min-1

KA 400

15 - 45°

min-1

42 kg 

KA 400

4260657651741

225 0260

KA-M

4260657651710

225 0060

KA-M

15 - 45°

min-1

7,5 kg



Accessories



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE

» drill vices in industrial quality
» manually trimmed bearing surfaces
» high quality cast frame
» stable and moveable jaw-thereby no tilting
» replaceable prismatic jaws
» different possibilities of positioning long holes in
  the foot of the vice

M S I  1 0 0  /  M S I  1 4 0  /  M S I  2 0 0
MSI 100

  12 mm

  19 mm

136 mm

  12 mm

216 mm

4260364292701

121 2100

Description

A

B

C

D

E

F

G

H

I

J

weight

EAN

Item No.

MSI 140

  14 mm

  23 mm

  14 mm

4260364292718

121 2140

MSI 200

163 mm

  16 mm

  14 mm

35 kg

4260364292725

121 2200

M S E  7 5  /  M S E  1 0 0  /  M S E  1 2 5  /  M S E  1 5 0  

MSE 75

12,5 mm

  55 mm

  55 mm

126 mm

  75 mm

1,7 kg

4260364292664

121 0075

Description

A

B

C

D

E

F

G

H

I

weight

EAN

Item No.

MSE  100

12,5 mm

  74 mm

  46 mm

165 mm

165 mm

3,2 kg

4260364292671

121 0100

MSE 125

12,5 mm

  46 mm

125 mm

4,5 kg

4260364292688

121 0125

MSE 150

14,5 mm

  56 mm

222 mm

455 mm

6,2 kg

4260364292695

121 0150

» easy vices serie in high quality
» smooth running with exact jaw guides, also at 
   a high axial load
» rolled trapezoidal spindle
» smooth running
» different possibilities of positioning long holes 
   in the foot of the vice
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MS 125

125 mm

125 mm

4260364292640

120 0125

M S  1 2 5 
» changeable prismatic jaws
» supplied with pin for powerful clamping
» smooth running with exact jaw guides, also at a high
  axial load
» multiple mounting and clamping facilities through
  slots in base

Description

jaw width

jaw open

weight

EAN

Item No.

M S  1 2 5 

M S  1 0 0 

MS 100

 4 kg

4260364292633

120 0100

M S  1 0 0  
» changeable prismatic jaws
» supplied with pin for powerful clamping
» smooth running with exact jaw guides, also at a high
  axial load
» multiple mounting and clamping facilities through
  slots in base

Description

jaw width

jaw open

weight

EAN

Item No.



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE

M S S  1 3 5

M S S  1 8 0

MSS 135

135 mm

145 mm

15 kg

4260364292749

120 1135

M S S  1 3 5 
I D E A L  F O R  S E R I A L  P R O D U C T I O N ;

» changeable prismatic jaws
» quick release lock via the eccentric lever
» supplied with pin for powerful clamping
» multiple mounting and clamping facilities through
   slots in base

Description

jaw width

jaw open

weight

EAN

Item No.

MSS 180

4260364292756

120 1180

M S S  1 8 0 
» changeable prismatic jaws
» supplied with pin for powerful clamping
» smooth running with exact jaw guides, also at a high
  axial load
» multiple mounting and clamping facilities through
  slots in base

Description

jaw width

jaw open

weight

EAN

Item No.
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F S  1 6 - 1 0 0 

F S  1 6 - 1 6 0 

FS 16-100

33 mm

16 kg

4260364292763

520 3050

Description

jaw width

jaw open

jaw height

weight

EAN

Item No.

F S  1 6 - 1 0 0

» made of high-grade cast iron
» clear readable scales
» hardened and ground bearing surface
» changeable, hardened and ground clamping jaws
» absolutely solid fit of the workpart during treatment

FS 16-160

145 mm

45 mm

39 kg

4260364292770

520 3060

Description

jaw width

jaw open

jaw height

weight

EAN

Item No.

F S  1 6 - 1 6 0

» made of high-grade cast iron
» clear readable scales
» hardened and ground bearing surface
» changeable, hardened and ground clamping jaws
» absolutely solid fit of the workpart during treatment

P R O M O T I O N  I T E M S

Description

EAN

Item No.

EM-Cap

4260364293753

999 1001

EM-Clock

4260364293760

999 1002
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292

F M S  1 0 0  /  F M S  1 2 5  /  F M S  1 5 0

» solid construction for drilling, milling, grinding
» hardened and ground bearing surface
» changeable, hardened and ground clamping jaws
» made of high-grade cast iron

FMS 100

267 mm

  75 mm

  62 mm

395 mm

114 mm

  25 mm

  13 mm

  13 mm

11 kg

4260364292794

521 0100

Description

E

A

B

H

R

S

a

s

h1

h2

g1

g2

weight

EAN

Item No.

FMS 125

125 mm

345 mm

  37 mm

  12 mm

  13 mm

17 kg

4260364292800

521 0125

FMS 150

421 mm

114 mm

462 mm

245 mm

175 mm

  16 mm

  13 mm

4260364292817

521 0150

F M S N  1 0 0  /  F M S N  1 2 5  /  F M S N  1 5 0

» secure straining of the workpart
» made of high-grade cast iron
» hardened and ground bearing surface
» changeable, hardened and ground clamping jaws
» clamping jaws straining outwards by tramming
» secured spindle

FMSN 100

  31 mm

219 mm

165 mm

247 mm

  31 mm

   6 mm

4260364292824

521 1100

Description

A

B

C

a

b

c

d

e

f

weight

EAN

Item No.

FMSN 125

125 mm

  33 mm

369 mm

193 mm

  96 mm

254 mm

  34 mm

   7 mm

29 kg

4260364292831

521 1125

FMSN 150

  46 mm

146 mm

425 mm

111 mm

 41 mm

   9 mm

36 kg

4260364292848

521 1150
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U P S  1 0 0
UPS 100
with 4 clamping surfaces
» precision vice with ground clamping surfaces
» robust and solid construction
» vice made of high quality cast iron
» 
   direction
» 
» ideal for clamping round material horizontal and vertical

UPS 100

37 mm

22 kg

4260364296938

520 4010

Description

jaw width

jaw open

jaw height

weight

EAN

Item No.

F S  3 D - 1 0 0 
» stable and solid construction
» 3-dimensional: rotatable, swivelling and tiltable
» with rotary plate
» changeable, hardened and ground clamping jaws
» clear readable scales

F S  3 D - 1 0 0

FS 3D-100

32 kg

4260364292862

520 3310

Description

jaw width

jaw open

jaw height

weight

EAN

Item No.

M A C H I N E  L I G H T S
F I X  /  F L E X I B L E

F I X  /  F L E X I B L E  L E D  M A C H I N E  L I G H T

» with magnetic base or with mounting plate on request
» integrated transformer

F I X

Description

Supply voltage

EAN

Item No.

Fixed light

4260364293012

535 5030

Flexible light

4260364293029

535 5010

F L E X I B L E
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R T H V  1 5 0  /  R T H V  2 0 0
R O T A R Y  T A B L E S

1 2 0 x 4 0 0  m m  /  1 8 0 x 5 0 0  m m  
1 8 0 x 7 0 0  m m  /  2 1 0 x 7 3 0  m m
C R O S S  T A B L E S

» dovetail slideway adjustable
» channeling for cooling liquid drain
» adjustable fine scale of hand wheels with     

120 x 400

165 mm

25 kg

4260364292893

520 2120

Description

length

depth

height

T-slot size

foot width

foot length

travelling X-axis

travelling Y-axis

distance mounting hole 
X-axis

distance mounting hole 
Y-axis

weight

EAN

Item No.

180 x 500

12 mm

274 mm

167 mm

45 kg

4260364292909

520 2185

180 x 700

945 mm

169 mm

12 mm

274 mm

52 kg

4260364292916

520 2187

210 x 730

555 mm

14 mm

362 mm

73 kg

4260364292923

520 2210

» totally ground finish provides high precision and smooth rotation

» scale dividing through scale adjustable nonius

» table plate can be mounted by two clamps
» table plate made of high quality cast iron
» 1 Dial = 4° adjustment

Description

table diameter

centre heigth

table height

centre sleeve

slot size

weight

EAN

Item No.

RTHV 150

MT 2

14 kg

4260364292930

535 2150

RTHV 200

135 mm

MT 3

12 mm

26 kg

4260364292947

535 2200
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E - M S P
M A G N E T I C  C L A M P I N G  P L A T E S

Powerful permanent electromagnetic clamping plates for use on surface grinding machines, milling machines, presses, injection 

With a holding force of 16 kg/cm³ and pole pitch of 15 mm, these magnetic clamping plates are also suitable for higher clamping 

Description

clamping surface mm

EAN

Item No.

E-MSP 3535

4260364296945

630 3535

T EC HN I CAL  D ATA

E-MSP 8050

4260364296990

630 8050

E-MSP 6843

4260364296983

630 6843

E-MSP 6050

4260364296976

630 6050

E-MSP 5636

4260364296969

630 5636

E-MSP 5043

4260364296952

630 5043
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Q U I C K  A C T I O N  D R I L L  C H U C K  /  D R I L L  S E T 
M O R S E  T A P E R  D R I L L  S E T

H S S  D R I L L  S E T

H S S  D R I L L  S E T  

» HSS drill
» for steel, light metals, plastic and wood

» in practical sheet box

Q U I C K  A C T I O N  D R I L L  C H U C K

M O R S E  T A P E R  D R I L L  C A S E  1

» HSS spiral drills

» several drills equipped with MT 2

M O R S E  T A P E R  D R I L L  C A S E  2

» HSS spiral drills

» 14,5 - 22 mm drills equipped with MT 2

M O R S E  T A P E R  D R I L L  C A S E  2

M O R S E  T A P E R  D R I L L  C A S E  1

HSS Drill Set

4260364293159

510 9013

Description

EAN

Item No.

Morse Taper Drill Case 1

4260364293166

510 1423

Description

EAN

Item No.

Morse Taper Drill Case 2

4260364293173

510 1430

Description

EAN

Item No.

T H R E A D I N G  A T T A C H M E N T  M 3 - M 1 2    
» with taper MT 2
» torque adjustable M3 - M12
» integrated rapid reverse
» quick action drill chuck for thread drill

Threading Attachment

4260364293142

510 3212

Description

EAN

Item No.T H R E A D I N G  A T T A C H M E N T

Q U I C K - A C T I O N  D R I L L  C H U C K
     B  1 6  1 - 1 3  M M ,     B  1 6  3 - 1 6  M M , 

B  1 6  1 - 1 6  M M
» quality keyless drill chuck
» universal service

Description

EAN

Item No.

RÖHM 1-13 mm

4260364293128

510 3013

RÖHM 3-16 mm

4260364293135

510 3016

1-16 mm

4260657651819

510 0016
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machines with a powerful motor and a high driving speed. 
Price on request; We will be happy to advise you.

Flow Hole Moulding

4260364297041

511 0001

Description

EAN

Item No.

T H E  F L O W  H O L E  M O U L D I N G  P R O C E S S 

In addition, both versions are available in longer versions. 

Standard
Thread

Flow hole forms Flow former model Cut

Item number Item number

2,0 - 2,9 511 0002 511 1002

3,0 - 3,9 511 0003 511 1003

4,0 - 4,9 511 0004 511 1004

5,0 - 5,9 511 0005 511 1005

6,0 - 6,9 511 0006 511 1006

7,0 - 7,9 511 0007 511 1017

8,0 - 8,9 511 0008 511 1018

9,0 - 9,9 511 0009 511 1019

10,0 - 10,9 511 0010 511 1010

11,0 - 11,9 511 0011 511 1011

12,0 - 12,9 511 0012 511 1012

13,0 - 13,9 511 0013 511 1013

14,0 - 14,9 511 0014 511 1014

15,0 - 15,9 511 0015 511 1015

16,0 - 16,9 511 0016 511 1016

17,0 - 17,9 511 0017 511 1027

18,0 - 18,9 511 0018 511 1028

19,0 - 19,9 511 0019 511 1029

20,0 - 20,9 511 0020 511 1020

21,0 - 21,9 511 0021 511 1021

22,0 - 22,9 511 0022 511 1022

23,0 - 23,9 511 0023 511 1023

24,0 - 24,9 511 0024 511 1024

25,0 - 25,4 511 0025 511 1025

P I C : 
S T A R T E R  S E T
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R E V O L V I N G  C E N T E R  W I T H  R E P L A C E M E N T  L A T H E  C E N T E R S

L I F E  C E N T E R  M T  2 / 3 / 4

M O R S E  T A P E R S  /  R E D U C I N G  S L E E V E S
E X T E N S I O N  S L E E V E S  /  L I F E  C E N T E R

» MT 2
» 7 replaceable lathe centers
» precision needle roller bearings ensures
» supplied in a solid wooden box

R E D U C I N G  S L E E V E S

Item No.

510 0216

510 0316

510 0416

510 0516

Description

Morse Taper MT 2 B16

Morse Taper MT 3 B16

Morse Taper MT 4 B16

Morse Taper MT 5 B16

M O R S E  T A P E R S

E X T E N S I O N S  S L E E V E S

Item No.

510 1021

510 1032

510 1042

510 1043

510 1052

510 1053

510 1054

Description

Reducing Sleeves MT 2 to MT 1

Reducing Sleeves MT 3 to MT 2

Reducing Sleeves MT 4 to MT 2

Reducing Sleeves MT 4 to MT 3

Reducing Sleeves MT 5 to MT 2

Reducing Sleeves MT 5 to MT 3

Reducing Sleeves MT 5 to MT 4

Item No.

510 1123

510 1134

Description

Extension Sleeves 
MT 2 to MT 3

Extension Sleeves
MT 3 to MT 4

Item No.

510 0517

510 0518

510 0519

Description

Life Center MT 2

Life Center MT 3

Life Center MT 4

Item No.

510 0620

Description

revolving center with
replacement lathe centers

EAN

4260364293227

4260364293234

4260364293241

4260364293258

4260364293265

4260364293272

4260364293289

EAN

4260364293296

4260364293302

EAN

4260364293180

4260364293197

4260364293203

4260364293210

EAN

4260364293340

EAN

4260364293319

4260364293326

4260364293333
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P R E C I S I O N  P A R A L L E L S
2 8 - P C S .  O F  H I G H  Q U A L I T Y  S T E E L

» set of 14 pairs in a box
» made of high quality steel
» supplied in wooden case

» for precision work for parallel holding fixture of
   work parts in vices or marking plates

P R E C I S I O N  P A R A L L E L S

Precision Parallels

4260364293357

535 0028

Description

EAN

Item No.

C L A M P  K I T 
S P W  1 0  
S P W  1 2  
S P W  1 4  

» handy wall unit
» metric threads

Clamp Kit SPW 10

4260364293425

535 5210

Description

EAN

Item No.

Clamp Kit SPW 12

4260364293432

535 5212

Clamp Kit SPW 14

4260364293449

535 5214

S P W  1 0  /  S P W  1 2  /  S P W  1 4
C L A M P  K I T



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE

C O N T E N T

» DIN 327 D, short type with 2 cutting edges

   cutouts from the workpiece center, vertical or lateral 

   removal
» front teeth center cutting

HSS Milling Cutters

4260364293364

535 1020

Description

EAN

Item No.

C O L L E T  C H U C K S  A N D  C O L L E T S 

C O L L E T  C H U C K  M K

C O L L E T  C H U C K  I S O 

» collet chuck
» hook wrench

MT 2

MT 2

5 kg

4260364293371

535 3502

Description

acceptance

weight

EAN

Item No.

MT 3

MT 3

5 kg

4260364293388

535 3503

MT 4

MT 4

5 kg

4260364293395

535 3504

ISO 30

5 kg

4260364293401

535 3530

ISO 40

5 kg

4260364293418

535 3540

H S S  M I L L I N G  C U T T E R S 
2 0 - P C S .  T I N - C O A T E D
» vapourised titanium applied in reactive gas
» higher hardness and stability of tool cutters
» 2 - 5 times longer life
» double cutting capacity
» better work piece surface

H S S  M I L L I N G  C U T T E R S



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE
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Q U I C K  C H A N G E  T O O L 
T Y P  M U L T I F I X

T Y P E  A :

T Y P E  B :

         
T Y P E  C :

             round chisel

Q U I C K  C H A N G E  T O O L 
T Y P  M U L T I F I X
 
» Multifix “Type A” for metal lathes 

» Multifix “Type B” for metal lathes 

» tool holder head and toolholders equipped with profile
   ground toothing
» the interchangeable holders are clamped by a pair of 
   clamping shells against the toothing of the central body 

» angle scale
» adjust height cutting edge exactly and quickly

Description

recommended turning diameter

lathe tools

EAN

Item No.

4260364293494

545 2201

4260364293500

545 2202

4260364297058

545 2203

Q U I C K  C H A N G E  T O O L 
M U L T I F I X  T Y P E  A  /  B  /  C



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE

Additional clamping jaws as well as base and top jaws on request.
When ordering additional jaws, complete type description of the lathe chuck is 
required.

J A W  C H U C K
M A N U F A C T U R E R :  B I S O N

BiS-3 100/3

3

4260364298970

546 1003

Description 3-jaw chuck

diameter

cone

bore

chuck width

weight

EAN

Item No.

BiS-3 125/4

125 mm

4

32 mm

59,5 mm

5 kg

4260364298987

546 2254

BiS-3 160/5

5

42 mm

9 kg

4260364298994

546 1605

BiS-3 200/5

5

55 mm

19 kg

4260364299007

546 2005

3 - J A W  C H U C K

Description 3-jaw chuck

diameter

cone

bore

chuck width

weight

EAN

Item No.

BiS-3 200/6

6

55 mm

91 mm

19 kg

4260364299014

546 2006

BiS-3 250/6

6

76 mm

17 kg

4260364299021

546 2506

BiS-3 315/7

315 mm

6

117,7mm

21,5 kg

4260364299038

546 3157

BiS-3 315/8

315 mm

117,7 mm

21,5 kg

4260364299045

546 3158

» 3-jaw chuck with CAMLOCK short taper receptacle, chuck body made 
   of high-quality cast iron with ground working and guide surfaces for 
   permanent clamping and repeat accuracy
» high concentricity accuracy
» uniform clamping forces
» also suitable for workpieces with specific unbalance 

» hand-operated lathe chucks with spiral ring, centrically clamping
» body made of high-quality cast iron
» flat spiral ring, drop-forged, balanced and hardened
» flanks of the spiral plane and jaws are ground

» chuck key
» hard one-piece internal clamping jaws
» hard one-piece external clamping jaws



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE
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Additional clamping jaws as well as base and top jaws on request.
When ordering additional jaws, complete type description of the lathe chuck is 
required.

BiS-4 125/4

125 mm

4

32 mm

56 mm

5 kg

4260364299052

546 1254

Description 4-jaw chuck

diameter

cone

bore

chuck width

weight

EAN

Item No.

BiS-4 160/4

4

42 mm

4260364299069

546 1604

BiS-4 160/5

5

42 mm

4260364299076

546 2605

BiS-4 200/4

4

55 mm

91 mm

13 kg

4260364299083

546 2004

BiS-4 200/5

5

55 mm

91 mm

13 kg

4260364299090

546 3005

4 - J A W  C H U C K

J A W  C H U C K
M A N U F A C T U R E R :  B I S O N

Description 4-jaw chuck

diameter

cone

bore

chuck width

weight

EAN

Item No.

BiS-4 200/6

6

55 mm

91 mm

13 kg

4260364299106

546 3006

BiS-4 250/6

6

76 mm

17,5 kg

4260364299113

546 3506

BiS-4 250/8

76 mm

17,5 kg

4260364299120

546 2508

BiS-4 315/6

315 mm

6

117,7 mm

21,5 kg

4260364299137

546 3156

BiS-4 400/8

136 mm

27 kg

4260364299144

546 4008

» 4-jaw chuck with CAMLOCK short taper receptacle, chuck body
   made of high-quality cast iron with ground working and guide 
   surfaces for permanent clamping and repeat accuracy
» high concentricity accuracy
» uniform clamping forces
» also suitable for workpieces with specific

» hand-operated lathe chucks with spiral ring, centrically clamping
» body made of high-quality cast iron
» flat spiral ring, drop-forged, balanced and hardened
» flanks of the spiral plane and jaws are ground

» chuck key
» hard one-piece internal clamping jaws
» hard one-piece external clamping jaws



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE

T U R N I N G  T O O L
H M - T U R N I N G  P L A T E S
T U R N I N G  T O O L  /  H M - T U R N I N G  P L A T E S

H M - T U R N I N G  P L A T E S 
» Suitable for turning steels with carbide inserts 
   of 12 mm or 16 mm

T U R N I N G  T O O L S  W I T H  C U T T I N G  T O O L S 
F O R  I N T E R N A L  A N D  E X T E R N A L
6 - P C S .  1 0  M M  /  6 - P C S .  1 2  M M 

» inside turning bit 
» right outer turning tool
» supplied in a solid box

T U R N I N G  T O O L
6 - P C S .  1 0  M M  /  6 - P C S .  1 2  M M 

» right roughing tool  » lathe tools

Description

Completion

EAN

Item No.

Turning Tool

10 MM

4260364293517

545 0210

Turning Tool

12 MM

4260364293524

545 0212

Description

EAN

Item No.

10 mm

4260364293531

545 1210

12 mm

4260364293548

545 1212

Description

EAN

Item No.

12 mm

4260364293555

545 2212

16 mm

4260364293562

545 2216

Description

EAN

Item No.

T U R N I N G  T O O L  H M  I N  S O L I D 
P L A S T I C  B O X 
» suitable for turning plates with HM inserts
» cutting tool 1 SCLCL » cutting tool  5 SCMCN
» cutting tool 2 SCSCR » cutting tool  6 SCLCR
» cutting tool 3 SCBCR » cutting tool  7 SOØ SCLCR
» cutting tool 4 SCKCR

12 mm

4260657651321

545 1112

16 mm

4260364293579

545 1116



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
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U N I V E R S A L  S T A N D
» suitable stand for milling and drilling machines
» with centre console
» disc with cooling liquid drain

Description

weight

EAN

Item No.

Universal Stand (BFM 45)

22 kg

4260364293067

535 1035

Description

weight

EAN

Item No.

Stand for 
TD 1803 Vario

42 kg

4260364297065

546 1180

Description

weight

EAN

Item No.

Stand for 
TD 2004 Vario

4260364297515 

546 0204 

Stand for 
BFM 20 Vario / 20 L Vario

35 kg

4260364293104

535 0020

Description

weight

EAN

Item No.

Stand for 
BFM 35 Vario

37 kg

4260364293111

535 0035

S T A N D S  

Stand for 
TD 2807 Vario

52 kg

42603642937546

546 0287

Stand for
TD 2406 Vario

4260364297522

546 0246

Stand for 
TD 2506 Vario

4260364297539 

546 0256

Stand for 
TD 3018 Vario

 54 kg

42603642937553

546 0318

Stand for 
TD 3018 Vario

 54 kg

4260657652403

546 0329

P I C :  S T A N D P I C : 

 



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE

NEW

Description

hose size

motor power 

weight

EAN

Item No.

AS 14

14 m3

67 kg

AS 14

4260657652748

258 0014

AS 14 

» cyclone technology ensures quiet and effective operation  
» simple filter change
» pull out tray for easy waste disposal
» lightweight and compact aluminium housing

A S  1 4
D U S T  C O L L E C T O R

NEW

Description

number of adapter inlets

sound rating

motor power 

weight

EAN

Item No.

AS 18

3

492 x 391 mm

1,1  kW

AS 18

4260657652755

258 0018

AS 18

» large grinding dust and cuttings chips are desposited in the 
   removeable clean-out drawer
» due to the high air flow capacity, two machine areas can be 
   extracted at the same time
» not for wood dust collection

A S  1 8
D U S T  C O L L E C T O R
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RELEVANT CE STANDARDS
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M A C H I N E  F E E T 

» oscillating isolated
» without ankering
» height adjustable

Description

diameter

height

threading

weight

EAN

Item No.

small

4260364293036

545 2501

medium

M12

1 kg

4260364293043

545 2502

large

M16

2 kg

4260364293050

545 2503

R B  2 9 0  /  R B  1 . 1 0 0 
R B V  4 5 0  /  R B V  2 . 2 5 0  /  R B V  4 . 5 0 0

A D J U S T M E N T

Description

height of stand

width of rollers

weight

EAN

Item No.

RB 290

6 kg

4260364292954

530 1115

RB 1.100

23 kg

4260364292961

530 1100

RBV 450

55 kg

4260657651291

530 0450

Description

height of stand

workpiece Ø

width of rollers

weight

EAN

Item No.

RBV 4.500

4260657651314

530 4500

RBV 2.250

712 - 917 mm

65 kg

4260657651307

530 2250

M A C H I N E  F E E T
S M A L L  /  M E D I U M  /  L A R G E



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE

R O L L E R  S T A N D S

Height adjustable material pedestal for material depot and 
material fedding of work parts at metal saws

» handling system for plating of long and heavy work 
   parts

» roller stand with stepless height adjustement and arrest
» safe and heavy - duty workpiece support via robust,
   pressure resistant steel reel
» massive construction made of multiple edged special 
   profile 
» interminable prolongable

Description

carrying roller diameter

carrying roller width

load

height adjustment

weight

EAN

Item No.

MR 4

31 kg

4260364292978

231 2004

MR 7

4260364292985

231 2007

Our stop and measuring system servers as a simple supplement to a wide 

The rail is connected to an easy-running, ball-bearing mounted measuring 

The complete system is extremely robust and designed for a long service 

Description

rail

measuring length

EAN

Item No. 

E-MAS 2.000

3

4260364297812

531 0080

E-MAS 3.000

4

4260364297829

531 0120

E-MAS 4.000

5

4260364297836

531 0160

E-MAS 5.700

7

4260364297843

531 0240

M R  4  /  M R  7  /  E - M A S - M O D E L S
R O L L E R  S T A N D S  /  S T O P -  A N D  M E A S U R I N G  S Y S T E M
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E - M A  2 . 0 0 0  /  E - M A  3 . 0 0 0 

E - B R  3 . 0 0 0  /  E - B R  4 . 5 0 0  /  E - B R  6 . 0 0 0
R O L L E R  S T A N D S  F O R  A L U M I N U M  C I R C U L A R  S A W I N G  M A C H I N E S

Description

material support length

weight

EAN

Item No.

E-BR 3.000

25 kg/m

4260364298475

531 4030

Description

material support length

weight

EAN

Item No. 

E-MA 2.000

15 kg/m

16 kg

4260657652762

531 2000

E-MA 3.000

15 kg/m

4260657652427

531 3000

E-BR 4.500

25 kg/m

4260364298482

531 4045

E-BR 6.000

25 kg/m

222 kg

4260364298499

531 4045

» measurement gauge and ruler
» practical height adjustment based on 
   machine

O P T I O N A L
» extension by addition of 3 m conveyor

» with touchscreen
» easy installation on machines
» automatic positioning 
» digial screen PLC control

P I C :  P L C - C O N T R O L



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE

U R  1 . 0 0 0  /  U R  2 . 0 0 0  /  U R  3 . 0 0 0
R O L L E R  S T A N D

PREMIUM-LINE

E - A R  3 . 0 0 0

Description
support roller diameter

support roller width

static table load

height adjustability

weight

EAN

Item No.

UR 1.000 IN / OUT

26,2 kg

4260364297072 / 4260657651949

531 0004            /            531 1004

UR 2.000 IN / OUT

4260364297089 / 4260657651956

531 0007            /            531 1007

» steel castors with ball bearings
» sturdy construction made of special profile
» versatile use
» very robust
» roller conveyors infinitely height-adjustable and clampable
» easy material transport for feeding and removing workpieces
» universally applicable for metal band saws and circular saws
» auxiliary support for long workpieces
» only roller conveyors OUT with stop are equipped with a millimetre scale
» stop with digital display on request

IN = material feed, OUT = remove sawn off material

UR 3.000 IN / OUT

4260364297096 / 4260657651963

531 0012            /            531 1012

P I C :  T O P :  O U T ,  B O T T O M :  I N

E - A R  3 . 0 0 0

Automatic roller conveyor with servo drive, 
integrated length measuring system and 

Description

weight

EAN

Item No.

E-AR 3.000

4260364298468

531 0030

PREMIUM-LINE
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RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE

311

C
UT

TI
NG

 /
PR

ES
SI

NG
O

TH
ER

 
M

AC
HI

NE
S

U N I V E R S A L  C O O L I N G  D E V I C E

U N I V E R S A L  C O O L A N T  D E V I C E
B A C K F I T T I N G  P U M P  F O R 
S E L F - I N S T A L L A T I O N

» pump with tank
» flexible coolant hose made of plastic
» cut off cock
» assembly small components

Description

tank capacity

pumping capacity

voltage

weight

EAN

Item No.

Coolant Device

12 l/min

7 kg

4260364294194

535 3023

Coolant Device

12 l/min

7 kg

4260364292992

535 3040

M I C R O  S P R A Y I N G  D E V I C E

M I C R O  S P R A Y I N G  D E V I C E
B A C K F I T T I N G  S E T  F O R 
S E L F - I N S T A L L A T I O N
on sawing machines of various designs

» container for minimum quantity lubricant
» mixture regulation unit
» pressure indicator and regulating valve
» compressed air connection 6 mm
» sturdy plastic hoses

Designation

spray power

air connection

power connection

weight

EAN

Item No.

Micro Spraying Device

3 - 7 bar

3 kg

4260364297102

535 3050

P I C :  W I T H  O P T I O N A L 
D O U B L E  S P R A Y  N O Z Z L E



PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE

312

C O O L I N G  L I Q U I D
C O O L A N T  E M U L S I O N

D E G R A D A B L E

» protects against rust
» organically degradable

Description

case content

weight

EAN

Item No.

Coolant emulsion

4260364291094

580 1031

G E A R B O X  O I L  A R  1 5 0

Description

case contant

weight

EAN

Item No.

Gearbox oil AR 150

5 ltr

5 kg

4260364297119

580 1150

G E A R B O X  O I L  A R  1 5 0

» universal industrial gear oil
» produced by high-quality base oils and modern
   sulphur-phosphor-additives
» protects against rust even in contact with salt water
» wear protection in the toughest conditions

DIN 51517 Flashpoint 246 °C

Pourpoint -24 °C

C, 155 m/s

Coolant emulsion

5 ltr 

5 kg

4260364293005

580 1030

C O O L A N T  C O N C E N T R A T E

Description

case content

weight

EAN

Item No.

C O O L A N T  C O N C E N T R A T E

Chlorine-free, especially for use in minimum quantity lubrication 

Coolant concentrate

4260657651826

580 1005

Coolant concentrate

5 ltr 

5,5 kg

4260657651833

580 1050
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G R I N D I N G  B E L T S  M I N I M U M  P U R C H A S E  5  P C S .

S A W  B L A D E S  F O R  M E T A L  C I R C U L A R  S A W S

G R I N D I N G  B E L T S
S A W  B L A D E S  /  G R I N D I N G  B E L T S

S A W  B L A D E S  F O R  K K S

Description

HSS saw blade, 

HSS/ DMo5 saw blade, steam treatment,

HSS/ E - saw blade, steam treatment,

HSS/ DMo5 - saw blade, steam treatment,

HSS/ E - saw blade, steam treatment,

Item No.

530 0315

530 0320

530 0325

530 0330

530 0335

540 0305

Description

grinding belt for TBSM 100-2

grinding belt for BSM 75

grinding belt for BSM 150

grinding belt for BSM 220

grinding belt for KRBS 100 

grinding belt for ISM models

steam treated saw blade

EAN

4260364293586

4260364293593

4260364293609

4260364293616

4260364293623

4260657652878

Item No.

525 1240

525 1260

525 1280

525 1212

525 1040

525 1060

525 1080

525 1100

525 1120

525 2040

525 2060

525 2080

525 2100

525 2120

525 3040

525 3060

525 3080

525 3100

525 3120

525 5040

525 5060

525 5080

525 5100

525 5120

525 4060

525 4080

EAN

4260364299717

4260657651888

4260364299724

4260657651895

4260364293708

4260364293692

4260364293685

4260364293678

4260657651338

4260364293661

4260364293654

4260364293647

4260364293630

4260657651345

4260657651352

4260657651369

4260657651376

4260364299878

4260657651383

and RPSM

4260364293746

4260364293739

4260364293722

4260364293715

4260657651390

4260657652854

4260657652861
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314

New model with LCD color display, for 2 - 4 measuring rulers, including angle measurement, 7 languages possible: 
German, English, French, Dutch, Spanish, Portuguese and Turkish

D I G I T A L  M E A S U R I N G  S Y S T E M
P R O F E S S I O N A L  E Q U I P M E N T  F O R  I N D U S T R I A L  U S E  A T  S M A L L  P R I C E 

With the high-quality digital PREMIUM-LINE measuring system, the handling of conventional machine tools becomes faster, 

The digital PREMIUM-LINE measuring systems are applicable for milling machines, lathes, drilling machines, machines for 

Item No.

610 0001

610 1001

610 0002

610 0003

610 0004

611 0001

Description

indicator for 1 axis

indicator for 1 axis without 
keyboard

indicator for 2 axis

indicator for 3 or 2 + 1 
(e.g. Turning machine axis

axis

EM PREMIUM-LINE
for 1-4 axis

EAN

4260364295658

4260364299731

4260364295474

4260364295481

4260364295498

4260364297126

P I C :  M O N I T O R  W I T H 
L E D  D I S P L A Y

P I C :  S T A N D A R D 

metal coveredcable to display device incl. assembled connector.

Description

magnetic tape and reading 

magnetic tape and reading 

magnetic tape and reading 

Item No.

610 3050

610 3100

610 3200

EAN

4260364297249

4260364297256

4260364297263
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L I N E A R  M E A S U R I N G  S Y S T E M

Rulers

EM ruler 

EM ruler 

EM ruler 

EM ruler 

EM ruler 

EM ruler 

EM ruler 

EM ruler 1

EM ruler 

EM ruler 

EM ruler 

EM ruler 

Item No.

610 1010

610 1015

610 1020

610 1025

610 1030

610 1040

610 1050

610 1060

610 1070

610 1080

610 1090

610 1100

610 1120

610 1135

610 1150

610 1175

610 1200

610 1250

610 1300

PREMIUM-LINE

EAN

4260364297164

4260364297171

4260364297188

4260364297195

4260364297201

4260364295511

4260364295528

4260364295535

4260364295542

4260364295559

4260364295566

4260364295573

4260364295580

4260364295597

4260364295603

4260364295610

4260364295627

4260364295634

4260364295641

P I C :  C A P S U L E D  M E A S U R I N G  R O D  W I T H 
C O N N E C T I O N  C A B L E ,  P L U G  A N D  M E T A L 
S P I R A L  S H E A T I N G

Open low-cost systems for simple 

Item No.

610 2005

610 2010

610 2015

Description

EM Mini-ruler

EM Mini-ruler

EM Mini-ruler

EAN

4260364297133

4260364297140

4260364297157
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L E A S I N G  -  Q U I T E  S I M P L E

Advantages of leasing:
• Liquidity

You preserve your equity capital, your liquid funds and the credit line at 

• Fixed constant costs

• Cost expenditure

• Balancing

• Taxes

• Utilisation
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S P E C I A L  S A L E
2 N D  C H O I C E  M A C H I N E S ,  M A C H I N E S  W I T H  T R A N S P O R T  D A M A G E S , 

S A M P L E  M A C H I N E S ,  U S E D  M A C H I N E S 

General note

© Status April 2023, Epple Maschinen GmbH, 73349 Wiesensteig, Germany



Epple Maschinen

PRODUCTS ARE PRODUCED IN ACCORDANCE WITH THE 
RELEVANT CE STANDARDS
QUALITY PRODUCT RECOMMENDED RETAIL PRICE

P R O D U C T  M O V I E S

Discover our product movies 

On our YouTube channel at: 

On our homepage under: 
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NGAccessories 
Aluminum Circular Saw  132 - 134
Angle Bender 157
Angle Machine Vice 
Arbor Presses 
Automatic Circular Saw

Band Grinding Machines 143 - 146
Band Saws 74 - 121
Bed-Type Milling Machines 52 - 54
Bending Machines
Bending Machines with Motor
Bending Machine with Hydr. 

Circular Saw 
Circular Shear 
Clamp Kit 299
Collet Chucks 
Column Drilling Machine 15 - 19
Combined Belt Grinders
Coolant Device 311
Coolant Liquid 312
Cross Tables 294
Cutting Machine 
 
Deburring Machines 172 - 177
Digital Readout System 314
Drill Set  296
Drilling Machines 15 - 27
Drilling-Milling Machines 32 - 41
Double Belt Grinders  155
Double Column Band Saw  
Double Ended Grinders 
Dust Collectors 

Edge Milling Machine 
Epple Maschinen ® Original  
Exension Sleeves 
 
Flanging Machine  
Flat and Surface Grinding Machine 151 -154
Flow Hole Moulding Process 297
Folding Machines 162 - 163
Four-Roller-Round-Bending Machines 

Geared Drilling Machine 
Geared Drilling-Milling Machines 34 - 41
Grinding Belts 313
Grinding Machines 
Grinding and Poloshing Machines 141 / 149 - 152
Guillotine Shears 244 - 247

Hand Lever Shears 242 - 243
Heavy Duty Center Lathe Machines  64 - 72
HM-Turning Plates
HSS-Milling Cutters 
Horizontal Milling Machines 54
Hydraulic Bending Press 262 - 277
Hydraulic Hole Punching Machine
Hydraulic Pipe End Forming Machines 165 - 166
Hydraulic Press  
Hydraulic Steel Workers 251 - 256
Hydraulic Workshop Press 

Jaw Chucks

 

Laser Cutting System
Lathe Machines  56- 72
Leasing 316
Life Center
Linear Measuring Systems 315
Lock seaming machine 162 - 163

Machine Feet 
Magnetic Bending Machines 
Magnetic Clamping Plates  295
Mandrel Bending Machines  167 - 171
Metal Band Saw  74 - 121
Metal Belt Grinder 144 - 145
Metal Circular Saw 127
Micro Spraying Device 311
Milling Machines 32 - 54
Milling Vices  291 - 292
Morse Tapers
Morse Taper Drill Case 296

New Machines   

Notching Machines 

Plasma Cutting System 
Precision Parallels 299
Precision Geared Lathe Machines
Press Brake 

216 - 233

Quick Action Drill Chuck 296
Quick Action Vices 
Quick Change Tool 

Radial Drilling Machine 
Reducing Sleeves 
Roller-Round-Bending Machines 192 - 215
Roller Stands
Rotary Tables 294
 
Saw Bands 122 - 125
Saw Blades 122 - 125 /  313
Sleeves
Stands
Surface Grinding Machines 153 - 154

Table Drilling Machine 
Table Shears  242 - 243
Threading Attachements 296
Threading Machine
Three-Roller-Round-Bending Machine
Tube Grinder
Turning Plates
Turning Tools
 
Universal Milling Machine 46 - 51
Universal Precision Lathe Machines

Vertical Band Saw 
Vices 

Waterjet Cutting Machines 
Welding Positioner  
Welding Workstation
Working Light 293
Workshop Presses 265 - 272

I N D E X



Product video on
www.epple.com

Product videos

Product video on
www.epple.com

Product video on
www.epple.com

MACHINES FOR CRAFTSMEN AND INDUSTRY
METAL AND SHEET METAL WORKING MACHINES

L E A S I N G  Q U I T E  S I M P L E
Starting at 2.000,- EUR, Epple Machines®

EPPLE MASCHINEN®  FROM IHREM FACHHÄNDLER

Epple Maschinen GmbH
Auf der Breite 2-14
D - 73349 Wiesensteig
Phone: <+49> 7335 - 92
Fax: <+49> 7335 - 92

Y O U R  R E L I A B L E  P A R T N E R  S I N C E  4 7  Y E A R S

www.epple .com

EPPLE MASCHINEN®


